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<Start of Change 1>
9.8	CSI-RS L3 measurements
9.8.1	Introduction
This clause contains general requirements on the UE regarding CSI-RS based measurement reporting in RRC_CONNECTED state. The requirements are split in intra-frequency and inter-frequency measurements requirements.
The requirements in this clause apply to the case
- all CSI-RS resources in the same MO have the same bandwidth, and
-  the bandwidth of CSI-RS resources in the target MO is same from that of the CSI-RS resources configured for the serving cell
9.8.2	Intra-frequency measurements
9.8.2.1	Introduction
TBA
9.8.2.2	Requirements applicability
TBA

9.8.2.3	Number of cells and number of CSI-RS resources
TBA

9.8.2.4	Measurement Reporting Requirements
TBA

9.8.2.5	Intra-frequency measurements without measurement gaps
TBA

9.8.2.6	Intra-frequency measurements with measurement gaps
TBA

<End of Change 1>
<Start of Change 2>
9.8.3	Inter-frequency measurements
9.8.3.1	Introduction
TBA
9.8.3.2	Requirements applicability
TBA

9.8.3.3	Number of cells and number of CSI-RS resources
TBA

9.8.3.4	Measurement Reporting Requirements
TBA

9.8.3.5	Inter-frequency measurements without measurement gaps
TBA

9.8.3.6	Inter-frequency measurements with measurement gaps
TBA


<End of Change 2>

