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1 Introduction
This contribution provides text proposal to TR 38.887 on BS RF requirements based on contributions [1]. 
1. Reference
 [2] R4-2001193, BS conformance requirements for Band n259, NTT DOCOMO, INC., RAN4#94-e
<Start of the Text Proposal>
8.2.2.3  Measurement uncertainty and test tolerance
For introduction of band n259 the following updates are needed I In TS 38.141-2 for the introduction of n259:

· Update the frequency range in the TT table (Table C.1-2: Derivation of test requirements (FR2 OTA transmitter tests)) as below:

· Radiated transmit power:


· 2.0 dB (37 – 43.5 GHz) for normal condition
· 3.3 dB (37 – 43.5 GHz) for extreme condition.
· OTA base station output power:

· 2.4 dB (37 – 43.5 GHz)
· OTA transmitter OFF power: 

· 3.3 dB (37 – 43.5 GHz)
· OTA ACLR
· 2.6 dB (37 – 43.5 GHz) for relative ACLR

· 2.7 dB (37 – 43.5 GHz) for absolute ACLR

· OTA operating band unwanted emissions
· 2.7 dB (37 – 43.5 GHz)
· Update the frequency range of the test requirements for “radiated transmit power”, “OTA base station output power” and “OTA transmitter transient period” from “37 GHz < f ≤ 40 GHz” to “37 GHz < f ≤ 43.5 GHz”
<End of the Text Proposal>
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