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< start of changes >
[bookmark: _Toc21342931][bookmark: _Toc29769892][bookmark: _Toc29799391]6.2B	Transmitter power for NR-DCVoid
6.2B.0	General
The requirements apply for inter-band NR-DC with one uplink serving cell configured per CG.
6.2B.1	UE maximum output power for NR-DC

For inter-band NR-DC with one uplink carrier assigned per NR band, the transmitter power requirements in clause 6.2 apply per band.
For inter-band NR-DC with one uplink assigned per band, the UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, the maximum output power is measured as the sum of maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms). The maximum output power is specified in Table 6.2B.1.3-1.
Table 6.2B.1.3-1 UE Power Class for inter-band NR-DC 
	Uplink CA Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	DC_n2A-n5A
	
	
	
	
	23
	+2/-31
	
	

	NOTE 1:	For transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high within each CG, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	PPowerClass is the maximum UE power specified without account o the tolerance
NOTE :	The maximum power requirement applies to the total transmitted power over both the MCG and SCG.
NOTE 5:	Power class 3 is the default power class unless otherwise stated.



6.2B.2	UE maximum output power reduction for NR-DC
For inter-band NR-DC with one uplink assigned per band, the requirements in clause 6.2.2 apply for each uplink component carrier.
6.2B.3	UE additional maximum output power reduction for NR-DC
For inter-band NR-DC with one uplink assigned per band, the requirements in clause 6.2.3 apply for each uplink component carrier.
6.2B.4.1	Configured transmitted power level for NR-DC

The UE is allowed to set its configured maximum output power PCMAX,f,c,MCG and PCMAX,f,c,SCG for the respective MCG and SCG and its total configured maximum output power for NR-DC operation   with  as specified in clause 7.6.2 of [8]. The UE is configured with an inter-CG power sharing mode by NR-DC-PC-mode.
The requirements apply for one uplink serving cell configured per CG and for asynchronous and synchronous NR-DC if not otherwise stated.
Unless otherwise stated, the configured maximum output power PCMAX,f,c,MCG (q) in physical-channel q for carrier f of serving cell c shall be set within the bounds if contained in the MCG,
	PCMAX_L,f,c,MCG (q) ≤  PCMAX,f,c,MCG (q) ≤  PCMAX_H,f,c,MCG (q)
and the corresponding PCMAX_L,f,c,SCG (q) for a serving cell contained in the SCG,
	PCMAX_L,f,c,SCG (q) ≤  PCMAX,f,c,SCG (q) ≤  PCMAX_H,f,c,SCG (q)
where PCMAX_L,f,c,MCG, PCMAX_H,f,c,MCG, PCMAX_L,f,c,SCG and PCMAX_H,f,c,SCG are the limits for a serving cell c as specified in clause 6.2.4 modified as follows:
PCMAX_L,f,c,MCG = MIN{MIN(PEMAX,c , PEMAX,NR-DC, PNR) – ∆TC,c, (PPowerClass – ΔPPowerClass) – MAX(MAX(MPRc, A-MPRc)+ ΔTIB,c + ∆TC,c + ∆TRxSRS, P-MPRc)}
PCMAX_H,f,c,MCG = MIN{PEMAX,c, PEMAX,NR-DC, PNR, PPowerClass – ΔPPowerClass}
for the MCG and
PCMAX_L,f,c,SCG = MIN{MIN(PEMAX,c , PEMAX,NR-DC, PNR) – ∆TC,c, (PPowerClass – ΔPPowerClass) – MAX(MAX(MPRc, A-MPRc)+ ΔTIB,c + ∆TC,c + ∆TRxSRS, P-MPRc)}
PCMAX_H,f,c,SCG = MIN{PEMAX,c, PEMAX,NR-DC, PNR, PPowerClass – ΔPPowerClass}
for the SCG, where
-	PEMAX,NR-DC is the value given by the field p-UE-FR1 of the PhysicalCellGroupConfig IE for the MCG as defined in [7];
-	PNR is the value given by the field p-NR-FR1 of the PhysicalCellGroupConfig IE as defined in [7];
For a UE provided with NR-DC-PC-mode = Semi-static-mode1, 
	 = MIN{PEMAX, NR-DC, PPowerClass} + 0.3 dB
with PPowerClass set to power class 3 in case the UE indicates a higher power class in any CG. The UE determines the maximum transmission power for the MCG and the SCG using the respective configured maximum power PCMAX,f,c,MCG and PCMAX,f,c,SCG. 
If for synchronous NR-DC operation a UE is provided NR-DC-PC-mode = Semi-static-mode2, the  is determined as above and 
-	if at least one symbol of slot  of the MCG/SCG is indicated as uplink or flexible to a UE by tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-ConfigurationDedicated, if provided, overlaps with a symbol for any ongoing transmission overlapping with slot  of the SCG/MCG, the UE determines a maximum power for the transmission on the SCG/MCG overlapping with slot  using the configured maximum power PCMAX,f,c,SCG or PCMAX,f,c,MCG for the SCG or MSG, respectively, 
-	otherwise (i.e. an ongoing transmission overlapping with slot  of the SCG/MCG overlaps with only semi-static downlink symbols within slot  of the MCG/SCG), the UE determines amaximum power for the transmission on MCG or the SCG overlapping with slot  using the configured maximum power as specified in clause 6.2.4.
[If a UE indicates a capability for dynamic power sharing between the MCG and the SCG and is provided with NR-DC-PC-mode = Dynamic, 
	 = MIN{PEMAX, NR-DC, PPowerClass}
with PPowerClass set to power class 3 in case the UE indicates a higher power class in any CG. The UE determines the maximum transmission power for the MCG and the SCG using the respective configured maximum power PCMAX,f,c,MCG and PCMAX,f,c,SCG except 
-	if UE transmission(s) in slot  of the MCG or in slot  of the SCG do not overlap in time with any UE transmission(s) on the SCG or the MCG, respectively, the UE determines a maximum transmission power in slot  of the MCG or in slot  of the SCG using the configured maximum power as specified in clause 6.2.4.]
If a UE indicates a capability to determine a total transmission power on the SCG at a first symbol of a transmission occasion on the SCG by determining transmissions on the MCG as specified in clause 7.6.2 of [8], and is provided with NR-DC-PC-mode = Dynamic, 
	 = MIN{PEMAX, NR-DC, PPowerClass}
with PPowerClass set to power class 3 in case the UE indicates a higher power class in any CG. The UE determines the maximum transmission power for the MCG and the SCG using the respective configured maximum power PCMAX,f,c,MCG and PCMAX,f,c,SCG.

The measured total maximum output power PUMAX over both CGs measured over the transmission reference time duration is
	PUMAX = 10 log10 (pUMAX,c,MCG + pUMAX,c,SCG),
where pUMAX,c,MSG and pUMAX,c,SCG denote the measured output power of serving cells c contained in the respective MSG and SCG expressed in linear scale.
The measured total configured maximum output power PUMAX shall be within the following bounds:
	PCMAX_L -TLOW (PCMAX_L)  ≤  PUMAX  ≤  PCMAX_H + THIGH (PCMAX_H)
with the tolerances TLOW(PCMAX_H) and THIGH(PCMAX_H) for applicable values of PCMAX specified in Table 6.2B.4.1.3-2.
When a subframe p on the MSG overlap with a physical-channel q on the SCG, then for PUMAX evaluation, the subframe p on the MCG is taken as reference period TREF and always considered as the reference measurement duration and the following rules are applicable.
TREF and Teval are specified in Table 6.2B.4.1.3-1 when same or different subframe and physical-channel durations are used on the carriers. The PPowerClass shall not be exceeded by the UE during any evaluation period of time.

Table 6.2B.4.1.3-1: PCMAX evaluation window
	Transmission duration
	TREF
	Teval

	Different transmission duration in different CG carriers
	MCG subframe 
	MIN(Tno_hopping, Physical Channel Length)



For each TREF, the PCMAX_H is evaluated per Teval and given by the maximum value over the transmission(s) within the Teval as follows:
	PCMAX_H  = MAX{PCMAX_NR-DC_H(p,q), PCMAX_NR-DC_H(p,q+1), … , PCMAX_NR-DC_H(p,q+n)}
where PCMAX_NR-DC_H entries are the applicable upper limits for each overlapping scheduling unit pairs (p,q), (p, q+1), up to (p, q+n) for each applicable Teval duration, where q+n is the last physical-channel on the SCG overlapping with subframe p on the MCG, while PCMAX_L is computed as follows:
	PCMAX_L = MIN{PCMAX_NR-DC_L(p,q), PCMAX_NR-DC_L(p,q+1), … , PCMAX_NR-DC_L(p,q+n)}
where PCMAX_NR-DC_L entries are the applicable lower limits for each overlapping scheduling unit pairs (p,q), (p, q+1) up to (p, q+n) for each applicable Teval duration, where q+n is the last physical-channel on the SCG overlapping with subframe p on the MCG.
For a UE provided with NR-DC-PC-mode = Semi-static-mode1 and configured with pNR,MCG + pNR,SCG ≤  with pNR,MCG and pNR,SCG the values of the PNR for the respective MCG and SCG expressed in linear scale
	PCMAX_NR-DC_L(p,q) = 10 log10 [pCMAX_L,f,c,MCG (p) + pCMAX_L,f,c,SCG (q)]
	PCMAX_NR-DC_H(p,q) = 10 log10 [pCMAX_H,f,c,MCG (p) + pCMAX_H,f,c,SCG (q)]
with pCMAX_L,f,c,MCG, pCMAX_H,f,c,MCG, pCMAX_L,f,c,SCG, and pCMAX_H,f,c,SCG the values of the respective PCMAX_L,f,c,MCG, PCMAX_H,f,c,MCG, PCMAX_L,f,c,MCG, and PCMAX_H,f,c,SCG expressed in linear scale, while the measured configured maximum power PUMAX  for each CG shall meet the requirements as specified in subclause 6.2.4 but with bounds for PCMAX,f,c,MCG (p) and PCMAX,f,c,SCG  as specified in this subclause.
If for synchronized NR-DC a UE is provided with NR-DC-PC-mode = Semi-static-mode2 and configured with pNR,MCG + pNR,SCG ≤  with pNR,MCG and pNR,SCG the linear-scale values of the PNR for the respective MCG and SCG
	PCMAX_NR-DC_L(p,q) = 10 log10 [pCMAX_L,f,c,MCG (p) + pCMAX_L,f,c,SCG (q)]
	PCMAX_NR-DC_H(p,q) = 10 log10 [pCMAX_H,f,c,MCG (p) + pCMAX_H,f,c,SCG (q)]
while the measured configured maximum power PUMAX for each CG shall meet the requirements specified in Table 6.2.4-2 but with bounds for PCMAX,f,c,MCG (p) and PCMAX,f,c,SCG  as specified in this subclause except
-	if an ongoing transmission overlapping with physical channel q of the SCG or subframe p of the MCG overlaps with only semi-static downlink symbols within the respective subframe p of the MCG or physical channel q of the SCG as indicated to a UE by tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-ConfigurationDedicated, if provided,
then the measured configured maximum power PUMAX for the transmission subframe p on the MCG or physical channel q on the SCG shall meet the requirements as specified in subclause 6.2.4 and with bounds for PCMAX,f,c,MCG (p) or PCMAX,f,c,SCG  as specified in subclause 6.2.4.
For a UE provided with NR-DC-PC-mode = Dynamic,
	PCMAX_NR-DC_L(p,q) = MIN{10 log10 [pCMAX_L,f,c,MCG (p) + pCMAX_L,f,c,SCG (q)], }
	PCMAX_NR-DC_H(p,q) = MIN{10 log10 [pCMAX_H,f,c,MCG (p) + pCMAX_H,f,c,SCG (q)], }
while the measured configured maximum power PUMAX on the MCG shall meet the requirements as specified in subclause 6.2.4-2 but with bounds for PCMAX,f,c,MCG (p) as specified in this subclause, and the PUMAX on the SCG shall be within
	PCMAX_L,f,c  –  MAX{TL,c, T(PCMAX_L,f,c)}  ≤  PUMAX,f,c  ≤  PCMAX_H,f,c  +  T(PCMAX_H,f,c).
where 
	PCMAX_L,f,c = MIN{PCMAX_L,f,c,SCG (p), 10 log10 ( – pNR,MSG)}
	PCMAX_H,f,c = MIN{PCMAX_H,f,c,SCG (p), 10 log10 ( – pNR,MSG)}
with limits as specified in Table 6.2.4-2 and pNR,MCG the value of the PNR for the MCG expressed in linear scale.
Table 6.2B.4.1.3-2: PCMAX tolerance for NR-DC
	PCMAX(dBm)
	Tolerance
TLOW (PCMAX_L) (dB)
	Tolerance
THIGH (PCMAX_H) (dB)

	23 ≤ PCMAX ≤ 33
	[3.0]
	[2.0]

	22 ≤ PCMAX < 23
	[5.0]
	[2.0]

	21 ≤ PCMAX< 22
	[5.0]
	[3.0]

	20 ≤ PCMAX < 21
	[6.0]
	[4.0]

	16 ≤ PCMAX < 20
	[5.0]

	11 ≤ PCMAX < 16
	[6.0]

	-40 ≤ PCMAX < 11
	[7.0]

	NOTE 1:	For UEs provided with NR-DC-PC-mode = Semi-static-mode1 or with NR-DC-PC-mode = Semi-static-mode2, the upper tolerance Thigh shall be reduced by 0.3 dB for P ≥ 20 dBm.



[bookmark: _Toc21344273][bookmark: _Toc29801759][bookmark: _Toc29802183][bookmark: _Toc29802808][bookmark: _Toc36107550][bookmark: _Toc37251316]6.2B.4.2	ΔTIB,c for NR-DC
For inter-band NR-DC with one uplink carrier assigned per NR band, the ΔTIB,c for the corresponding inter-band CA configuration as specified in subclause 6.2A.4.2 applies.
< text omitted >
[bookmark: _Toc21344320][bookmark: _Toc29801806][bookmark: _Toc29802230][bookmark: _Toc29802855][bookmark: _Toc36107597][bookmark: _Toc37251363]6.3A.4.3	Power control for inter-band CA
No requirements unique to CA operation are defined.
6.3B	Output power dynamics for NR-DC
For inter-band NR-DC with one uplink carrier assigned per NR band, the output power dynamics for the corresponding inter-band CA configuration as specified in subclause 6.3A applies.
[bookmark: _Toc21344321][bookmark: _Toc29801807][bookmark: _Toc29802231][bookmark: _Toc29802856][bookmark: _Toc36107598][bookmark: _Toc37251364]6.3D	Output power dynamics for UL MIMO

< text omitted >
[bookmark: _Toc21344342][bookmark: _Toc29801828][bookmark: _Toc29802252][bookmark: _Toc29802877][bookmark: _Toc36107619][bookmark: _Toc37251385]6.4A.2.3	Transmit modulation quality for inter-band CA
[bookmark: _Toc21344343][bookmark: _Toc29801829][bookmark: _Toc29802253][bookmark: _Toc29802878][bookmark: _Toc36107620]For inter-band carrier aggregation with uplink assigned to two NR bands, the transmit modulation quality requirements shall apply on each component carrier as defined in clause 6.4.2 with all component carriers active: PCC with PRB allocation and SCC without PRB allocation and without CSI reporting and SRS configured.
[bookmark: _Toc21344334][bookmark: _Toc29801820][bookmark: _Toc29802244][bookmark: _Toc29802869][bookmark: _Toc36107611][bookmark: _Toc37251377]6.4B	Transmit signal quality for NR-DC
For inter-band NR-DC with one uplink carrier assigned per NR band, the transmit signal quality for the corresponding inter-band CA configuration as specified in subclause 6.4A applies.

[bookmark: _Toc37251386]6.4D	Transmit signal quality for UL MIMO

< text omitted >
[bookmark: _Toc21344418][bookmark: _Toc29801905][bookmark: _Toc29802329][bookmark: _Toc29802954][bookmark: _Toc36107696][bookmark: _Toc37251470]6.5A.3.2.3	Transmit intermodulation for Inter-band CA
For inter-band carrier aggregation with uplink assigned to two NR bands, the transmit intermodulation requirement is specified in Table 6.5.4-1 which shall apply on each component carrier with both component carriers active.
[bookmark: _Toc21344385][bookmark: _Toc29801872][bookmark: _Toc29802296][bookmark: _Toc29802921][bookmark: _Toc36107663][bookmark: _Toc37251437]6.5B	Output RF spectrum emissions for NR-DC
For inter-band NR-DC with one uplink carrier assigned per NR band, the output RF spectrum emissions for the corresponding inter-band CA configuration as specified in subclause 6.5A applies.

[bookmark: _Toc21344419][bookmark: _Toc29801906][bookmark: _Toc29802330][bookmark: _Toc29802955][bookmark: _Toc36107697][bookmark: _Toc37251471]6.5D	Output RF spectrum emissions for UL MIMO

< text omitted >
[bookmark: _Toc21344448][bookmark: _Toc29801936][bookmark: _Toc29802360][bookmark: _Toc29802985][bookmark: _Toc36107727][bookmark: _Toc37251501]7.3B	Reference sensitivity for NR-DCVoid
For inter-band NR-DC configurations, the reference sensitivity for the corresponding inter-band CA configuration as specified in subclause 7.3A applies.
[bookmark: _Toc21344449][bookmark: _Toc29801937][bookmark: _Toc29802361][bookmark: _Toc29802986][bookmark: _Toc36107728][bookmark: _Toc37251502]7.3C	Reference sensitivity for SUL
< text omitted >
[bookmark: _Toc21344461][bookmark: _Toc29801949][bookmark: _Toc29802373][bookmark: _Toc29802998][bookmark: _Toc36107740][bookmark: _Toc37251514]7.4A.3	Maximum input level for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the maximum input level is defined with the uplink active on the band(s) other than the band whose downlink is being tested. For NR CA configurations including an operating band without uplink band or an operating band with an unpaired DL part (as noted in Table 5.2-1), the requirements for all downlinks shall be met with the single uplink carrier active in each band capable of UL operation. The UE shall meet the requirements specified in clause 7.4 for each component carrier while all downlink carriers are active.
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexs A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1) for each component carrier.
7.4B	Maximum input level for NR-DC
For inter-band NR-DC configurations, the maximum input level for the corresponding inter-band CA configuration as specified in subclause 7.4A applies.
[bookmark: _Toc21344462][bookmark: _Toc29801950][bookmark: _Toc29802374][bookmark: _Toc29802999][bookmark: _Toc36107741][bookmark: _Toc37251515]7.4D	Maximum input level for UL MIMO
For UE with two transmitter antenna connectors in closed-loop spatial multiplexing, the minimum requirements specified in clause 7.4 shall be met with the UL MIMO configurations described in clause 6.2D.1. For UL MIMO, the parameter PCMAX_L is defined as the total transmitter power over the two transmit antenna connectors.

< text omitted >
[bookmark: _Toc21344467][bookmark: _Toc29801955][bookmark: _Toc29802379][bookmark: _Toc29803004][bookmark: _Toc36107746][bookmark: _Toc37251520]7.5A.3	Adjacent channel selectivity Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the adjacent channel requirements are defined with the uplink active on the band(s) other than the band whose downlink is being tested. For NR CA configurations including an operating band without uplink operation or an operating band with an unpaired DL part (as noted in Table 5.2-1), the requirements for all downlinks shall be met with the single uplink carrier active in each band capable of UL operation. The UE shall meet the requirements specified in clause 7.5 for each component carrier while all downlink carriers are active.
The throughput of each carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
7.5B	Adjacent channel selectivity for NR-DC
For inter-band NR-DC configurations, the adjacent channel selectivity for the corresponding inter-band CA configuration as specified in subclause 7.5A applies.
[bookmark: _Toc21344468][bookmark: _Toc29801956][bookmark: _Toc29802380][bookmark: _Toc29803005][bookmark: _Toc36107747][bookmark: _Toc37251521]7.5D	Adjacent channel selectivity for UL MIMO
For UE(s) with two transmitter antenna connectors in closed-loop spatial multiplexing scheme, the minimum requirements specified in clause 7.5 shall be met with the UL MIMO configurations described in clause 6.2D.1. For UL MIMO, the parameter PCMAX_L is defined as the total transmitter power over the two transmit antenna connectors.

< text omitted >
[bookmark: _Toc21344492][bookmark: _Toc29801980][bookmark: _Toc29802404][bookmark: _Toc29803029][bookmark: _Toc36107771][bookmark: _Toc37251545]7.6C.4	Narrow band blocking for SUL
Narrow band blocking is not specified for SUL band combination.
7.6B	Blocking characteristics for NR-DC
For inter-band NR-DC configurations, the blocking characterstics for the corresponding inter-band CA configuration as specified in subclause 7.6A applies.
[bookmark: _Toc21344493][bookmark: _Toc29801981][bookmark: _Toc29802405][bookmark: _Toc29803030][bookmark: _Toc36107772][bookmark: _Toc37251546]7.6D	Blocking characteristics for UL MIMO
For UE with two transmitter antenna connectors in closed-loop spatial multiplexing scheme, the minimum requirements specified in clause 7.6 shall be met with the UL MIMO configurations described in clause 6.2D.1. For UL MIMO, the parameter PCMAX_L is defined as the total transmitter power over the two transmit antenna connectors.

< text omitted >
[bookmark: _Toc21344498][bookmark: _Toc29801986][bookmark: _Toc29802410][bookmark: _Toc29803035][bookmark: _Toc36107777][bookmark: _Toc37251551]7.7A.3	Spurious response for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the spurious response are defined with the uplink active on the band(s) other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.7 for each component carrier while all downlink carriers are active.
For the UE which supports inter-band CA configuration in Table 7.3A.3.2.1-1, Pinterferer power defined in Table 7.7-2 is increased by the amount given by ΔRIB,c in Table 7.3A.3.2.1-1.
The throughput of each carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
7.7B	Spurious response for NR-DC
For inter-band NR-DC configurations, the spurious response for the corresponding inter-band CA configuration as specified in subclause 7.7B applies.
[bookmark: _Toc21344499][bookmark: _Toc29801987][bookmark: _Toc29802411][bookmark: _Toc29803036][bookmark: _Toc36107778][bookmark: _Toc37251552]7.7D	Spurious response for UL MIMO
For UE with two transmitter antenna connectors in closed-loop spatial multiplexing scheme, the minimum requirements specified in clause 7.7 shall be met with the UL MIMO configurations described in clause 6.2D.1. For UL MIMO, the parameter PCMAX_L is defined as the total transmitter power over the two transmit antenna connectors.
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[bookmark: _Toc21344508][bookmark: _Toc29801996][bookmark: _Toc29802420][bookmark: _Toc29803045][bookmark: _Toc36107787][bookmark: _Toc37251561]7.8A.2.3	Wide band intermodulation for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the wide band intermodulation requirements are defined with the uplink active on the band(s) other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.8 for each component carrier while all downlink carriers are active.
For the UE which supports inter-band CA configuration in Table 7.3A.3.2.1-1, Pinterferer power defined in Table 7.8.2-1 and 7.8.2-2 is increased by the amount given by ΔRIB,c in Table 7.3A.3.2.1-1.
The throughput of each carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
7.8B	Intermodulation characteristics for NR-DC
For inter-band NR-DC configurations, the intermodulation characteristics for the corresponding inter-band CA configuration as specified in subclause 7.8A applies.
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For UE(s) with two transmitter antenna connectors in closed-loop spatial multiplexing scheme, the minimum requirements in clause 7.8 shall be met with the UL MIMO configurations described in clause 6.2D.1. For UL MIMO, the parameter PCMAX_L is defined as the total transmitter power over the two transmit antenna connectors.
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[bookmark: _Toc21344514][bookmark: _Toc29802002][bookmark: _Toc29802426][bookmark: _Toc29803051][bookmark: _Toc36107793][bookmark: _Toc37251567]7.9A.3	Spurious emissions for Inter-band CA
For inter-band carrier aggregation including an operating band without uplink band, the UE shall meet the Rx spurious emissions requirements specified in clause 7.9 for each component carrier while all downlink carriers are active.
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For inter-band NR-DC configurations, the spurious emissions for the corresponding inter-band CA configuration as specified in subclause 7.9A applies.
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