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1. Overall Description:
RAN4 discussed the scheduling restriction and need for measurement gaps due to PRS measurement, which is related to the issue pointed out in LS R1-1913522.
	Agreement:
In case DL PRS Resources are processed in the active BWP and there is no measurement gap configured to the UE, at least in FR2, the UE is not expected to process DL PRS in the same OFDM symbol where other DL signals and channels are transmitted to the UE. Behaviour in FR1 is up to RAN4 to decide.

To RAN4:

ACTION:
RAN1 also respectfully asks RAN4 to decide the UE behaviour in FR1 for DL PRS processing when other DL signals and channels are transmitted to the UE in the active BWP without a measurement gap. 


Based on RAN4 discussion, the UE behaviour in FR1 (for DL PRS processing when other DL signals and channels are transmitted to the UE in the active BWP without a measurement gap) depends on whether UE can perform the PRS measurement in the active BWP without measurement gap or not.

· If UE cannot perform the measurement without measurement gap, UE behaviour is same as for FR2

· If UE can perform the measurement without measurement gap, UE is expected to process DL PRS in the same OFDM symbol where other DL signals and channels are transmitted to the UE
The conditions for PRS measurement with and without measurement gaps will be captured in 38.133, and the technical agreements are listed below for information:
UE should be able to measure a PRS layer without measurement gap if the following conditions are met, otherwise UE is assumed to measure the PRS layer with measurement gap.

· The PRS layer is in FR1 and within UE active BWP, and

· One of the following conditions is met
· The SCS/CP of the PRS layer is same as SCS/CP of UE active BWP, or 
· UE supports mixed numerology between PRS and UE active BWP.
2. Actions:

To RAN1:

RAN4 kindly asks RAN1 to take above information into account in the future specification work for positioning support.
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