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----------------------START OF CHANGES----------------------------
10.1.25.3.1		Absolute UE Rx-Tx Measurement Report Mapping
The reporting range for the absolute UE Rx-Tx time difference measurement (TUE Rx-Tx) is defined from -985024Tc to 985024Tc with the resolution step of 2kTc, where: 
· Tc is defined in TS 38.211 [6], 
· kmin≤k≤kmax, 
· kmin=3 and kmax=5, when at least one of the PRS and the SRS resources configured for TUE Rx-Tx is in FR1,
· kmin=0 and kmax=5, when both PRS and SRS resources configured for TUE Rx-Tx are in FR2,
· k shall not exceed timingReportingGranularityFactor [31] configured by LMF via LPP for TUE Rx-Tx.
The TUE Rx-Tx report mapping for k = 0, 1, 2, 3,4 and 4 are specified in Tables 10.1.25.3.1-1, 10.1.25.3.1-2, 10.1.25.3.1-3, 10.1.25.3.1-4, 10.1.25.3.1-5 and 10.1.25.3.1-6 respectively.
Table 10.1.25.3.1-1: Absolute UE Rx-Tx time difference measurement report mapping for k=0
	[bookmark: _Hlk40263897]Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -985023
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-985023  TUE Rx-Tx < -985022
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_985024
	-1  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_985025
	0  TUE Rx-Tx < 1
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_1970047
	985022  TUE Rx-Tx < 985023
	Tc

	RX-TX_TIME_DIFFERENCE_1970048
	985023  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_1970049
	985024  TUE Rx-Tx
	Tc


Table 10.1.25.3.1-2: Absolute UE Rx-Tx time difference measurement report mapping for k=1
	Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -985022
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-985022  TUE Rx-Tx < -985020
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_492512
	-2  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_492513
	0  TUE Rx-Tx < 2
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_985023
	985020  TUE Rx-Tx < 985022
	Tc

	RX-TX_TIME_DIFFERENCE_985024
	985022  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_985025
	985024  TUE Rx-Tx
	Tc


Table 10.1.25.3.1-3: Absolute UE Rx-Tx time difference measurement report mapping for k=2
	Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -985020
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-985020  TUE Rx-Tx < -985016
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_246256
	-4  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_246257
	0  TUE Rx-Tx < 4
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_492511
	985016  TUE Rx-Tx < 985020
	Tc

	RX-TX_TIME_DIFFERENCE_492512
	985020  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_492513
	985024  TUE Rx-Tx
	Tc





Table 10.1.25.3.1-4: Absolute UE Rx-Tx time difference measurement report mapping for k=3
	Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -985016
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-985016  TUE Rx-Tx < -985008
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_123128
	-8  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_123129
	0  TUE Rx-Tx < 8
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_246255
	985008  TUE Rx-Tx < 985016
	Tc

	RX-TX_TIME_DIFFERENCE_246256
	985016  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_246257
	985024  TUE Rx-Tx
	Tc


Table 10.1.25.3.1-5: Absolute UE Rx-Tx time difference measurement report mapping for k=4
	Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -985008
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-985008  TUE Rx-Tx < -984992
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_61564
	-16  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_61565
	0  TUE Rx-Tx < 16
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_123127
	984992  TUE Rx-Tx < 985008
	Tc

	RX-TX_TIME_DIFFERENCE_123128
	985008  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_123129
	985024  TUE Rx-Tx
	Tc


Table 10.1.25.3.1-6: Absolute UE Rx-Tx time difference measurement report mapping for k=5
	Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -984992
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-984992  TUE Rx-Tx < -984960
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_30782
	-32  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_30783
	0  TUE Rx-Tx < 32
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_61563
	984960  TUE Rx-Tx < 984992
	Tc

	RX-TX_TIME_DIFFERENCE_61564
	984992  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_61565
	985024  TUE Rx-Tx
	Tc


10.1.25.3.2		Differential UE Rx-Tx Measurement Report Mapping
The reporting range for differential UE Rx-Tx time difference measurement (TUE Rx-Tx) is defined from 0 to 8192Tc where: 
· TUE Rx-Tx = TUE Rx-Tx1 - TUE Rx-Tx2; where:
· TUE Rx-Tx1 > TUE Rx-Tx2, 
· TUE Rx-Tx1 is the first absolute UE Rx-Tx time difference measurement,
· TUE Rx-Tx1 is the second absolute UE Rx-Tx time difference measurement,
· Tc is defined in TS 38.211 [6], 
· kmin≤k≤kmax, 
· kmin=3 and kmax=5, when at least one of the PRS and the SRS resources configured for TUE Rx-Tx is in FR1,
· kmin=0 and kmax=5, when all the PRS and SRS resources configured for TUE Rx-Tx are in FR2,
· k shall not exceed timingReportingGranularityFactor [31] configured by LMF via LPP for TUE Rx-Tx.
The TUE Rx-Tx report mapping for k = 0, 1, 2, 3,4 and 4 are specified in Tables 10.1.25.3.2-1, 10.1.25.3.2-2, 10.1.25.3.2-3, 10.1.25.3.2-4, 10.1.25.3.2-5 and 10.1.25.3.2-6 respectively.
Table 10.1.25.3.2-1: Differential UE Rx-Tx time difference measurement report mapping for k=0
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 1
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	1  TUE Rx-Tx < 2
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	2  TUE Rx-Tx < 3
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_8189
	8189  TUE Rx-Tx < 8190
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_8190
	8190  TUE Rx-Tx < 8192
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_8191
	8192  TUE Rx-Tx
	Tc



Table 10.1.25.3.2-2: Differential UE Rx-Tx time difference measurement report mapping for k=1
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 2
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	2  TUE Rx-Tx < 4
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	4  TUE Rx-Tx < 6
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_4093
	8186  TUE Rx-Tx < 8188
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_4094
	8188  TUE Rx-Tx < 8192
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_4095
	8192  TUE Rx-Tx
	Tc



Table 10.1.25.3.2-3: Differential UE Rx-Tx time difference measurement report mapping for k=2
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 4
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	4  TUE Rx-Tx < 8
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	8  TUE Rx-Tx < 12
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_2045
	8180  TUE Rx-Tx < 8184
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_2046
	8184  TUE Rx-Tx < 8192
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_2047
	8192  TUE Rx-Tx
	Tc



Table 10.1.25.3.2-4: Differential UE Rx-Tx time difference measurement report mapping for k=3
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 8
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	8  TUE Rx-Tx < 16
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	16  TUE Rx-Tx < 24
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_1021
	8168  TUE Rx-Tx < 8176
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_1022
	8176  TUE Rx-Tx < 8192
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_1023
	8192  TUE Rx-Tx
	Tc



Table 10.1.25.3.2-5: Differential UE Rx-Tx time difference measurement report mapping for k=4
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 16
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	16  TUE Rx-Tx < 32
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	32  TUE Rx-Tx < 48
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_509
	8144  TUE Rx-Tx < 8160
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_510
	8160  TUE Rx-Tx < 8192
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_511
	8192  TUE Rx-Tx
	Tc



Table 10.1.25.3.2-6: Differential UE Rx-Tx time difference measurement report mapping for k=5
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 32
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	32  TUE Rx-Tx < 64
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	64  TUE Rx-Tx < 96
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_253
	8096  TUE Rx-Tx < 8128
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_254
	8128  TUE Rx-Tx < 8192
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_255
	8192  TUE Rx-Tx
	Tc






----------------------END OF CHANGES----------------------------

