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	The REFSENS requirements are missing for inter-band CA with the uplink assigned to two NR bands.
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	To specify the REFSENS requirements are missing for inter-band CA with the uplink assigned to two NR bands.
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	The REFSENS requirements are missing for inter-band CA with the uplink assigned to two NR bands.
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[bookmark: _Toc21342956][bookmark: _Toc29769917][bookmark: _Toc29799416]<<Start of Change1>>
[bookmark: _Toc21343089][bookmark: _Toc29770055][bookmark: _Toc29799554]7.3A.2.3	Reference sensitivity power level for Inter-band CA
[bookmark: OLE_LINK116]For inter-band carrier aggregation with one or more component carriers per operating band and the uplink assigned to one or two NR bands the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A.2.3.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 with parameters specified in  Table 7.3.2-1, Table 7.3.2-2 and Table 7.3.2-3 and modified in accordance with clause 7.3A.3.2. The reference sensitivity is defined to be met with all downlink component carriers active and one or two of the uplink carriers active. Exceptions to reference sensitivity are allowed in accordance with clause 7.3A.4, 7.3A.5 and 7.3A.6.
<<End of Change1>>

