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1 Introduction
This contribution discusses the remaining issues related to con-current operation.
2 Discussion
In WF [1], it was agreed that clarification of con-current operation is needed, and the definition of con-current operation for V2X shall be reflected in the TS.

Candidate options for con-current operation definitions include:
· Option 1: only the band combination where the Uu schedules/configures SL by semi-persistent way can be specified as concurrent operation
· Option 2: the band combination where the Uu schedules/configures SL can be specified as concurrent operation
· Option 3: the band combinations where the Uu schedules/configures SL can be specified and which is agnostic as to the actual service being delivered on Uu and Sidelink interfaces
· Option 4: The simultaneous transmission and reception of sidelink and Uu interfaces where operation is agnostic of the service used on each interface.
During the discussion, we proposed that only the band combination where the Uu schedules/configures SL by semi-persistent way can be specified as concurrent operation. It is noted that for LTE Uu and NR SL, the scheduling by Uu is actually a semi-persistent RRC configuration. Since the band combinations proposed so far for con-current operation are from operators, most likely these band combinations will be under operation for Mode 1, and new DCI formats designed by RAN1 are utilized to guarantee the scenario is workable, otherwise, the network may not be aware of the Mode 2 operation of V2X UEs. Therefore, we propose to have some clarification of con-current operation in RAN4 specification based on option 1 to make it clear of the relationship between Uu and SL for a con-current band combination.
Proposal 1: It is proposed to define NR V2X con-current operation based on Option 1.
Regarding the agreement to inform 5GAA of the range of configuration options we are defining for NR V2X sidelink within RAN4 specs, generally we are fine with the idea, but the main effort of the group now is trying to finish the first version the requirements in the scheduled Rel-16 time frame, the outside LS can be prepared after completion of the baseline requirements. 
Proposal 2: LS to 5GAA on the range of configuration options can be prepared after the baseline requirements are finished.
Some editorial related agreements were reached in last RAN4 meeting, these agreements should be reflected in the big CRs for con-current operation in both TS 38.101-1 and 38.101-3. The agreements include:
· Con-current rather than concurrent shall be used in the spec to align with the term used for LTE V2X
· Suffix E will be used for NR V2X, which includes sidelink standalone, con-current operation, and V2X bands
· V2X_X_nY is adopted as notation for NR V2X con-current operation
· Duplex mode of HD is adopted for NR SL
3 Conclusion

Remaining issues for NR V2X con-current operation are discussed in this contribution and we have the following propoosals.
Proposal 1: It is proposed to define NR V2X con-current operation based on Option 1.
Proposal 2: LS to 5GAA on the range of configuration options can be prepared after the baseline requirements are finished.
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