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<Start of Changes>
5.4E	Channel arrangement for NR V2X
5.4E.1		Channel spacing
The channel spacing defined in subclause 5.4.1 are applied for NR V2X according to support channel raster.For NR V2X, the channel spacing requirements in clause 5.4.1 apply for each operating band.

5.4E.2		Channel raster
5.4E.2.1	NR-ARFCN and channel raster
The NR-ARFCN and channel raster defined in subclause 5.4.2.1 are applied for NR V2X.For NR V2X, the NR-ARFCN and channel raster requirements in clause 5.4.2.1 apply for each operationg band.
For NR V2X UE at n47, the reference frequency can be shifted by configuration.
FREF_V2X = FREF + Δshift + N * 5 kHz
Wherewhere
Δshift = 0 kHz or 7.5 kHz indicated in IE (frequencyShift7p5khz), and
N can be set as one of following values {-1, 0, 1}, which are signalled by the network in higher layer parameters or configured by pre-configuration parameters.

5.4E.2.2	Channel raster to resource element mapping
The channel raster to resource element mapping defined in subclause 5.4.2.2 are applied for NR V2X.For NR V2X, the channel raster to resource element mapping requirements in clause 5.4.2.2 apply for each operating band.

5.4E.2.3	Channel raster entries for each operating band
The channel raster entries for each operating band defined in subclaue 5.4.2.3 are applied for NR V2X. For NR V2X, the channel raster entries, the channel raster entries requirements in clause 5.4.2.3 apply for each operating band.
The RF channel positions on the channel raster in each NR V2X operating band are given through the applicable NR-ARFCN in Table 5.4.2.3-1, using the channel raster to resource element mapping in subclause 5.4E.2.2.
For NR V2X operating band n47, ΔFRaster = I × ΔFGlobal, where I ϵ {1}. Every Ith  NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3-1 is given as <I>.

5.4E.3		Synchronization raster for NR V2X
There is no synchronization raster definition for NR V2X for both licensed bands and unlicensed bands.

<End of Changes>

