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[bookmark: _Toc5280836]9.5	RF common mode (0.15 MHz to 80 MHz)
9.5.0	General
This test is applicable for UE for fixed, mobile, and portable use and for ancillary equipment.
This test shall be performed on signal, control and DC power input/output ports, which may have cables longer than 3 m.
This test shall be performed on AC mains power input/output ports of UE for fixed use and for fixed ancillary equipment. Where this test is not carried out on a port or any other ports because the manufacturer declares that it is not intended to be used with cables longer than stated above, a list of ports which were not tested shall be included in the test report.
This test shall be performed on a representative configuration of the UE or a representative configuration of the combination of UE and ancillary equipment.
9.5.1	Definition
This test assesses the ability of equipment and ancillary equipment to operate as intended in the presence of a radio frequency electromagnetic disturbance.
9.5.2	Test method and level
The test method shall be in accordance with IEC 61000‑4‑6 [13]. 
-	the test signal shall be amplitude modulated to a depth of 80 % by a sinusoidal audio signal of 1 kHz;
-	the stepped frequency increments shall be either 50 kHz or 1 % frequency increment of the momentary frequency in the frequency range 150 kHz - 5 MHz and 1 % frequency increment of the momentary frequency in the frequency range 5 MHz - 80 MHz;
-	when using the max hold detector method at each test frequency step initially an unmodulated test signal shall be applied. Then the test modulation shall be applied;
-	the test level shall be severity level 2 as given in IEC 61000‑4‑6 [13] corresponding to 3 V rms, at a transfer impedance of 150 W;
-	the test shall be performed over the frequency range 150 kHz - 80 MHz;
-	responses of stand alone receivers or receivers which are part of transceivers occurring at discrete frequencies which are narrow band responses, shall be disregarded, see subclause 4.3;
-	the frequencies selected during the test and the test method used shall be recorded in the test report.
9.5.3	Performance criteria
The performance criteria of clause 6.1 shall apply.
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