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<<START OF CHANGE>>
[bookmark: _Toc508717155][bookmark: _Toc37260256][bookmark: _Toc37267644]8.2.5.1	Minimum requirements
The throughput shall be ≥ 70% of the maximum throughput of the reference measurement channel as specified in Annex A for the moving UE at the SNR given in table 8.2.5.1-1 for mapping type A and table 8.2.5.1-2 for mapping type B respectively. 
Table 8.2.5.1-1 Minimum requirements for UL timing adjustment with mapping type A
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Channel Bandwidth [MHz]
	SCS [kHz]
	Moving propagation conditions and correlation matrix (Annex G)
	FRC
(Annex A)
	SNR
[dB]

	1
	2
	Normal
	10
	15
	Scenario Y
	G-FR1-A4-29
	[TBD]8.5

	
	
	
	40
	30
	Scenario Y
	G-FR1-A4-30
	[TBD]8.4



Table 8.2.5.1-2 Minimum requirements for UL timing adjustment with mappying type B
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Channel Bandwidth [MHz]
	SCS [kHz]
	Moving propagation conditions and correlation matrix (Annex G)
	FRC
(Annex A)
	SNR
[dB]

	1
	2
	Normal
	10
	15
	Scenario Y
	G-FR1-A4-29
	[TBD]8.5

	
	
	
	40
	30
	Scenario Y
	G-FR1-A4-30
	[bookmark: _GoBack][TBD]8.4




<<END OF CHANGE>>

<<START OF CHANGE>>

[bookmark: _Toc21127745][bookmark: _Toc29811954][bookmark: _Toc36817506][bookmark: _Toc37260428][bookmark: _Toc37267816]11.2	Performance requirements for PUSCH
[bookmark: _Toc21127746][bookmark: _Toc29811955][bookmark: _Toc36817507][bookmark: _Toc37260429][bookmark: _Toc37267817]11.2.1	Requirements for BS type 1-O
[bookmark: _Toc21127747][bookmark: _Toc29811956][bookmark: _Toc36817508][bookmark: _Toc37260430][bookmark: _Toc37267818]11.2.1.1	Requirements for PUSCH with transform precoding disabled
Apply the requirements defined in clause 8.2.1 for 2Rx.
[bookmark: _Toc21127748][bookmark: _Toc29811957][bookmark: _Toc36817509][bookmark: _Toc37260431][bookmark: _Toc37267819]11.2.1.2	Requirements for PUSCH with transform precoding enabled
Apply the requirements defined in clause 8.2.2 for 2Rx.
[bookmark: _Toc21127749][bookmark: _Toc29811958][bookmark: _Toc36817510][bookmark: _Toc37260432][bookmark: _Toc37267820]11.2.1.3	Requirements for UCI multiplexed on PUSCH
Apply the requirements defined in clause 8.2.3 for 2Rx.
[bookmark: _Toc37260433][bookmark: _Toc37267821]11.2.1.4	Requirements for PUSCH for high speed train
Apply the requirements defined in clause 8.2.4 for 2Rx.
11.2.1.5	Requirements for UL timing adjustment
Apply the requirements defined in clause 8.2.5 for 2Rx.

<<END OF CHANGE>>

