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	RRM measurement relaxation was introduced for UE power saving, hence the minimum requirement at transition between normal mode and relaxed mode shall be introduced.

	
	

	Summary of change:
	Introduce minimum requirement at transition between normal mode and relaxed mode in power saving.

	
	

	Consequences if not approved:
	Minimum requirement at transition for power saving is missing.
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<< Start of Change #1>>
[bookmark: _Toc5952541]4.2.2.8	Minimum requirement at transitions
When switching from low mobility scenario or not-at-cell-edge scenario to low mobility and not-at-cell-edge scenario during cell-reselection period, the UE shall fulfill the requirements corresponding to low mobility scenario or not-at-cell-edge scenario for one measurement period and thereafter switch to requirements corresponding to low mobility and not-at-cell-edge scenario.
When switching from low mobility and not-at-cell-edge scenario to low mobility scenario or not-at-cell-edge scenario during cell-reselection period, the UE shall fulfill the requirements corresponding to low mobility scenario or not-at-cell-edge scenario upon fulfilling the switching criteria. 
When switching from normal mode to low mobility scenario or not-at-cell-edge scenario or low mobility and not-at-cell-edge scenario during cell-reselection period, the UE shall fulfill the requirements corresponding to normal mode for one measurement period and thereafter switch to requirements corresponding to low mobility scenario or not-at-cell-edge scenario or low mobility and not-at-cell-edge scenario.
When switching from low mobility scenario or not-at-cell-edge scenario or low mobility and not-at-cell-edge scenario to normal mode during cell-reselection period, the UE shall fulfill the requirements corresponding to normal mode upon fulfilling the switching criteria.
No requirement is defined for multiple transitions of scenarios within one measurement period.
[bookmark: _GoBack]<< End of Change #1>>

