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Introduction
The email discussion is to cover the following issues
· CR on TS38.133 for modification on number of cells and number of SSB to be measured for FR2 intra-frequency measurement
· CR on measurement gap applicability in TS38.133 for R16
· CR to 38.133 on intra frequency measurements without gaps
· On potential enhancement for TCI switching
· Editorial clean up in TS38.133-g30 and f90 
· Replied LS on NeedForGap capability
Topic #1: Modification on number of cells and number of SSB to be measured for FR2 intra-frequency measurement


Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2006880

	Mediatek Inc., Huawei, Hisilicon, Apple, Intel

	Cat F CR which was endorsed in R4-2005411 in RAN4#94e-bis


	R4-2006881

	Mediatek Inc., Huawei, Hisilicon, Apple, Intel

	Cat A CR of 6880


	
	
	




Summary of Open Issues

No open issue

Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	
	 

	
	

	
	


 
CRs/TPs comments collection
Major close-to-finalize WIs and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going WIs, suggest to focus on open issues discussion on 1st round.
	CR/TP number
	Comments collection

		
R4-2006880 
CR on TS38.133 for modification on number of cells and number of SSB to be measured for FR2 intra-freqency measurement


	Company AEricsson : Endorsed CR agreeable

	
	Company BNokia: OK

	
	Apple: OK

	
	Company B

	
	



Summary for 1st round 
Status Summary
R4-2006880 is agreeable. No open issue for this topic. 
Open issues

Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	
	

	
	



Recommendations on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	
	
	



CRs/TPs
Moderator tries to summarize discussion status for 1st round and provides recommendation on CRs/TPs Status update 
	CR/TP number
	CRs/TPs Status update recommendation  

	R4-2006880
XXX
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”agreeable

	R4-2006881

	Agreeable Cat.A CR of 6880



Discussion on 2nd round (if applicable)


Companies views’ collection for 2nd round 
Open issues 
	Company
	Comments

	
	


Summary on 2nd round (if applicable)
Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 
	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	XXX
	Based on 2nd round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Topic #2: measurement gap applicability in TS38.133 for R16


Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2006184

	Apple

	Cat. F CR
Mis-alignment between R15 and R16 spec.

The applicability for gap pattern configurations supported by the UE with NR standalone operation is not correct when serving cell is FR2 and applicable MG pattern is 12-23.


	
	
	




Summary of Open Issues

Agree R4-2006184 to make R16 spec consistent with R15 spec in 38.133

Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	MTK
	 Agree with that modification.

	
	

	
	


 
CRs/TPs comments collection
Major close-to-finalize WIs and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going WIs, suggest to focus on open issues discussion on 1st round.
	CR/TP number
	Comments collection

		
R4-2006184
CR on measurement gap applicability in TS38.133 for R16


	Company AEricsson : The error was introduced in sRVCC WI, and we brought a CR addressing it under the SRVCC agenda item in R4#94bis which was endorsed. The corresponding CR is for agreement in this meeting in R4-2006987, discussed in thread #218. It would be better to proceed with the already endorsed CR, which contains the same change. Comment can be made if necessary in thread #218.

	
	Company BNokia: OK

	
	Huawei: It has been captured in the endorsed CR R4-2006987 in SRVCC WI.

	
	QC: we are fine with this CR, but in the same table, we noticed that rows like this one is problematic: gap pattern 12-23 can’t be used to measure FR1 and non-NR RAT


	Measurement gap pattern configuration
	Serving cell 
	Measurement Purpose NOTE 2
	Applicable Gap Pattern Id

	Per FR measurement gap
	FR1 if configured
	non-NR RAT and FR1 and FR2 NOTE3,6
	0, 1, 2, 3, 4, 6, 7, 8,10

	
	FR2 if configured
	
	12-23



Can we capture in the chairman note that issue is observed and we plan to bring CR to address this next meeting.


	
	



Summary for 1st round 
Status Summary
We can note R4-2006184 since the issue has been addressed in SRVCC CR. 

No open issue for this topic.

To Qualcomm, the referred rows in your comments are for per-FR gap capability UE. FR1 and LTE won’t be measured in the gap configured for FR2 serving cells. In other words, 12-23 won’t be used for FR1 and non-NR RAT.


Open issues

Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	
	

	
	



Recommendations on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	
	
	



CRs/TPs
Moderator tries to summarize discussion status for 1st round and provides recommendation on CRs/TPs Status update 
	CR/TP number
	CRs/TPs Status update recommendation  

	XXX
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Discussion on 2nd round (if applicable)


Companies views’ collection for 2nd round 
Open issues 
	Company
	Comments

	
	


Summary on 2nd round (if applicable)
Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 
	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	XXX
	Based on 2nd round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Topic #3: On intra frequency measurements without gaps

Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2007657

	ZTE

	Cat. F CR
If the UE reports “no-gap”, it indicates measurement gap is not needed no matter the SSB is within active BWP or not. 

	
	
	




Summary of Open Issues
If the related IE has been agreed in RAN2, can we agree on this CR?
Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	
	 

	
	

	
	


 
CRs/TPs comments collection
Major close-to-finalize WIs and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going WIs, suggest focus on open issues discussion on 1st round.
	CR/TP number
	Comments collection

		
R4-2007657
CR to 38.133 on intra frequency measurements without gaps


	Company AEricsson : OK since RAN2 will introduce “needForGap” in R16

	
	Company B

	
	

	
	Company B

	
	



Summary for 1st round 
Status Summary
R4-2007657 is agreeable. No open issue for this topic. 
Open issues

Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	
	

	
	



Recommendations on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	
	
	



CRs/TPs
Moderator tries to summarize discussion status for 1st round and provides recommendation on CRs/TPs Status update 
	CR/TP number
	CRs/TPs Status update recommendation  

	XXXR4-2007657
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”agreeable



Discussion on 2nd round (if applicable)


Companies views’ collection for 2nd round 
Open issues 
	Company
	Comments

	
	


Summary on 2nd round (if applicable)
Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 
	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	XXX
	Based on 2nd round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Topic #4: On potential enhancement for TCI switching

Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2006616

	Apple

	Proposal: RAN4 to further discuss if UE behavior can be enhanced to receive DL data during the time gap of Tfirst-SSB in future release.


	
	
	




Summary of Open Issues
[image: ]

Issue 4-1:

Proposal: As shown in the figure above, UE should be able for DL reception with old TCI until the beginning of slot which contains “First SSB”

· Option 1: Yes
· Option 2: No
· Option 3: FFS

Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	Ericsson
	Issue 4-1-1 : This is not a maintenance topic, and should be discussed  elsewhere along with other future release RRM enhancements such that a suitable WID can be brought to RAN plenary.

	Nokia
	Could it be clarified which proposal the options and reply refer to? The proposal in the contribution from Apple is not the proposal for Issue 4-1.

Referring to the proposal from Apple: ‘Proposal: RAN4 to further discuss if UE behavior can be enhanced to receive DL data during the time gap of Tfirst-SSB in future release’ we can support.

	Apple
	The proposal is the same as described in the paper. Since this requirement is specified in R15, the question becomes “future release” is R16 or R17.

	ZTE
	We see the benefit to enhance UE behavior.  In our view this is straightforward change and can be done in Rel-16.

	Huawei
	This is not a maintenance issue. It is mentioned in the paper “using old TCI” is one possible solution to resolve gap issue. Does it mean in R16 or future release, we will revise the requirements back?


 
CRs/TPs comments collection
Major close-to-finalize Wis and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going Wis, suggest focus on open issues discussion on 1st round.
	CR/TP number
	Comments collection

	

	Company A

	
	Company B

	
	

	
	Company B

	
	



Summary for 1st round 
Status Summary
Several companies think this is not a maintenance issue. Several possible WF are discussed.

Option 1: introduce this revision in R16 (ZTE, apple)
Opiton 2: discuss this together with other R17 RRM enhancement topics (Ericsson, apple)

Notes1: The exact wording of the revision can decided later.
Notes2: Between these two options, Huawei and Nokia’s views are to be clarified

Huawei: Option 1 is not clear to us since we can find a suitable WI for it in R16 at current state. We are fine with option 2 or discuss it in R16 TEI.

Open issues

Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	
	

	
	



Recommendations on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	
	
	



CRs/TPs
Moderator tries to summarize discussion status for 1st round and provides recommendation on CRs/TPs Status update 
	CR/TP number
	CRs/TPs Status update recommendation  

	XXX
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Discussion on 2nd round (if applicable)
On proposed revision in R4-2006616

Option 1: introduce this revision in R16 (ZTE, apple). Exact wording can be further discussed

Opiton 2: discuss this together with other R17 RRM enhancement topics as part of R17 WI (Ericsson, apple)


Companies views’ collection for 2nd round 
Open issues 
	Company
	Comments

	
	


Summary on 2nd round (if applicable)
Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 

Proposed WF to be agreed

discuss this together with other R17 RRM enhancement topics as part of R17 WI


	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	XXX
	Based on 2nd round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”


Topic #5: Editorial CR for TS38.133 (R15/16)

Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2006030

	ZTE
	Cat.F, R15, performance part

	R4-2006064

	ZTE
	Cat.F,R16, performance part

	R4-2006027

	ZTE
	Cat.F, R15, core part

	R4-2006029

	ZTE
	Cat.F, R16, core part

	R4-2006218

	Apple
	Cat.D, R15, section 1-10

	R4-2007715

	Huawei, HiSilicon
	Cat.F, R15, section 9.2.5.2, 9.2.6.2

	R4-2006217

	Apple
	Cat.D, R16, section 1-10




Summary of Open Issues
Issue 5-1:

(section 6.1.3.2.1, TS38.133-f30	)
After successful RACH procedure of the target cell, when the UE receives a [TBD] message implying source cell release command, the UE shall accomplish the release actions specified in TS 38.331 [2] within Dhandover2.	Comment by Rapporteur: TBD
Dhandover2 = TRRC_procedure+ Tinterrupt2

(section 6.1.3.3.1, TS38.133-f30	)

After successful RACH procedure of the target cell, when the UE receives a [TBD] message implying source cell release command, the UE shall accomplish the release actions specified in TS 38.331 [2] within Dhandover2.	Comment by Rapporteur: TBD
Dhandover2 = TRRC_procedure+ Tinterrupt2


(section 6.1.3.4.1, TS38.133-f30	)

After successful RACH procedure of the target cell, when the UE receives a [TBD] message implying source cell release command, the UE shall accomplish the release actions specified in TS 38.331 [2] within Dhandover2.	Comment by Rapporteur: TBD
Dhandover2 = TRRC_procedure+ Tinterrupt2

Issue 5-2:
(section 6.1.3.2.2, TS38.133-f30	)

Table 6.1.3.2.2-1: Tinterrupt1 for FR1-to-FR1 intra-frequency DAPS HO
	[image: ]
	NR Slot length (ms)
	Interruption length X (slotsNote 1)

	
	
	

	0
	1
	[1]	Comment by Rapporteur: Bracket is removed

	1
	0.5
	[2]	Comment by Rapporteur: Bracket is removed

	2
	0.25
	[TBD]	Comment by Rapporteur: TBD

	Note 1:	The same SCS of source cell and target cell is assumed.
Note 2:	It is assumed that the BWP of target cell is no larger than the BWP of source cell.
Note 3:	The power imbalance between source cell and target cell shall be within [TBD] dB.	Comment by Rapporteur: TBD



Editor’s Note: FFS on the interruption requirement when the relationship between CBW of target and source cell is different the relationship between BWP of target and source cell.	Comment by Rapporteur: FFS
Table 6.1.3.2.2-4: Tinterrupt2 for FR1-to-FR1 intra-frequency DAPS HO
	[image: ]
	NR Slot length (ms)
	Interruption length X (slotsNote 1)

	
	
	

	0
	1
	[1]	Comment by Rapporteur: Bracket is removed

	1
	0.5
	[2]	Comment by Rapporteur: Bracket is removed

	2
	0.25
	[TBD]	Comment by Rapporteur: TBD

	Note 1:	The same SCS of source cell and target cell is assumed.
Note 2:	It is assumed that the BWP of target cell is the same as the BWP of source cell.
Note 3:	The power imbalance between source cell and target cell shall be within [TBD] dB.	Comment by Rapporteur: TBD



Issue 5-3:
(section 8.2.4.1, TS38.133-f30, TS38.133-g90)

This clause contains the requirements related to the interruptions on Pcell, PSCell and activated Scell if configured, when 
up to TBD Scells are configured, deconfigured, activated or deactivated or,	Comment by Rapporteur: TBD
a supplementary UL carrier or an UL carrier is configured or de-configured, or

(section 8.2.4.2.1, TS38.133-f30, TS38.133-g90)

When PSCell or any number of Scells between one and TBD is added or released using the same RRCConnectionReconfiguration message as defined in TS 38.331 [2], the UE is allowed an interruption on any activated serving cell during the RRC reconfiguration procedure as follows:	Comment by Rapporteur: TBD

Issue 5-4:

Table 10.1.22.1.1-2:  SRS-RSRP absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SRS Ês/Iot
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dBm / SCSSRS Note 2
	dBm/BWChannel
	dBm/BWChannel

	SCSSRS (kHz)
	SCSSRS (kHz)
	
	SCSSRS = 60kHz
	SCSSRS = 120kHz
	
	

	60
	120
	60
	120
	
	
	
	
	

	[6.5]	Comment by Rapporteur: Bracket is removed
	TBD	Comment by Rapporteur: TBD
	[9.5]	Comment by Rapporteur: Bracket is removed
	TBD	Comment by Rapporteur: TBD
	≥1
	Same value as SRS_RP in Table TBD, according to UE Power class, operating band and angle of arrival	Comment by Rapporteur: TBD
	N/A
	-70

	[9.5]	Comment by Rapporteur: Bracket is removed
	TBD	Comment by Rapporteur: TBD
	[11.5]	Comment by Rapporteur: Bracket is removed
	TBD	Comment by Rapporteur: TBD
	≥1
	N/A
	-70
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Issue 5-5:

Table 10.1.22.2.1-2:  CLI-RSSI absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Io Note 1 range

	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dBm / SCSSRS Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	SCSSRS = 60kHz
	SCSSRS = 120kHz
	
	

	[5]	Comment by Rapporteur: Bracket is removed
	[8]
	Same value as SRS_RP in Table TBD, according to UE Power class, operating band and angle of arrival	Comment by Rapporteur: TBD
	N/A
	-70

	[7]	Comment by Rapporteur: Bracket is removed
	[10]
	Note 4
	-70
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
NOTE 4: 	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.



Issue 5-6: V2X
(section 12.4, TS38.133-f30)

V2X SyncRef UE is considered to be detectable when
[bookmark: OLE_LINK244]-	S-RSRP related side conditions given in Section [TBD] are fulfilled for a corresponding Band,	Comment by Rapporteur: TBD
-	V2X SCH_RP and SCH Ês/Iot according to Annex [TBD] for a corresponding Band are fulfilled.	Comment by Rapporteur: TBD

(section 12.5.2, TS38.133-f30)

The UE physical layer shall be capable of performing the L1 SL-RSRP measurements on the carrier operating V2X sidelink communication for determining the subset of resources to be excluded in PSSCH resource selection in sidelink transmission mode 2. The L1 SL-RSRP measurement period corresponds to [TBD] and the measurement shall meet the L1 SL-RSRP measurement accuracy requirement in Section [TBD].	Comment by Rapporteur: TBD	Comment by Rapporteur: TBD

(section 12.6, TS38.133-f30)

The S-RSSI measurement performed according to this section shall meet the S-RSSI measurement accuracy requirements defined in Section [TBD].	Comment by Rapporteur: TBD

Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	Ericsson
	 Issue 5-1 : Issue resolved by endorsed DAPS CR R4-2005307 which should be updated and agreed in this meeting. Replaces TBD by RRC
Issue 5-2 Issue resolved by endorsed DAPS CR R4-2005307; removes square brackets from interruption requirements.
Issue 5-3 : In principle not necessary to specify number of Scells in individual requirements since it is dealt with in section 3.6.2	Number of serving carriers. So the text could be implified in the sections
(section 8.2.4.1, TS38.133-f30, TS38.133-g90)

This clause contains the requirements related to the interruptions on Pcell, PSCell and activated Scell if configured, when 
up to TBD Scells are configured, deconfigured, activated or deactivated or,
a supplementary UL carrier or an UL carrier is configured or de-configured, or

(section 8.2.4.2.1, TS38.133-f30, TS38.133-g90)

When PSCell or any number of  one or more Scells between one and TBD is added or released using the same RRCConnectionReconfiguration message as defined in TS 38.331 [2], the UE is allowed an interruption on any activated serving cell during the RRC reconfiguration procedure as follows:


	QC
	Issue 5-4 and 5-5 are address by this CR: R4-2007826, Issue 5-6 are discussed in thread 209 and 210.

	Nokia
	Issue 5-1 & Issue 5-2: the open issues mentioned here have been endorsed in last meeting in NR DAPS handover draft CR R4-2005307.

	Apple
	Thanks for all the inputs. Will address them in revised CR

	Huawei
	Issue 5-1& 5-2 & 5-6: there corresponding CR submitted in this meeting in 208/209/210. 
For Issue 5-3, we are fine with Ericsson’s version. 


 
CRs/TPs comments collection
Major close-to-finalize Wis and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going Wis, suggest focus on open issues discussion on 1st round.
	CR/TP number
	Comments collection

	R4-2006030

	Ericsson : Differential RSRP is a difference between two dBm values, so dB is the correct unit. Other changes OK
ZTE: Thanks for identifying the problem and pointing it out. Will revise this CR.

	R4-2006064

	Ericsson : OK

	R4-2006027

	Ericsson : Regarding the change “Upon receiving E-UTRAN PSCell release in subframe n, the UE shall accomplish the release actions specified in TS 38.331 [2] no later than in subframe n+20 ms.”  Addition of ms is incorrect here because n+20 is a subframe count, not in time units. Other changes are OK
QC: same observation as Ericsson
Nokia: Some of the changes have been captured in other CRs.
ZTE: Thanks for identifying the problem and pointing it out. Will revise this CR.

	R4-2006029

	Ericsson : OK

	R4-2006218

	Ericsson:See discussion of issues 5-x
Nokia: the changes are fine, there are still some [] existing in some updated sections in this CR.

	R4-2007715

	Ericsson : OK

	R4-2006217

	Ericsson:See discussion of issues 5-xCompany A

	
	Company Bnokia: the changes are fine, there are still some [] existing in some updated sections in this CR.

	
	

	
	Company B

	
	



Summary for 1st round 
Status Summary
Issue 5-1 and 5-2: endorsed CR R4-2005307 has addressed TBD issues. 
· Please Ericsson confirms TBD and its brackets are removed in Table 6.1.3.2.2-1 and 6.1.3.2.2-4 in the updated version of CR R4-2005307. 
· leave TBD as is in the revision of R4-2006218 and R4-2006217 since TBD has been addressed in other CR

Issue 5-3: Ericsson’s proposal is agreeable and to be captured in the revision of R4-2006218 and R4-2006217

(section 8.2.4.1, TS38.133-f30, TS38.133-g90)

This clause contains the requirements related to the interruptions on Pcell, PSCell and activated Scell if configured, when 
up to TBD Scells are configured, deconfigured, activated or deactivated or,
a supplementary UL carrier or an UL carrier is configured or de-configured, or

(section 8.2.4.2.1, TS38.133-f30, TS38.133-g90)

hen PSCell or any number of  one or more Scells between one and TBD is added or released using the same RRCConnectionReconfiguration message as defined in TS 38.331 [2], the UE is allowed an interruption on any activated serving cell during the RRC reconfiguration procedure as follows:


Issue 5-4 and 5-5: pending on the status of R4-2007826

Please Huawei confirms R4-2007826 or its revision is agreeable and all TBD are addressed with brackets removed
· Leave TBD as is in the revision of R4-2006218 and R4-2006217 since they have been addressed in other CR


[Huawei]: R4-2007826 is agreeable and all TDB and brackets could be handled. 
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]Issue 5-6: Pending on the discussion in email thread 209/210

Open issues

Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	
	

	
	



Recommendations on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	
	
	



CRs/TPs
Moderator tries to summarize discussion status for 1st round and provides recommendation on CRs/TPs Status update 
	CR/TP number
	CRs/TPs Status update recommendation  

	R4-2006030
XXX
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”to be revised

	R4-2006064

	agreeable

	R4-2006027

	To be revised

	R4-2006029

	agreeable

	R4-2006218

	To be revised

	R4-2007715

	Agreeable 

	R4-2006217

	To be revised

	
	



Discussion on 2nd round (if applicable)
Issue 5-1 and 5-2: Ericsson is to confirm TBD and its brackets are removed in Table 6.1.3.2.2-1 and 6.1.3.2.2-4 in the updated version of CR R4-2005307.

Issue 5-4 and 5-5: pending on the status of R4-2007826. Huawei is to confirm R4-2007826 or its revision is agreeable, and all TBD are addressed with brackets removed

Issue 5-6: Pending on the discussion in email thread 209/210



Companies views’ collection for 2nd round 
Open issues 
	Company
	Comments

	
	


Summary on 2nd round (if applicable)
Based on the latest guidance from Steven, editor CRs are to be revised to remove all “editor notes”

Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 
	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	R4-2008660
	agreeable

	R4-2008661
	To be revised to remove the editor notes

	R4-2008662
	To be revised to remove the editor notes

	R4-2009106
	To be revised to remove the editor notes



Topic #6: On replied LS on NeedForGap capability

Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2006882

	Mediatek

	Replied LS to RAN2


	R4-2006883

	Mediatek
	Proposal 1: RAN4 to confirm that the NeedForGap signaling design is irrelevant with RAN4 ’s ongoing discussion on inter-frequency measurement without gap in Rel16 RRM enhancement WI.




Summary of Open Issues


Issue 6-1:

Proposal: RAN4 to confirm that the NeedForGap signaling design is irrelevant with RAN4 ’s ongoing discussion on inter-frequency measurement without gap in Rel16 RRM enhancement WI.[MTK]



· Option 1: Yes
· Option 2: No
· Option 3: FFS

Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	Eriicsson
	 Issue 6-1: We agree with Mediatek technical conclusion. We would prefer to say that the NeedForGap signaling design is “independent” of RAN4’s ongoing discussion rather than “irrelevant”. We are also proposing on the UE feature list discussion thread to rename the RAN4 feature to “Inter-frequency measurement on SSB within active BWP and without measurement gap” in the feature name. Adding the highlighted part to try to avoid future confusions between these features which are for different scenarios, and do not have much in common other than they are techniques to avoid MG.

	MTK
	Thanks for the feedback. We agree with that “RAN4 concludes that NeedForGap signaling design is independent with RAN4 new gapless mechanism” would be more precise. We will ask for a new Tdoc number and modify the LS accordingly. 

	QC
	Similar discussion is one thread 224, suggest to discuss only in one thread to avoid contradict agreements.

	Apple
	Per guided by the chairman, let’s discuss and conclude this issue in this email thread. 
Agree with Ericsson’s revision.

	ZTE
	There are two scenarios identified by MTK that gap may not be needed for inter frequency measurement.
At least for the scenario,
· the BW of an active RF chain is opened wide enough for UE to simultaneously receive or transmit data on UE’s serving cells and detect or measure SSBs from inter-frequency layer in the same band. 
As long as UE indicates “no gap” for this scenario, UE is able to do inter frequency measurement gap without gap no matter whether SSB is in the active BWP or not, while receiving and transmitting data on the serving cell.
We understand there is no differentiation of the two scenarios for inter frequency measurement in terms of RAN2 signalling. But we would like to point this out to RAN2 and let RAN2 to decide whether enhancement on the signalling is necessary.

	Huawei
	We suggest to discuss it in the separate thread, which is under discussion in 224.


 
CRs/TPs comments collection
Major close-to-finalize WIs and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going WIs, suggest focus on open issues discussion on 1st round.
	CR/TP number
	Comments collection

	

	Company A

	
	Company B

	
	

	
	Company B

	
	



Summary for 1st round 
Status Summary
There is some ambiguity where this issue should be discussed, e.g. email thread 233 or 224. 
· There is much more in-depth discussion in 224 on the relation between NeedForGap and inter-frequency without gap. It is still unclear if we can conclude NeedForGap is definitely independent of RAN4 ongoing discussion.
· However, based on chairman’s guidance before the meeting, reply LS on NeedForGap to RAN2  is to be addressed in 233. 

It is also proposed to revise the wording in R4-2006882 to “that the NeedForGap signaling design is “independent” of RAN4’s ongoing discussion”
· However, based on the discussin in email thread 224, it is still unclear if we can conclude NeedForGap is definitely independent of RAN4 ongoing discussion.

Based on the discussion in email thread 233 and 224, it is proposed to merge the discussion in single thread to 224.
Open issues

Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	
	

	
	



Recommendations on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	
	
	



CRs/TPs
Moderator tries to summarize discussion status for 1st round and provides recommendation on CRs/TPs Status update 
	CR/TP number
	CRs/TPs Status update recommendation  

	XXX
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Discussion on 2nd round (if applicable)
Based on the discussion in email thread 233 and 224, it is proposed to merge the discussion in single thread to 224.


Companies views’ collection for 2nd round 
Open issues 
	Company
	Comments

	
	


Summary on 2nd round (if applicable)
Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 
	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	XXX
	Based on 2nd round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”
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