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1. Introduction

The core requirements of Rel-16 NR HST are completed in last meeting. This contribution provides discussion on the test case list.
2. Discussion 
The RRM enhancement for Rel-16 NR HST are summarized as below:

· Cell reselection requirements enhancement

· Cell identification requirements enhancement for DRX case, including PSS/SSS detection delay, SSB index acquiring delay, measurement delay, in connected mode

· SSB/CSI-RS based L1-RSRP measurement requirements enhancement
· NR- EUTRA Inter-RAT measurement enhancement

· Cell re-selection requirements enhancement on NR- EUTRA inter-RAT measurement

· Cell identification enhancement with DRX on NR- EUTRA inter-RAT measurement in connected mode
· EUTRA - NR Inter-RAT measurement
· Cell re-selection requirements enhancement on EUTRA-NR inter-RAT measurement
· Cell identification enhancement on EUTRA-NR inter-RAT measurement in connected mode

Based on above summary, it is proposed to define test cases for Rel-16 NR HST as following list:
	Scenario
	Test cases

	NR -NR cell reselection 
	· Cell reselection to FR1 intra-frequency NR case

	NR -NR cell identification 
	· Event triggered reporting tests without gap under DRX for FR1 intra-frequency case
· Event triggered reporting tests with gap under DRX for FR1 intra-frequency case
· Event triggered reporting tests without gap under DRX with SSB index reading for FR1 intra-frequency case
· Event triggered reporting tests with gap under DRX with SSB index reading for FR1 intra-frequency case

	L1-RSRP
	· SSB based L1-RSRP measurement when DRX is used
· CSI-RS based L1-RSRP measurement when DRX is used

	NR-EUTRA cell reselection
	· Inter-RAT E-UTRAN cell re-selection

	NR-EUTRA cell identification
	· Inter-RAT E-UTRAN event-triggered reporting in DRX in FR1

	EUTRA-NR cell reselection
	· Inter-RAT NR cell re-selection

	EUTRA-NR cell identification
	· Inter-RAT NR event-triggered reporting


3. Conclusion
This contribution provides discussion on test case list for Rel-16 NR HST. And it is proposed to define test cases for Rel-16 NR HST as following list:
	Scenario
	Test cases

	NR -NR cell reselection 
	· Cell reselection to FR1 intra-frequency NR case

	NR -NR cell identification 
	· Event triggered reporting tests without gap under DRX for FR1 intra-frequency case

· Event triggered reporting tests with gap under DRX for FR1 intra-frequency case

· Event triggered reporting tests without gap under DRX with SSB index reading for FR1 intra-frequency case

· Event triggered reporting tests with gap under DRX with SSB index reading for FR1 intra-frequency case

	L1-RSRP
	· SSB based L1-RSRP measurement when DRX is used

· CSI-RS based L1-RSRP measurement when DRX is used

	NR-EUTRA cell reselection
	· Inter-RAT E-UTRAN cell re-selection

	NR-EUTRA cell identification
	· Inter-RAT E-UTRAN event-triggered reporting in DRX in FR1

	EUTRA-NR cell reselection
	· Inter-RAT NR cell re-selection

	EUTRA-NR cell identification
	· Inter-RAT NR event-triggered reporting
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