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1. Introduction
This contribution is a text proposal for TR 37.717-21-11 to include DC_3A_(n)41AA according to the request in [1].
2. Reference
[1] RP-201369, New WID on Dual Connectivity (DC) of 2 bands LTE inter-band CA (2DL/1UL) and 1 NR band (1DL/1UL).
3. Text Proposal
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Start of Text Proposal>
[bookmark: _Toc535322123][bookmark: _Toc23151772][bookmark: _Toc523749803][bookmark: _Toc523750868][bookmark: _Toc527979881][bookmark: _Hlk523749210]5.x	DC_3_(n)41
[bookmark: _Toc23151774]5.x.1	Configuration for DC
Table 5.x.1-1: Inter-band EN-DC configurations (three bands)
	DC configuration
	Uplink configuration
(NOTE 1)

	DC_3A_(n)41AA
	DC_(n)41AA



[bookmark: _Toc520808396][bookmark: _Toc23151775]5.x.2	Co-existence study
Coexistence analysis has been captured into TR 37.716-21-11. There is no harmonic or IMD issues for the third band.
5.x.3	∆TIB and ∆RIB values
For DC_3_(n)41AA, the TIB,c and RIB,c values have been defined in TR 37.716-21-11
[bookmark: _Toc23151776]5.x.4	REFSENS requirements
There is no additional requirement for this band combination.
<End of Text Proposal>

