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1. Introduction
In RAN#88-e meeting, the ”New WID on New WID on Dual Connectivity (DC) of 1 band LTE (1DL/1UL) and 1 NR band (1DL/1UL)” [1] was approved. This contribution is a text proposal for TP for 38.717-11-11 (V0.0.1) to introduce PC2 power class for following combos in supporting the UE-based (P-MPR) scheme discussed in [3].
· DC_2_n77 
· DC_5_n77 
· DC_13_n77 
· DC_66_n77 
1. Reference 
[1] RP-201368:   New WID on New WID on Dual Connectivity (DC) of 1 band LTE (1DL/1UL) and 1 NR band (1DL/1UL), CHTTL
[2] RP-201368:   New WID on Dual Connectivity (DC) of 1 band LTE (1DL/1UL) and 1 NR band (1DL/1UL), CHTTL
[3] R4-2010295: Rel-16 Power Class 2 for EN-DC FDD+TDD UE, Verizon, Qualcomm, Nokia, Apple 


1. Text Proposal
[bookmark: _Toc27126][bookmark: _Toc15221][bookmark: _Toc31195][bookmark: _Toc13133164][bookmark: _Toc9607653]<Start of Text Proposal>
[bookmark: _Toc520808396][bookmark: _Toc13133167][bookmark: _Toc13579][bookmark: _Toc9607656][bookmark: _Toc15442][bookmark: _Toc29681]6.1.x.2	Maximum output power for DC
Table 6.1.x.2-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	EN-DC configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_2A_n77A
	26
	+2/-3
	23
	+2/-3

	DC_2A-2A_n77A
	26
	+2/-3
	23
	+2/-3


<Start of Text Proposal>

<Start of Text Proposal>
Table 6.1.x.2-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	EN-DC configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_5A_n77A
	26
	+2/-3
	23
	+2/-3


<Start of Text Proposal>

<Start of Text Proposal>
Table 6.1.x.2-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	EN-DC configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_13A_n77A
	26
	+2/-3
	23
	+2/-3


<Start of Text Proposal>


<Start of Text Proposal>
Table 6.1.x.2-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	EN-DC configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_66A_n77A
	26
	+2/-3
	23
	+2/-3

	DC_66(2A)_n77A
	26
	+2/-3
	23
	+2/-3

	DC_66(3A)_n77A
	26
	+2/-3
	23
	+2/-3


<Start of Text Proposal>
