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1	Introduction
A text proposal to TS 38.174 is provided based to finalize unwanted emissions requirements for IAB-MT and IAB-DU. 
Some remarks on the general principles used in the drafting:
· The general structure from TS 38.104 is re-used.
· Whenever the specified emission limits are the same for IAB-DU and IAB-MT, the goal has been to avoid duplication of tables. 
· All “BS” terms are replaced using IAB-DU and IAB-MT
· Corresponding updates the definitions section of the TS is missing
· Referencing to TS 38.104 has proven to be difficult due to no type 1-C requirements being defined for IAB and TS 38.104 sometimes including NB-IoT related text.
· NB-IoT related text from TS 38.104 has not been included
· Band-specific requirements have been included only for frequency bands agreed for IAB
· FDD operation specific requirements have not been included
· Frequency separations from operating band edge has been referred to downlink operating band for IAB-DU and uplink operating band edge for IAB-MT
· It has been assumed that no requirement for minimum number of transceivers is specified for IAB-MT type 1-O
· It has been assumed that local area BS requirements shall be re-used for local area IAB-MT in FR1
This TP is intended to be further updated based on feedback and agreements in RAN4#96-e.

<Start of text proposal>

2 [bookmark: _Toc18916145][bookmark: _Toc13080115]References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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[7]	3GPP TS 38.300: "NR; Overall description; Stage-2".
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[12]	3GPP TS 38.215: "NR; Physical layer measurements".
[13]	3GPP TS 38.304: "NR; User Equipment (UE) procedures in idle mode".
[14]	3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification".
[15]	3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification".
[16]	ITU-R Recommendation SM.329: "Unwanted emissions in the spurious domain".
[17]	ERC Recommendation 74-01, "Unwanted emissions in the spurious domain".
[18]	ITU-R Recommendation M.1545: “Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications – 2000”
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[bookmark: _Toc18916146][bookmark: _Toc13080116]3	Definitions, symbols and abbreviations
<Unchanged sections omitted>
6.6	Unwanted emissions
Detailed structure of the subclause is TBD.
[bookmark: _Toc45893463][bookmark: _Toc44712150][bookmark: _Toc37267548][bookmark: _Toc37260160][bookmark: _Toc36817244][bookmark: _Toc29811692][bookmark: _Toc21127483]6.6.1	General
Unwanted emissions consist of out-of-band emissions and spurious emissions according to ITU definitions [16]. In ITU terminology, out of band emissions are unwanted emissions immediately outside the channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.
The out-of-band emissions requirement for the IAB-DU and IAB-MT transmitter is specified both in terms of Adjacent Channel Leakage power Ratio (ACLR) and operating band unwanted emissions (OBUE).
The maximum offset of the operating band unwanted emissions mask from the operating band edge is ΔfOBUE. The Operating band unwanted emissions define all unwanted emissions in each supported downlink operating band of IAB-DU and uplink operating band of IAB-MT, plus the frequency ranges ΔfOBUE above and ΔfOBUE below each band. Unwanted emissions outside of this frequency range are limited by a spurious emissions requirement.
The values of ΔfOBUE are defined in tables 6.6.1-1 and 6.6.1-2 for the NR operating bands.
Table 6.6.1-1: Maximum offset of OBUE outside the downlink operating band of IAB-DU
	[bookmark: OLE_LINK95][bookmark: OLE_LINK96]IAB-DU type
	Operating band characteristics
	ΔfOBUE (MHz)

	[bookmark: _Hlk502677945]IAB-DU type 1-H
	[bookmark: OLE_LINK66][bookmark: OLE_LINK69]FDL,high – FDL,low < 100 MHz  
	[bookmark: OLE_LINK64][bookmark: OLE_LINK65]10 

	
	100 MHz  FDL,high – FDL,low  900 MHz
	40 



Table 6.6.1-2: Maximum offset of OBUE outside the uplink operating band of IAB-MT
	IAB-MT type
	Operating band characteristics
	ΔfOBUE (MHz)

	IAB-MT type 1-H
	FUL,high – FUL,low < 100 MHz  
	10 

	
	100 MHz  FUL,high – FUL,low  900 MHz
	40 



For IAB-DU type 1-H and IAB-MT type 1-H the unwanted emission requirements are applied per the TAB connector TX min cell groups for all the supported configurations. The basic limits and corresponding emissions scaling are defined in each relevant clause.
There is in addition a requirement for occupied bandwidth.
[bookmark: _Toc45893464][bookmark: _Toc44712151][bookmark: _Toc37267549][bookmark: _Toc37260161][bookmark: _Toc36817245][bookmark: _Toc29811693][bookmark: _Toc21127484]6.6.2	Occupied bandwidth
[bookmark: _Toc45893465][bookmark: _Toc44712152][bookmark: _Toc37267550][bookmark: _Toc37260162][bookmark: _Toc36817246][bookmark: _Toc29811694][bookmark: _Toc21127485]6.6.2.1	General
The occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power. See also Recommendation ITU-R SM.328 [19].
The value of /2 shall be taken as 0.5%.
The occupied bandwidth requirement shall apply during the transmitter ON period for a single transmitted carrier. The minimum requirement below may be applied regionally. There may also be regional requirements to declare the occupied bandwidth according to the definition in the present clause.
For IAB-DU type 1-H and IAB-MT type 1-H this requirement shall be applied at each TAB connector supporting transmission in the operating band.
[bookmark: _Toc45893466][bookmark: _Toc44712153][bookmark: _Toc37267551][bookmark: _Toc37260163][bookmark: _Toc36817247][bookmark: _Toc29811695][bookmark: _Toc21127486]6.6.2.2	Minimum requirement for IAB-DU type 1-H
The occupied bandwidth for each NR carrier shall be less than the IAB-DU channel bandwidth. For intra-band contiguous CA, the occupied bandwidth shall be less than or equal the Aggregated IAB-DU Channel Bandwidth. 
6.6.2.3	Minimum requirement for IAB-MT type 1-H
The occupied bandwidth for each NR carrier shall be less than the IAB-MT channel bandwidth. For intra-band contiguous CA, the occupied bandwidth shall be less than or equal the Aggregated IAB-MT Channel Bandwidth. 
[bookmark: _Toc45893467][bookmark: _Toc44712154][bookmark: _Toc37267552][bookmark: _Toc37260164][bookmark: _Toc36817248][bookmark: _Toc29811696][bookmark: _Toc21127487]6.6.3	Adjacent Channel Leakage Power Ratio
[bookmark: _Toc45893468][bookmark: _Toc44712155][bookmark: _Toc37267553][bookmark: _Toc37260165][bookmark: _Toc36817249][bookmark: _Toc29811697][bookmark: _Toc21127488]6.6.3.1	General
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
[bookmark: _Hlk508123095]The requirements shall apply outside the IAB-DU RF Bandwidth, IAB-MT RF Bandwidth or Radio Bandwidth whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer’s specification.
[bookmark: _Hlk508123083]For an IAB-Node operating in non-contiguous spectrum, the ACLR requirement in clause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-3, while the CACLR requirement in clause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-4.
For a multi-band connector, the ACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-3, while the CACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-4.
The requirement shall apply during the transmitter ON period.
[bookmark: _Toc45893469][bookmark: _Toc44712156][bookmark: _Toc37267554][bookmark: _Toc37260166][bookmark: _Toc36817250][bookmark: _Toc29811698][bookmark: _Toc13080199]6.6.3.2	Limits and Basic limits
The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below.
The ACLR shall be higher than the value specified in table 6.6.3.2‑1.
Table 6.6.3.2-1: IAB-DU type 1-H and IAB-MT type 1-H ACLR limit
	IAB-DU and IAB-MT channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	IAB-DU and IAB-MT adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90,100 
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	NOTE 1:	BWChannel and BWConfig are the IAB-DU and IAB-MT channel bandwidth and transmission bandwidth configuration of the lowest/highest carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.



The ACLR absolute basic limit is specified in table 6.6.3.2‑2.
Table 6.6.3.2-2: IAB-DU type 1-H and IAB-MT type 1-H ACLR absolute basic limit
	IAB-DU and IAB-MT category / class
	ACLR absolute basic limit

	Category A Wide Area IAB-DU and Category A Wide Area IAB-MT
	-13 dBm/MHz

	Category B Wide Area IAB-DU and Category B Wide Area IAB-MT
	-15 dBm/MHz

	Medium Range IAB-DU
	-25 dBm/MHz

	Local Area IAB-DU and 
Local Area IAB-MT
	-32 dBm/MHz



[bookmark: _Hlk508123610]For operation in non-contiguous spectrum or multiple bands, the ACLR shall be higher than the value specified in Table 6.6.3.2‑3.
Table 6.6.3.2-3: IAB-DU type 1-H and IAB-MT type 1-H ACLR limit in non-contiguous spectrum or multiple bands
	IAB-MT and IAB-DU channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	IAB-MT and IAB-DU adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20
	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	25, 30, 40, 50, 60, 70, 80, 90, 100
	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3) 
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the IAB-DU or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the IAB-DU or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 40, 50, 60, 70, 80, 90, 100 MHz.



The Cumulative Adjacent Channel Leakage power Ratio (CACLR) in a sub-block gap or the Inter RF Bandwidth gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap or the Inter RF Bandwidth gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges, IAB-MT RF Bandwidth edges or IAB-DU RF Bandwidth edges.
The assumed filter for the adjacent channel frequency is defined in table 6.6.3.2-4 and the filters on the assigned channels are defined in table 6.6.3.2-6.
For operation in non-contiguous spectrum or multiple bands, the CACLR for NR carriers located on either side of the sub-block gap or the Inter RF Bandwidth gap shall be higher than the value specified in table 6.6.3.2-4.
Table 6.6.3.2-4: IAB-DU type 1-H and IAB-MT type 1-H CACLR limit
	IAB-MT and IAB-DU channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	IAB-DU and IAB-MT adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	5, 10, 15, 20
	5 ≤Wgap< 15 (Note 3)
5 ≤Wgap< 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	10 < Wgap< 20  (Note 3)
10 ≤Wgap< 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	25, 30, 40, 50, 60, 70, 80,90, 100
	20 ≤Wgap< 60  (Note 4)
20 ≤Wgap< 30 (Note 3)

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	40 < Wgap< 80  (Note 4)
40 ≤Wgap< 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the IAB-DU or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the IAB-DU or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 40, 50, 60, 70, 80, 90, 100 MHz.



The CACLR absolute basic limit is specified in table 6.6.3.2‑5.
Table 6.6.3.2-5: Base station CACLR absolute basic limit
	IAB-DU and IAB-MT category / class
	CACLR absolute basic limit

	Category A Wide Area IAB-DU and Category A Wide Area IAB-MT
	-13 dBm/MHz

	Category B Wide Area IAB-DU and Category B Wide Area IAB-MT
	-15 dBm/MHz

	Medium Range IAB-DU
	-25 dBm/MHz

	Local Area IAB-DU and 
	-32 dBm/MHz



Table 6.6.3.2-6: Filter parameters for the assigned channel
	RAT of the carrier adjacent to the sub-block or Inter RF Bandwidth gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	NR
	NR of same BW with SCS that provides largest transmission bandwidth configuration



[bookmark: _Toc45893471][bookmark: _Toc44712158][bookmark: _Toc37267556][bookmark: _Toc37260168][bookmark: _Toc36817252][bookmark: _Toc29811700][bookmark: _Toc21127491]6.6.3.3	Minimum requirement for IAB-DU type 1-H and IAB-MT type 1-H
[bookmark: _Hlk508124720]The ACLR (CACLR) absolute basic limits in table 6.6.3.2-2 + X, 6.6.3.2-5 + X (where X = 10log10(NTXU,countedpercell)) or the ACLR (CACLR) limits in table 6.6.3.2-1, 6.6.3.2-3 or 6.6.3.2-4, whichever is less stringent, shall apply for each TAB connector TX min cell group.
NOTE:	Conformance to the IAB-DU type 1-H and IAB-MT type 1-H ACLR requirements can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
1)	The ratio of the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the assigned channel frequency to the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be greater than or equal to the ACLR basic limit. This shall apply for each TAB connector TX min cell group.
Or
2)	The ratio of the filtered mean power at the TAB connector centred on the assigned channel frequency to the filtered mean power at this TAB connector centred on the adjacent channel frequency shall be greater than or equal to the ACLR basic limit for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group.
	In case the ACLR (CACLR) absolute basic limit of IAB-DU type 1-H or IAB-MT type 1-H is applied, the conformance can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
1)	The sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be less than or equal to the ACLR (CACLR) absolute basic limit + X. This shall apply to each TAB connector TX min cell group.
Or
2)	The filtered mean power at each TAB connector centred on the adjacent channel frequency shall be less than or equal to the ACLR (CACLR) absolute basic limit scaled by X -10log10(n) for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group, where n is the number of TAB connectors in the TAB connector TX min cell group.
[bookmark: _Toc45893472][bookmark: _Toc44712159][bookmark: _Toc37267557][bookmark: _Toc37260169][bookmark: _Toc36817253][bookmark: _Toc29811701][bookmark: _Toc21127492]6.6.4	Operating band unwanted emissions	
[bookmark: _Toc45893473][bookmark: _Toc44712160][bookmark: _Toc37267558][bookmark: _Toc37260170][bookmark: _Toc36817254][bookmark: _Toc29811702][bookmark: _Toc21127493]6.6.4.1	General
Unless otherwise stated, the operating band unwanted emission (OBUE) limits for IAB-DU in FR1 are defined from ΔfOBUE below the lowest frequency of each supported downlink operating band up to ΔfOBUE above the highest frequency of each supported downlink operating band. The values of ΔfOBUE are defined in table 6.6.1‑1 for the NR operating bands.
Unless otherwise stated, the operating band unwanted emission (OBUE) limits for IAB-MT in FR1 are defined from ΔfOBUE below the lowest frequency of each supported uplink operating band up to ΔfOBUE above the highest frequency of each supported uplink operating band. The values of ΔfOBUE are defined in table 6.6.1‑2 for the NR operating bands.
The requirements shall apply whatever the type of transmitter considered and for all transmission modes foreseen by the manufacturer’s specification. In addition, for IAB-DU and IAB-MT operating in non-contiguous spectrum, the requirements apply inside any sub-block gap. In addition, for a IAB-MT or IAB-DU operating in multiple bands, the requirements apply inside any Inter RF Bandwidth gap.
Basic limits are specified in the tables below, where:
-	f is the separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.
-	f_offset is the separation between the channel edge frequency and the centre of the measuring filter.
-	f_offsetmax is the offset to the frequency ΔfOBUE outside the downlink operating band of IAB-DU and uplink operating band of IAB-MT, where ΔfOBUE is defined in tables 6.6.1-1 and 6.6.1-2.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For a multi-band connector inside any Inter RF Bandwidth gaps with Wgap < 2*ΔfOBUE, a combined basic limit shall be applied which is the cumulative sum of the basic limits specified at the IAB-DU and IAB-MT RF Bandwidth edges on each side of the Inter RF Bandwidth gap. The basic limit for IAB-DU and IAB-MT RF Bandwidth edge is specified in clauses 6.6.4.2.1 to 6.6.4.2.4 below, where in this case:
-	f is the separation between the IAB-DU or IAB-MT RF Bandwidth edge frequency and the nominal -3 dB point of the measuring filter closest to the IAB-DU or IAB-MT RF Bandwidth edge.
-	f_offset is the separation from the IAB-DU or IAB-MT RF Bandwidth edge frequency to the centre of the measuring filter.
-	f_offsetmax is equal to the Inter RF Bandwidth gap minus half of the bandwidth of the measuring filter.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For a multi-band connector of IAB-DU, the operating band unwanted emission limits apply also in a supported downlink operating band without any carrier transmitted, in the case where there are carrier(s) transmitted in another supported downlink operating band. In this case, no cumulative basic limit is applied in the inter-band gap between a supported downlink operating band with carrier(s) transmitted and a supported downlink operating band without any carrier transmitted and
-	In case the inter-band gap between a supported downlink operating band with carrier(s) transmitted and a supported downlink operating band without any carrier transmitted is less than 2*ΔfOBUE, f_offsetmax shall be the offset to the frequency ΔfOBUE MHz outside the outermost edges of the two supported downlink operating bands and the operating band unwanted emission basic limits of the band where there are carriers transmitted, as defined in the tables of the present clause, shall apply across both downlink bands.
-	In other cases, the operating band unwanted emission basic limits of the band where there are carriers transmitted, as defined in the tables of the present clause for the largest frequency offset (fmax), shall apply from ΔfOBUE MHz below the lowest frequency, up to ΔfOBUE MHz above the highest frequency of the supported downlink operating band without any carrier transmitted.
For a multi-band connector of IAB-MT, the operating band unwanted emission limits apply also in a supported uplink operating band without any carrier transmitted, in the case where there are carrier(s) transmitted in another supported uplink operating band. In this case, no cumulative basic limit is applied in the inter-band gap between a supported uplink operating band with carrier(s) transmitted and a supported uplink operating band without any carrier transmitted and
-	In case the inter-band gap between a supported uplink operating band with carrier(s) transmitted and a supported uplink operating band without any carrier transmitted is less than 2* ΔfOBUE, f_offsetmax shall be the offset to the frequency ΔfOBUE MHz outside the outermost edges of the two supported uplink operating bands and the operating band unwanted emission basic limits of the band where there are carriers transmitted, as defined in the tables of the present clause, shall apply across both uplink bands.
-	In other cases, the operating band unwanted emission basic limits of the band where there are carriers transmitted, as defined in the tables of the present clause for the largest frequency offset (fmax), shall apply from ΔfOBUE MHz below the lowest frequency, up to ΔfOBUE MHz above the highest frequency of the supported uplink operating band without any carrier transmitted.
For a multicarrier single-band connector or a single-band connector configured for intra-band contiguous or non-contiguous carrier aggregation the definitions above apply to the lower edge of the carrier transmitted at the lowest carrier frequency and the upper edge of the carrier transmitted at the highest carrier frequency within a specified frequency band.
In addition, inside any sub-block gap for a single-band connector operating in non-contiguous spectrum, a combined basic limit shall be applied which is the cumulative sum of the basic limits specified for the adjacent sub-blocks on each side of the sub-block gap. The basic limit for each sub-block is specified in clauses 6.6.4.2.1 to 6.6.4.2.4 below, where in this case:
-	f is the separation between the sub-block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub-block edge.
-	f_offset is the separation between the sub-block edge frequency and the centre of the measuring filter.
-	f_offsetmax is equal to the sub-block gap bandwidth minus half of the bandwidth of the measuring filter.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For Wide Area IAB-DU and Wide Area IAB-MT, the requirements of either clause 6.6.4.2.1 (Category A limits) or clause 6.6.4.2.2 (Category B limits) shall apply.
For Medium Range IAB-DU, the requirements in clause 6.6.4.2.3 shall apply (Category A and B).
For Local Area IAB-DU and Local Area IAB-MT, the requirements of clause 6.6.4.2.4 shall apply (Category A and B). 
The application of either Category A or Category B basic limits shall be the same as for Transmitter spurious emissions in clause 6.6.5.
[bookmark: _Toc45893474][bookmark: _Toc44712161][bookmark: _Toc37267559][bookmark: _Toc37260171][bookmark: _Toc36817255][bookmark: _Toc29811703][bookmark: _Toc13080204]6.6.4.2	Basic limits
[bookmark: _Toc45893475][bookmark: _Toc44712162][bookmark: _Toc37267560][bookmark: _Toc37260172][bookmark: _Toc36817256][bookmark: _Toc29811704][bookmark: _Toc13080205]6.6.4.2.1	Basic limits for Wide Area IAB-DU and Wide Area IAB-MT (Category A)
For operating in Bands n41, n77, n78, n79, basic limits are specified in table 6.6.4.2.1-1:
Table 6.6.4.2.1-1: Wide Area IAB-DU and Wide Area IAB-MT operating band unwanted emission limits 
(NR bands above 1 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	[image: ]
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-13 dBm (Note 3)
	1MHz 

	NOTE 1:	For an IAB-DU and IAB-MT supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑13 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



[bookmark: _Toc45893476][bookmark: _Toc44712163][bookmark: _Toc37267561][bookmark: _Toc37260173][bookmark: _Toc36817257][bookmark: _Toc29811705][bookmark: _Toc21127496]6.6.4.2.2	Basic limits for Wide Area IAB-DU and Wide Area IAB-MT (Category B)
For Category B Operating band unwanted emissions, the basic limits in clause 6.6.4.2.2.1 or clause 6.6.4.2.2.2 shall be applied.
[bookmark: _Toc45893477][bookmark: _Toc44712164][bookmark: _Toc37267562][bookmark: _Toc37260174][bookmark: _Toc36817258][bookmark: _Toc29811706][bookmark: _Toc21127497]6.6.4.2.2.1	Category B requirements (Option 1)
For IAB-DU and IAB-MT operating in Bands n41, n77, n78, n79 basic limits are specified in tables 6.6.4.2.2.1-1:
Table 6.6.4.2.2.1-1: Wide Area IAB-DU and IAB-MT operating band unwanted emission limits 
(NR bands above 1 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	[image: ]
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-15 dBm (Note 3)
	1MHz 

	NOTE 1:	For an IAB-DU and IAB-MT supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑15 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.




[bookmark: _Toc45893479][bookmark: _Toc44712166][bookmark: _Toc37267564][bookmark: _Toc37260176][bookmark: _Toc36817260][bookmark: _Toc29811708][bookmark: _Toc13080209]6.6.4.2.3	Basic limits for Medium Range IAB-DU (Category A and B)
For Medium Range IAB-DU, basic limits are specified in table 6.6.4.2.3-1 and table 6.6.4.2.3-2.
For the tables in this clause for IAB-DU type 1-H and IAB-DU type 1-O Prated,x = Prated,c,cell – 10*log10(NTXU,countedpercell), 
Table 6.6.4.2.3-1: Medium Range IAB-DU operating band unwanted emission limits, 31< Prated,x  38 dBm
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Prated,x  - 60dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,x  - 60dB, -25dBm) (Note 3)
	100 kHz

	NOTE 1:	For an IAB-DU supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Prated,x -60dB, ‑25dBm)/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



Table 6.6.4.2.3-2: Medium Range IAB-DU operating band unwanted emission limits, Prated,x  31 dBm
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-29 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-29 dBm (Note 3)
	100 kHz

	NOTE 1:	For an IAB-DU supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -29dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



[bookmark: _Toc45893480][bookmark: _Toc44712167][bookmark: _Toc37267565][bookmark: _Toc37260177][bookmark: _Toc36817261][bookmark: _Toc29811709][bookmark: _Toc13080210]6.6.4.2.4	Basic limits for Local Area IAB-DU and Local Area IAB-MT (Category A and B)
For Local Area IAB-DU and Local Area IAB-MT, basic limits are specified in table 6.6.4.2.4-1.
Table 6.6.4.2.4-1: Local Area IAB-DU and Local Area IAB-MT operating band unwanted emission limits
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-37 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-37 dBm (Note 10)
	100 kHz 

	NOTE 1:	For an IAB-DU and IAB-MT supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -37dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



[bookmark: _Toc45893481][bookmark: _Toc44712168][bookmark: _Toc37267566][bookmark: _Toc37260178][bookmark: _Toc36817262][bookmark: _Toc29811710][bookmark: _Toc13080211][bookmark: _Toc21127502]6.6.4.2.5	Basic limits for additional requirements
[bookmark: _Toc45893482][bookmark: _Toc44712169][bookmark: _Toc37267567][bookmark: _Toc37260179][bookmark: _Toc36817263][bookmark: _Toc29811711]6.6.4.2.5.1	Limits in FCC Title 47
In addition to the requirements in clauses 6.6.4.2.1, 6.6.4.2.2, 6.6.4.2.3 and 6.6.4.2.4, the IAB-DU and IAB-MT may have to comply with the applicable emission limits established by FCC Title 47 [20], when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer.
[bookmark: _Toc45893487][bookmark: _Toc44712174][bookmark: _Toc37267572][bookmark: _Toc37260184][bookmark: _Toc36817267][bookmark: _Toc29811715][bookmark: _Toc21127506]6.6.4.3	Minimum requirements for IAB-DU type 1-H and IAB-MT type 1-H
The operating band unwanted emissions requirements for IAB-DU type 1-H and IAB-MT type 1-H are that for each TAB connector TX min cell group and each applicable basic limit in clause 6.6.4.2, the power summation emissions at the TAB connectors of the TAB connector TX min cell group shall not exceed a limit specified as the basic limit + X, where X = 10log10(NTXU,countedpercell).
NOTE:	Conformance to the IAB-DU type 1-H and IAB-MT type 1-H operating band unwanted emission requirement can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
	1)	The sum of the emissions power measured on each TAB connector in the TAB connector TX min cell group shall be less than or equal to the limit as defined in this clause for the respective frequency span.
	Or
	2)	The unwanted emissions power at each TAB connector shall be less than or equal to the type 1-H limit as defined in this clause for the respective frequency span, scaled by -10log10(n), where n is the number of TAB connectors in the TAB connector TX min cell group.
[bookmark: _Toc45893488][bookmark: _Toc44712175][bookmark: _Toc37267573][bookmark: _Toc37260185][bookmark: _Toc36817268][bookmark: _Toc29811716][bookmark: _Toc21127507][bookmark: _Hlk497677198]6.6.5	Transmitter spurious emissions
[bookmark: _Toc45893489][bookmark: _Toc44712176][bookmark: _Toc37267574][bookmark: _Toc37260186][bookmark: _Toc36817269][bookmark: _Toc29811717][bookmark: _Toc21127508]6.6.5.1	General
For IAB-DU, the transmitter spurious emission limits shall apply from 9 kHz to 12.75 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in table 6.6.1-1. For some operating bands, the upper limit is higher than 12.75 GHz in order to comply with the 5th harmonic limit of the downlink operating band, as specified in ITU-R recommendation SM.329 [2].
For IAB-MT, the transmitter spurious emission limits shall apply from 9 kHz to 12.75 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported uplink operating band, up to ΔfOBUE above the highest frequency of each supported uplink operating band, where the ΔfOBUE is defined in table 6.6.1-2. For some operating bands, the upper limit is higher than 12.75 GHz in order to comply with the 5th harmonic limit of the uplink operating band, as specified in ITU-R recommendation SM.329 [2].

For a multi-band connector, for each supported operating band together with ΔfOBUE around the band is excluded from the transmitter spurious emissions requirement.
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification. 
Unless otherwise stated, all requirements are measured as mean power (RMS).
[bookmark: _Toc45893490][bookmark: _Toc44712177][bookmark: _Toc37267575][bookmark: _Toc37260187][bookmark: _Toc36817270][bookmark: _Toc29811718][bookmark: _Toc13080219][bookmark: _Toc21127510]6.6.5.2	Basic limits
[bookmark: _Toc45893491][bookmark: _Toc44712178][bookmark: _Toc37267576][bookmark: _Toc37260188][bookmark: _Toc36817271][bookmark: _Toc29811719]6.6.5.2.1	General transmitter spurious emissions requirements
The basic limits of either table 6.6.5.2.1-1 (Category A limits) or table 6.6.5.2.1-2 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for operating band unwanted emissions in clause 6.6.4.
Table 6.6.5.2.1-1: General IAB-DU and IAB-MT transmitter spurious emission limits in FR1, Category A
	Spurious frequency range
	 Basic limit
	Measurement bandwidth
	Notes

	9 kHz – 150 kHz
	-13 dBm
	1 kHz
	Note 1, Note 4

	150 kHz – 30 MHz
	
	10 kHz 
	Note 1, Note 4

	30 MHz – 1 GHz
	
	100 kHz
	Note 1

	1 GHz   12.75 GHz
	
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz
	Note 1, Note 2, Note 3

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [2], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 3:	For IAB-DU, this spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the DL operating band is reaching beyond 12.75 GHz.
For IAB-MT, this spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the UL operating band is reaching beyond 12.75 GHz.
NOTE 4:	This spurious frequency range applies only to IAB-DU type 1-H and IAB-MT type 1-H.



Table 6.6.5.2.1-2: General IAB-DU and IAB-MT transmitter spurious emission limits in FR1, Category B
	Spurious frequency range
	Basic limit
	Measurement bandwidth
	Notes

	9 kHz – 150 kHz
	-36 dBm
	1 kHz
	Note 1, Note 4

	150 kHz – 30 MHz
	
	10 kHz 
	Note 1, Note 4

	30 MHz – 1 GHz
	
	100 kHz
	Note 1

	1 GHz – 12.75 GHz
	-30 dBm
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz
	Note 1, Note 2, Note 3

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [2], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 3:	For IAB-DU, this spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the DL operating band is reaching beyond 12.75 GHz.
For IAB-MT, this spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the UL operating band is reaching beyond 12.75 GHz.
NOTE 4:	This spurious frequency range applies only to IAB-DU type 1-H and IAB-MT type 1-H.



[bookmark: _Toc45893493][bookmark: _Toc44712180][bookmark: _Toc37267578][bookmark: _Toc37260190][bookmark: _Toc36817273][bookmark: _Toc29811721][bookmark: _Toc21127512]6.6.5.2.2	Additional spurious emissions requirements
These requirements may be applied for the protection of system operating in other frequency ranges. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the IAB-Node, or they may be set by local or regional regulation as a mandatory requirement for an NR operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in clause 4.5.
Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, CDMA, UTRA, E-UTRA, NR, etc.) as listed below.
The spurious emission basic limits are provided in table 6.6.5.2.2-1 where requirements for co-existence with the system listed in the first column apply for IAB-MT and IAB-DU. For a multi-band connector, the exclusions and conditions in the Note column of table 6.6.5.2.2-1 apply for each supported operating band.
Table 6.6.5.2.2-1: IAB-DU and IAB-MT spurious emissions basic limits for co-existence with systems operating in other frequency bands
	System type to co-exist with
	Frequency range for co-existence requirement
	Basic limits
	Measurement bandwidth
	Note

	GSM900

	921 – 960 MHz
	-57 dBm
	100 kHz
	

	
	876 – 915 MHz
	-61 dBm
	100 kHz
	

	DCS1800

	1805 – 1880 MHz
	-47 dBm
	100 kHz
	

	
	1710 – 1785 MHz
	-61 dBm
	100 kHz
	

	PCS1900
	1930 – 1990 MHz
	-47 dBm
	100 kHz
	

	
	1850 – 1910 MHz

	-61 dBm
	100 kHz
	

	GSM850 or CDMA850
	869 – 894 MHz
	-57 dBm
	100 kHz
	

	
	824 – 849 MHz
	-61 dBm
	100 kHz
	

	UTRA FDD Band I or
E-UTRA Band 1 or NR Band n1
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	

	
	1920 – 1980 MHz

	-49 dBm
	1 MHz
	

	UTRA FDD Band II or
E-UTRA Band 2 or NR Band n2
	1930 – 1990 MHz

	-52 dBm
	1 MHz
	

	
	1850 – 1910 MHz

	-49 dBm
	1 MHz
	

	UTRA FDD Band III or
E-UTRA Band 3 or NR Band n3
	1805 – 1880 MHz

	-52 dBm
	1 MHz
	

	
	1710 – 1785 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band IV or
E-UTRA Band 4
	2110 – 2155 MHz
	-52 dBm
	1 MHz
	

	
	1710 – 1755 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band V or
E-UTRA Band 5 or NR Band n5
	869 – 894 MHz
	-52 dBm
	1 MHz
	

	
	824 – 849 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band VI, XIX or
E-UTRA Band 6, 18, 19 or NR Band n18
	860 – 890 MHz 
	-52 dBm
	1 MHz
	

	
	815 – 830 MHz 
	-49 dBm
	1 MHz
	

	
	830 – 845 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band VII or
E-UTRA Band 7 or NR Band n7
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	

	
	2500 – 2570 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band VIII or
E-UTRA Band 8 or NR Band n8
	925 – 960 MHz
	-52 dBm
	1 MHz
	

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band IX or
E-UTRA Band 9
	1844.9 – 1879.9 MHz

	-52 dBm
	1 MHz
	

	
	1749.9 – 1784.9 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band X or
E-UTRA Band 10
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	

	
	1710 – 1770 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XI or XXI or
E-UTRA Band 11 or 21
	1475.9 – 1510.9 MHz
	-52 dBm
	1 MHz
	

	
	1427.9 – 1447.9 MHz 
	-49 dBm
	1 MHz
	

	
	1447.9 – 1462.9 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XII or
E-UTRA Band 12 or NR Band n12
	729 – 746 MHz
	-52 dBm
	1 MHz
	

	
	699 – 716 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XIII or
E-UTRA Band 13
	746 – 756 MHz
	-52 dBm
	1 MHz
	

	
	777 – 787 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XIV or
E-UTRA Band 14 or NR band n14
	758 – 768 MHz
	-52 dBm
	1 MHz
	

	
	788 – 798 MHz
	-49 dBm
	1 MHz
	

	 E-UTRA Band 17
	734 – 746 MHz
	-52 dBm
	1 MHz
	

	
	704 – 716 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XX or E-UTRA Band 20 or NR Band n20
	791 – 821 MHz
	-52 dBm
	1 MHz
	

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to IAB-DU and IAB-MT operating in band n77 or n78.

	
	3410 – 3490 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to IAB-DU and IAB-MT operating in band n77 or n78.

	E-UTRA Band 24
	1525 – 1559 MHz
	-52 dBm
	1 MHz
	

	
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XXV or
E-UTRA Band 25 or NR band n25
	1930 – 1995 MHz
	-52 dBm
	1 MHz
	

	
	1850 – 1915 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XXVI or
E-UTRA Band 26 or NR Band n26
	859 – 894 MHz
	-52 dBm
	1 MHz
	

	
	814 – 849 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 27
	852 – 869 MHz
	-52 dBm
	1 MHz
	

	
	807 – 824 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 28 or NR Band n28
	758 – 803 MHz
	-52 dBm
	1 MHz
	

	
	703 – 748 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 29 or NR Band n29
	717 – 728 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 30 or NR Band n30
	2350 – 2360 MHz
	-52 dBm
	1 MHz
	

	
	2305 – 2315 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 31
	462.5 – 467.5 MHz
	-52 dBm
	1 MHz
	

	
	452.5 – 457.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD band XXXII or E-UTRA band 32
	1452 – 1496 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz

	-52 dBm
	1 MHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-52 dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR Band n38
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 – 1920MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band e) or E-UTRA Band 40 or NR Band n40
	2300 – 2400MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 41 or NR Band n41, n90
	2496 – 2690 MHz
	-52 dBm
	1 MHz
	This is not applicable IAB-DU and IAB-MT operating in Band n41.

	E-UTRA Band 42
	3400 – 3600 MHz
	-52 dBm
	1 MHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n77 or n78.

	E-UTRA Band 43
	3600 – 3800 MHz
	-52 dBm
	1 MHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n77 or n78.

	E-UTRA Band 44
	703 – 803 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 45
	1447 – 1467 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 46
	5150 – 5925 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 47
	5855 – 5925 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 48 or NR Band n48
	3550 – 3700 MHz
	-52 dBm
	1 MHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n77 or n78.

	E-UTRA Band 50 or NR band n50 
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 53 or NR Band n53
	2483.5 - 2495 MHz
	-52 dBm
	1 MHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n41.

	E-UTRA Band 65 or NR Band n65
	2110 – 2200 MHz
	-52 dBm
	1 MHz
	

	
	1920 – 2010 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 66 or NR Band n66
	2110 – 2200 MHz
	-52 dBm
	1 MHz
	

	
	1710 – 1780 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 67
	738 – 758 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 68
	753 -783 MHz
	-52 dBm
	1 MHz
	

	
	698-728 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 69
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 70 or NR Band n70
	1995 – 2020 MHz
	-52 dBm
	1 MHz
	

	
	1695 – 1710 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 71 or NR Band n71
	617 – 652 MHz
	-52 dBm
	1 MHz
	

	
	663 – 698 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 72
	461 – 466 MHz
	-52 dBm
	1 MHz
	

	
	451 – 456 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 74 or NR Band n74
	1475 – 1518 MHz
	-52 dBm
	1 MHz
	

	
	1427 – 1470 MHz
	-49 dBm
	1MHz
	

	E-UTRA Band 75 or NR Band n75
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 76 or NR Band n76
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	

	NR Band n77
	3.3 – 4.2 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to IAB-DU and IAB-MT operating in Band n77 or n78

	NR Band n78
	3.3 – 3.8 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to IAB-DU and IAB-MT operating in Band n77 or n78

	NR Band n79
	4.4 – 5.0 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to IAB-DU and IAB-MT operating in Band n79

	NR Band n80
	1710 – 1785 MHz
	-49 dBm
	1 MHz
	

	NR Band n81
	880 – 915 MHz
	-49 dBm
	1 MHz
	

	NR Band n82
	832 – 862 MHz
	-49 dBm
	1 MHz
	

	NR Band n83
	703 – 748 MHz
	-49 dBm
	1 MHz
	

	NR Band n84
	1920 – 1980 MHz

	-49 dBm
	1 MHz
	

	E-UTRA Band 85
	728 – 746 MHz
	-52 dBm
	1 MHz
	

	
	698 – 716 MHz
	-49 dBm
	1 MHz
	

	NR Band n86
	1710 – 1780 MHz
	-49 dBm
	1 MHz
	

	NR Band n89
	824 – 849 MHz
	-49 dBm
	1 MHz
	

	NR Band n91
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	

	NR Band n92
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	

	NR Band n93
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	

	NR Band n94
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	

	NR Band n95
	2010 – 2025 MHz
	-52 dBm
	1 MHz
	



[bookmark: _Hlk497677260]NOTE 1:	As defined in the scope for spurious emissions in this clause the co-existence requirements in table 6.6.5.2.2-1 do not apply for the ΔfOBUE frequency range immediately outside the downlink operating band (see table 5.2-1). Emission limits for this excluded frequency range may be covered by local or regional requirements.
NOTE 2:	Table 6.6.5.2.2-1 assumes that two operating bands, where the frequency ranges in table 5.2-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.
[bookmark: _Toc45893494][bookmark: _Toc44712181][bookmark: _Toc37267579][bookmark: _Toc37260191][bookmark: _Toc36817274][bookmark: _Toc29811722][bookmark: _Toc21127513]6.6.5.2.3	Co-location with base stations and IAB-Nodes
These requirements may be applied for the protection of other BS, IAB-DU or IAB-MT receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD, E-UTRA, NR BS, IAB-DU or IAB-MT are co-located with IAB-MT and/or IAB-DU.
The requirements assume a 30 dB coupling loss between transmitter and receiver and are based on co-location with same class.
The basic limits are in table 6.6.5.2.3-1 for an IAB-DU and IAB-DU. Requirements for co-location with a system listed in the first column apply, depending on the declared IAB-DU and IAB-MT class. For a multi-band connector, the exclusions and conditions in the Note column of table 6.6.5.2.3-1 shall apply for each supported operating band.
Table 6.6.5.2.3-1: IAB-DU and IAB-MT spurious emissions basic limits for co-location with BS or IAB-Node
	Co-located system
	Frequency range for co-location requirement
	Basic limits
	Measurement bandwidth
	Note

	
	
	WA IAB-DU and WA IAB-MT
	MR IAB-DU
	LA IAB-DU and LA IAB-MT
	
	

	 GSM900
	876 – 915 MHz
	-98 dBm
	-91 dBm
	-70 dBm
	100 kHz
	

	 DCS1800
	1710 – 1785 MHz
	-98 dBm
	-91 dBm
	-80 dBm
	100 kHz
	

	 PCS1900
	1850 – 1910 MHz
	-98 dBm
	-91 dBm
	-80 dBm
	100 kHz
	

	 GSM850 or CDMA850
	824 – 849 MHz
	-98 dBm
	-91 dBm
	-70 dBm
	100 kHz
	

	UTRA FDD Band I or E-UTRA Band 1 or NR Band n1
	1920 – 1980 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band II or E-UTRA Band 2 or NR Band n2
	1850 – 1910 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band III or E-UTRA Band 3 or NR Band n3
	1710 – 1785 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band IV or E-UTRA Band 4
	1710 – 1755 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band V or E-UTRA Band 5 or NR Band n5
	824 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 – 845 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VII or E-UTRA Band 7 or NR Band n7
	2500 – 2570 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VIII or E-UTRA Band 8 or NR Band n8
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 – 1784.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band X or E-UTRA Band 10
	1710 – 1770 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XI or E-UTRA Band 11
	1427.9 –1447.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XII or
E-UTRA Band 12 or NR Band n12
	699 – 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XIII or
E-UTRA Band 13
	777 – 787 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XIV or
E-UTRA Band 14 or NR Band n14
	788 – 798 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 17
	704 – 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 18 or NR Band n18
	815 – 830 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XX or E-UTRA Band 20 or NR Band n20
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXII or E-UTRA Band 22
	3410 – 3490 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n77 or n78

	E-UTRA Band 23
	2000 – 2020 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 24
	1626.5 – 1660.5 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXV or
E-UTRA Band 25 or NR Band n25
	1850 – 1915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXVI or
E-UTRA Band 26 or NR Band n26
	814 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 27
	807 – 824 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 28 or NR Band n28
	703 – 748 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 30 or NR Band n30
	2305 – 2315 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 31
	452.5 – 457.5 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR Band n38
	2570 – 2620 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 – 1920MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band e) or E-UTRA Band 40 or NR Band n40
	2300 – 2400MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 41 or NR Band n41, n90
	2496 – 2690 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n41

	E-UTRA Band 42
	3400 – 3600 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n77 or n78

	E-UTRA Band 43
	3600 – 3800 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n77 or n78

	E-UTRA Band 44
	703 – 803 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 45
	1447 – 1467 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 46
	5150 – 5925 MHz
	N/A
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 48 or NR Band n48
	3550 – 3700 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n77 or n78

	E-UTRA Band 50 or NR Band n50 
	1432 – 1517 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	N/A
	N/A
	-88 dBm
	100 kHz
	

	E-UTRA Band 53 or NR Band n53
	2483.5 – 2495 MHz
	N/A
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n41

	E-UTRA Band 65 or NR Band n65
	1920 – 2010 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 66 or NR Band n66
	1710 – 1780 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 68
	698 – 728 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 70 or NR Band n70
	1695 – 1710 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 71 or NR Band n71
	663 – 698 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 72
	451 – 456 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 74 or NR Band n74 
	1427 – 1470 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n77
	3.3 – 4.2 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n77 or n78

	NR Band n78
	3.3 – 3.8 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n77 or n78

	NR Band n79
	4.4 – 5.0 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to IAB-DU and IAB-MT operating in Band n79

	NR Band n80
	1710 – 1785 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n81
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n82
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n83
	703 – 748 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n84
	1920 – 1980 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 85
	698 – 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n86
	1710 – 1780 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n89
	824 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n91
	832 – 862 MHz
	N/A
	N/A
	-88 dBm
	100 kHz
	

	NR Band n92
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n93
	880 – 915 MHz
	N/A
	N/A
	-88 dBm
	100 kHz
	

	NR Band n94
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n95
	2010 – 2025 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	



NOTE 1:	As defined in the scope for spurious emissions in this clause, the co-location requirements in table 6.6.5.2.3-1 do not apply for the frequency range extending ΔfOBUE immediately outside the transmit frequency range of a IAB-MT and IAB-DU. The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30dB antenna to antenna minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [4].
NOTE 2:	Table 6.6.5.2.3-1 assumes that two operating bands, where the corresponding transmit and receive frequency ranges in table 5.2-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.
[bookmark: _Toc45893496][bookmark: _Toc44712183][bookmark: _Toc37267581][bookmark: _Toc37260193][bookmark: _Toc36817276][bookmark: _Toc29811724][bookmark: _Toc21127515]6.6.5.3	Minimum requirements for IAB-DU and IAB-MT type 1-H
The Tx spurious emissions requirements for IAB-DU type 1-H and IAB-MT type 1-H are that for each TAB connector TX min cell group and each applicable basic limit in clause 6.6.5.2, the power summation of emissions at the TAB connectors of the TAB connector TX min cell group shall not exceed a limit specified as the basic limit + X, where X = 10log10(NTXU,countedpercell), unless stated differently in regional regulation.
NOTE:	Conformance to the IAB-DU type 1-H and IAB-MT type 1-H spurious emission requirement can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
	1)   The sum of the emissions power measured on each TAB connector in the TAB connector TX min cell group shall be less than or equal to the limit as defined in this clause for the respective frequency span.
	Or
	2)   The unwanted emissions power at each TAB connector shall be less than or equal to the type 1-H limit as defined in this clause for the respective frequency span, scaled by -10log10(n), where n is the number of TAB connectors in the TAB connector TX min cell group.

[bookmark: _Toc18916170][bookmark: _Toc13080226]
6.7	Transmitter intermodulation
<Unchanged sections omitted>
9.7	OTA unwanted emissions
[bookmark: _Toc45893649][bookmark: _Toc44712336][bookmark: _Toc37267733][bookmark: _Toc37260345][bookmark: _Toc36817423][bookmark: _Toc29811871][bookmark: _Toc21127662]9.7.1	General
[bookmark: _Hlk505597907]Unwanted emissions consist of so-called out-of-band emissions and spurious emissions according to ITU definitions ITU-R SM.329 [2]. In ITU terminology, out of band emissions are unwanted emissions immediately outside the channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.
The OTA out-of-band emissions requirement for the IAB-MT type 1-O. IAB-DU type 1-O, IAB-DU type 1-O and IAB-DU type 2-O transmitter is specified both in terms of Adjacent Channel Leakage power Ratio (ACLR) and operating band unwanted emissions (OBUE). OTA Unwanted emissions outside of this frequency range are limited by an OTA spurious emissions requirement.
The maximum offset of the operating band unwanted emissions mask from the operating band edge is ΔfOBUE. The value of ΔfOBUE is defined in table 9.7.1-1 IAB-DU type 1-O and type 2-O and in table 9.7.1-2 IAB-MT type 1-O and type 2-O for NR operating bands.
Table 9.7.1-1: Maximum offset ΔfOBUE outside the downlink operating band for IAB-DU
	IAB-DU type
	Operating band characteristics
	ΔfOBUE (MHz)

	IAB-DU type 1-O
	FDL,high – FDL,low  < 100 MHz
	10

	
	100 MHz ≤ FDL,high – FDL,low  ≤ 900 MHz   
	40

	IAB-DU type 2-O
	FDL,high – FDL,low ≤ 4000 MHz
	1500


Table 9.7.1-2: Maximum offset ΔfOBUE outside the uplink operating band for IAB-MT
	IAB-MT type
	Operating band characteristics
	ΔfOBUE (MHz)

	IAB-MT type 1-O
	FUL,high – FUL,low  < 100 MHz
	10

	
	100 MHz ≤ FUL,high – FUL,low  ≤ 900 MHz   
	40

	IAB-MT type 2-O
	FUL,high – FUL,low ≤ 4000 MHz
	1500



The unwanted emission requirements are applied per cell for all the configurations.  Requirements for OTA unwanted emissions are captured using TRP, directional requirements or co-location requirements as described per requirement.
There is in addition a requirement for occupied bandwidth.
[bookmark: _Toc45893650][bookmark: _Toc44712337][bookmark: _Toc37267734][bookmark: _Toc37260346][bookmark: _Toc36817424][bookmark: _Toc29811872][bookmark: _Toc21127663]9.7.2	OTA occupied bandwidth
[bookmark: _Toc45893651][bookmark: _Toc44712338][bookmark: _Toc37267735][bookmark: _Toc37260347][bookmark: _Toc36817425][bookmark: _Toc29811873][bookmark: _Toc21127664]9.7.2.1	General
The OTA occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power. See also recommendation ITU-R SM.328 [3].
The value of /2 shall be taken as 0.5%.
The OTA occupied bandwidth requirement shall apply during the transmitter ON period for a single transmitted carrier. The minimum requirement below may be applied regionally. There may also be regional requirements to declare the OTA occupied bandwidth according to the definition in the present clause.
The OTA occupied bandwidth is defined as a directional requirement and shall be met in the manufacturer's declared OTA coverage range at the RIB.
[bookmark: _Toc45893652][bookmark: _Toc44712339][bookmark: _Toc37267736][bookmark: _Toc37260348][bookmark: _Toc36817426][bookmark: _Toc29811874][bookmark: _Toc21127665]9.7.2.2	Minimum requirement for IAB-DU type 1-O and IAB-DU type 2-O
The OTA occupied bandwidth for each NR carrier shall be less than the IAB-DU channel bandwidth. For intra-band contiguous CA, the OTA occupied bandwidth shall be less than or equal to the Aggregated IAB-DU Channel Bandwidth.
9.7.2.3	Minimum requirement for IAB-MT type 1-O and IAB-MT type 2-O
The OTA occupied bandwidth for each NR carrier shall be less than the IAB-MT channel bandwidth. For intra-band contiguous CA, the OTA occupied bandwidth shall be less than or equal to the Aggregated IAB-MT Channel Bandwidth.
[bookmark: _Toc45893653][bookmark: _Toc44712340][bookmark: _Toc37267737][bookmark: _Toc37260349][bookmark: _Toc36817427][bookmark: _Toc29811875][bookmark: _Toc21127666]9.7.3	OTA Adjacent Channel Leakage Power Ratio (ACLR)
[bookmark: _Toc45893654][bookmark: _Toc44712341][bookmark: _Toc37267738][bookmark: _Toc37260350][bookmark: _Toc36817428][bookmark: _Toc29811876][bookmark: _Toc21127667]9.7.3.1	General
[bookmark: _Hlk47639108]OTA Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. The measured power is TRP.
The requirement shall be applied per RIB during the transmitter ON period.
[bookmark: _Toc45893655][bookmark: _Toc44712342][bookmark: _Toc37267739][bookmark: _Toc37260351][bookmark: _Toc36817429][bookmark: _Toc29811877][bookmark: _Toc21127668]9.7.3.2	Minimum requirement for IAB-MT and IAB-DU type 1-O
The ACLR (CACLR) absolute basic limits in table 6.6.3.2-2 + X, 6.6.3.2-5 + X (where X = 10log10(NTXU,countedpercell)) or the ACLR (CACLR) basic limit in table 6.6.3.2-1, 6.6.3.2-3 or 6.6.3.2-4, whichever is less stringent, shall apply.
For a RIB operating in multi-carrier or contiguous CA, the ACLR requirements in clause 6.6.3.2 shall apply to IAB-DU and IAB-MT channel bandwidths of the outermost carrier for the frequency ranges defined in table 6.6.3.2-1.For a RIB operating in non-contiguous spectrum, the ACLR requirement in clause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-3, while the CACLR requirement in clause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-4.
For a multi-band RIB, the ACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-3, while the CACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-4.
[bookmark: _Toc45893656][bookmark: _Toc44712343][bookmark: _Toc37267740][bookmark: _Toc37260352][bookmark: _Toc36817430][bookmark: _Toc29811878][bookmark: _Toc21127669]9.7.3.3	Minimum requirement for IAB-DU type 2-O and Wide Area IAB-MT type 2-O
[bookmark: _Hlk515966075]The OTA ACLR limit is specified in table 9.7.3.3-1.
The OTA ACLR absolute limit is specified in table 9.7.3.3-2.
The OTA ACLR (CACLR) absolute limit in table 9.7.3.3-2 or 9.7.3.3-5 or the ACLR (CACLR) limit in table 9.7.3.3-1, 9.7.3.3-3 or 9.7.3.3-4, whichever is less stringent, shall apply.
For a RIB operating in multi-carrier or contiguous CA, the OTA ACLR requirements in table 9.7.3.3-1 shall apply to IAB-DU and IAB-MT channel bandwidths of the outermost carrier for the frequency ranges defined in the table.For a RIB operating in non-contiguous spectrum, the OTA ACLR requirement in table 9.7.3.3-3 shall apply in sub-block gaps for the frequency ranges defined in the table, while the OTA CACLR requirement in table 9.7.3.3-4 shall apply in sub-block gaps for the frequency ranges defined in the table.
The CACLR in a sub-block gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges.
The assumed filter for the adjacent channel frequency is defined in table 9.7.3.3-4 and the filters on the assigned channels are defined in table 9.7.3.3-6.
For operation in non-contiguous spectrum, the CACLR for NR carriers located on either side of the sub-block gap shall be higher than the value specified in table 9.7.3.3-4.
Table 9.7.3.3-1: IAB-DU type 2-O and Wide area IAB-MT type 2-O ACLR limit
	IAB-DU and IAB-MT channel bandwidth of lowest/highest carrier transmitted
BWChannel (MHz)
	IAB-DU and IAB-MT adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit
(dB)







	50, 100, 200, 400
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	28 (Note 3)
26 (Note 4)

	NOTE 1:	BWChannel and BWConfig are the IAB-DU and IAB-MT channel bandwidth and transmission bandwidth configuration of the lowest/highest carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz
NOTE 4:	Applicable to bands defined within the frequency spectrum range of 37 – 52.6 GHz



Table 9.7.3.3-2: IAB-DU type 2-O and Wide area IAB-MT type 2-O ACLR absolute limit
	IAB-DU and IAB-MT class
	ACLR absolute limit

	Wide area IAB-DU and Wide area IAB-MT
	-13 dBm/MHz

	Medium range IAB-DU
	-20 dBm/MHz

	Local area IAB-DU
	-20 dBm/MHz



Table 9.7.3.3-3: IAB DU type 2-O and Wide Area IAB-MT type 2-O ACLR limit in non-contiguous spectrum
	IAB-DU and IAB-MT channel bandwidth of lowest/highest carrier transmitted (MHz)
	Sub-block gap size (Wgap) where the limit applies (MHz)
	IAB-DU and IAB-MT adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	50, 100
	Wgap≥ 100 (Note 5)
Wgap≥ 250 (Note 6)
	25 MHz
	50 MHz NR (Note 2)
	Square (BWConfig)
	28 (Note 3)

26 (Note 4)

	200, 400
	Wgap≥ 400 (Note 6)
Wgap≥ 250 (Note 5) 
	100 MHz
	200 MHz NR (Note 2)
	Square (BWConfig)
	28 (Note 3)

26 (Note 4)

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz.
NOTE 4:	Applicable to bands defined within the frequency spectrum range of 37 – 52.6 GHz.
NOTE 5:	Applicable in case the IAB-DU or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 50 or 100 MHz.
NOTE 6:	Applicable in case the IAB-DU or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 200 or 400 MHz.



Table 9.7.3.3-4: IAB DU type 2-O and Wide Area IAB-MT type 2-O CACLR limit in non-contiguous spectrum
	IAB-DU and IAB-MT channel bandwidth of lowest/highest carrier transmitted (MHz) 
	Sub-block gap size (Wgap) where the limit applies (MHz)
	IAB-DU and IAB-MT adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	50, 100
	50 ≤Wgap< 100 (Note 5)
50 ≤Wgap< 250 (Note 6)
	25 MHz
	50 MHz NR (Note 2)
	Square (BWConfig)
	28 (Note 3)

26 (Note 4)

	200, 400
	200 ≤Wgap< 400 (Note 6)
200 ≤Wgap< 250 (Note 5)
	100 MHz
	200 MHz NR (Note 2)
	Square (BWConfig)
	28 (Note 3)

26 (Note 4)

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz.
NOTE 4:	Applicable to bands defined within the frequency spectrum range of 37 – 52.6 GHz.
NOTE 5:	Applicable in case the IAB-DU or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 50 or 100 MHz.
NOTE 6:	Applicable in case the IAB-DU or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 200 or 400 MHz.



Table 9.7.3.3-5: IAB-DU type 2-O and Wide area IAB-MT type 2-O CACLR absolute limit
	IAB-DU and IAB-MT class
	CACLR absolute limit

	Wide area IAB-DU and Wide area IAB-MT
	-13 dBm/MHz

	Medium range IAB-DU
	-20 dBm/MHz

	Local area IAB-DU
	-20 dBm/MHz



Table 9.7.3.3-6: Filter parameters for the assigned channel
	RAT of the carrier adjacent to the sub-block gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	NR
	NR of same BW with SCS that provides largest transmission bandwidth configuration


9.7.3.4	Minimum requirement for Local Area IAB-MT type 2-O
The OTA ACLR limit is specified in table 9.7.3.4-1.
The OTA ACLR absolute limit is specified in table 9.7.3.4-2.
The OTA ACLR (CACLR) absolute limit in table 9.7.3.4-2 or 9.7.3.4-5 or the ACLR (CACLR) limit in table 9.7.3.4-1, 9.7.3.4-3 or 9.7.3.4-4, whichever is less stringent, shall apply.
For a RIB operating in multi-carrier or contiguous CA, the OTA ACLR requirements in table 9.7.3.4-1 shall apply to IAB-MT channel bandwidths of the outermost carrier for the frequency ranges defined in the table.For a RIB operating in non-contiguous spectrum, the OTA ACLR requirement in table 9.7.3.4-3 shall apply in sub-block gaps for the frequency ranges defined in the table, while the OTA CACLR requirement in table 9.7.3.4-4 shall apply in sub-block gaps for the frequency ranges defined in the table.
The CACLR in a sub-block gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges.
The assumed filter for the adjacent channel frequency is defined in table 9.7.3.4-4 and the filters on the assigned channels are defined in table 9.7.3.4-6.
For operation in non-contiguous spectrum, the CACLR for NR carriers located on either side of the sub-block gap shall be higher than the value specified in table 9.7.3.4-4.
Table 9.7.3.4-1: Local Area IAB-MT type 2-O ACLR limit
	IAB-MT channel bandwidth of lowest/highest carrier transmitted
BWChannel (MHz)
	IAB-MT adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit
(dB)







	50, 100, 200, 400
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	24 (Note 3)


	NOTE 1:	BWChannel and BWConfig are the IAB-DU and IAB-MT channel bandwidth and transmission bandwidth configuration of the lowest/highest carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz and 37 – 52.6 GHz



Table 9.7.3.3-2: Local Area IAB-MT type 2-O ACLR absolute limit
	IAB-MT class
	ACLR absolute limit

	Local area IAB-MT
	-20 dBm/MHz



Table 9.7.3.3-3: Local Area IAB-MT type 2-O ACLR limit in non-contiguous spectrum
	IAB-MT channel bandwidth of lowest/highest carrier transmitted (MHz)
	Sub-block gap size (Wgap) where the limit applies (MHz)
	IAB-MT adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	50, 100
	Wgap≥ 100 (Note 4)
Wgap≥ 250 (Note 5)
	25 MHz
	50 MHz NR (Note 2)
	Square (BWConfig)
	24 (Note 3)

	200, 400
	Wgap≥ 400 (Note 5)
Wgap≥ 250 (Note 4) 
	100 MHz
	200 MHz NR (Note 2)
	Square (BWConfig)
	24 (Note 3)

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz and 37 – 52.6 GHz.
NOTE 4:	Applicable in case the IAB-DU or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 50 or 100 MHz.
NOTE 5:	Applicable in case the IAB-DU or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 200 or 400 MHz.



Table 9.7.3.3-4: Local Area IAB-MT type 2-O CACLR limit in non-contiguous spectrum
	IAB-MT channel bandwidth of lowest/highest carrier transmitted (MHz) 
	Sub-block gap size (Wgap) where the limit applies (MHz)
	IAB-MT adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	50, 100
	50 ≤Wgap< 100 (Note 4)
50 ≤Wgap< 250 (Note 5)
	25 MHz
	50 MHz NR (Note 2)
	Square (BWConfig)
	24 (Note 3)



	200, 400
	200 ≤Wgap< 400 (Note 5)
200 ≤Wgap< 250 (Note 4)
	100 MHz
	200 MHz NR (Note 2)
	Square (BWConfig)
	24 (Note 3)



	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz.
NOTE 4:	Applicable in case the IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 50 or 100 MHz.
NOTE 5:	Applicable in case the IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 200 or 400 MHz.



Table 9.7.3.3-5: Local Area IAB-MT type 2-O CACLR absolute limit
	IAB-MT class
	CACLR absolute limit

	Local area IAB-MT
	-20 dBm/MHz



Table 9.7.3.3-6: Filter parameters for the assigned channel
	RAT of the carrier adjacent to the sub-block gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	NR
	NR of same BW with SCS that provides largest transmission bandwidth configuration



[bookmark: _Toc21127670][bookmark: _Toc29811879][bookmark: _Toc36817431][bookmark: _Toc37260353][bookmark: _Toc37267741][bookmark: _Toc44712344][bookmark: _Toc45893657]9.7.4	OTA operating band unwanted emissions
[bookmark: _Toc45893658][bookmark: _Toc44712345][bookmark: _Toc37267742][bookmark: _Toc37260354][bookmark: _Toc36817432][bookmark: _Toc29811880][bookmark: _Toc21127671]9.7.4.1	General
The OTA limits for operating band unwanted emissions are specified as TRP per RIB unless otherwise stated.
[bookmark: _Toc45893659][bookmark: _Toc44712346][bookmark: _Toc37267743][bookmark: _Toc37260355][bookmark: _Toc36817433][bookmark: _Toc29811881][bookmark: _Toc21127672]9.7.4.2	Minimum requirement for IAB-DU type 1-O
Out-of-band emissions in FR1 are limited by OTA operating band unwanted emission limits. Unless otherwise stated, the operating band unwanted emission limits in FR1 are defined from ΔfOBUE below the lowest frequency of each supported downlink operating band up to ΔfOBUE above the highest frequency of each supported downlink operating band. The values of ΔfOBUE are defined in table 9.7.1-1 for the NR operating bands.
The requirements shall apply whatever the type of transmitter considered and for all transmission modes foreseen by the manufacturer's specification. For a RIB operating in multi-carrier or contiguous CA, the requirements apply to IAB-DU channel bandwidths of the outermost carrier for the frequency ranges defined in clause 6.6.4.1.
For a RIB operating in non-contiguous spectrum, the requirements shall apply inside any sub-block gap for the frequency ranges defined in clause 6.6.4.1.
For a multi-band RIB, the requirements shall apply inside any Inter RF Bandwidth gap for the frequency ranges defined in clause 6.6.4.1.
The OTA operating band unwanted emission requirement for IAB-DU type 1-O is that for each applicable basic limit in clause 6.6.4.2, the power of any unwanted emission shall not exceed an OTA limit specified as the basic limit + X, where X = 9 dB.
9.7.4.3	Minimum requirement for IAB-MT type 1-O
Out-of-band emissions in FR1 are limited by OTA operating band unwanted emission limits. Unless otherwise stated, the operating band unwanted emission limits in FR1 are defined from ΔfOBUE below the lowest frequency of each supported uplink operating band up to ΔfOBUE above the highest frequency of each supported uplink operating band. The values of ΔfOBUE are defined in table 9.7.1-2 for the NR operating bands.
The requirements shall apply whatever the type of transmitter considered and for all transmission modes foreseen by the manufacturer's specification. For a RIB operating in multi-carrier or contiguous CA, the requirements apply to IAB-MT channel bandwidths of the outermost carrier for the frequency ranges defined in clause 6.6.4.1.
For a RIB operating in non-contiguous spectrum, the requirements shall apply inside any sub-block gap for the frequency ranges defined in clause 6.6.4.1.
For a multi-band RIB, the requirements shall apply inside any Inter RF Bandwidth gap for the frequency ranges defined in clause 6.6.4.1.
The OTA operating band unwanted emission requirement for IAB-MT type 1-O is that for each applicable basic limit in clause 6.6.4.2, the power of any unwanted emission shall not exceed an OTA limit specified as the basic limit + X, where X = 10log10(NTXU,countedpercell) dB.
[bookmark: _Toc45893660][bookmark: _Toc44712347][bookmark: _Toc37267744][bookmark: _Toc37260356][bookmark: _Toc36817434][bookmark: _Toc29811882][bookmark: _Toc21127673]9.7.4.4	Additional requirements
[bookmark: _Toc45893662][bookmark: _Toc44712349][bookmark: _Toc37267746][bookmark: _Toc37260358][bookmark: _Toc36817436][bookmark: _Toc29811884][bookmark: _Toc21127675]9.7.4.4.1	Limits in FCC Title 47
The IAB-DU and IAB-MT may have to comply with the applicable emission limits established by FCC Title 47 [20], when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer.
[bookmark: _Toc45893663][bookmark: _Toc44712350][bookmark: _Toc37267747][bookmark: _Toc37260359][bookmark: _Toc36817437][bookmark: _Toc29811885][bookmark: _Toc21127676]9.7.4.5	Minimum requirement for IAB-DU and IAB-MT type 2-O
[bookmark: _Toc45893664][bookmark: _Toc44712351][bookmark: _Toc37267748][bookmark: _Toc37260360][bookmark: _Toc36817438][bookmark: _Toc29811886][bookmark: _Toc21127677]9.7.4.5.1	General
[bookmark: _Hlk492900636]The requirements of either clause 9.7.4.5.2 (Category A limits) or clause 9.7.4.5.3 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for General OTA transmitter spurious emissions requirements (IAB-DU and IAB-MT type 2-O) in clause 9.7.6.3.2. In addition, the limits in clause 9.7.4.5.4 may also apply.
Out-of-band emissions in FR2 are limited by OTA operating band unwanted emission limits. 
For IAB-DU type 2-O, unless otherwise stated, the OTA operating band unwanted emission limits in FR2 are defined from ΔfOBUE below the lowest frequency of each supported downlink operating band up to ΔfOBUE above the highest frequency of each supported downlink operating band. 
For IAB-MT type 2-O, unless otherwise stated, the OTA operating band unwanted emission limits in FR2 are defined from ΔfOBUE below the lowest frequency of each supported uplink operating band up to ΔfOBUE above the highest frequency of each supported uplink operating band.
The values of ΔfOBUE are defined in table 9.7.1-1 and 9.7.1-2 for the NR operating bands.
The requirements shall apply whatever the type of transmitter considered and for all transmission modes foreseen by the manufacturer's specification. For a RIB operating in multi-carrier or contiguous CA, the requirements apply to the frequencies (ΔfOBUE) starting from the edge of the contiguous transmission bandwidth. In addition, for a RIB operating in non-contiguous spectrum, the requirements apply inside any sub-block gap.
Emissions shall not exceed the maximum levels specified in the tables below, where:
-	f is the separation between the contiguous transmission bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the contiguous transmission bandwidth edge.
-	f_offset is the separation between the contiguous transmission bandwidth edge frequency and the centre of the measuring filter.
-	f_offsetmax is the offset to the frequency ΔfOBUE outside the downlink operating band, where ΔfOBUE is defined in table 9.7.1-1.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
In addition, inside any sub-block gap for a RIB operating in non-contiguous spectrum, emissions shall not exceed the cumulative sum of the limits specified for the adjacent sub-blocks on each side of the sub-block gap. The limit for each sub-block is specified in clauses 9.7.4.5.2 and 9.7.4.5.3 below, where in this case:
-	f is the separation between the sub-block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub-block edge.
-	f_offset is the separation between the sub-block edge frequency and the centre of the measuring filter.
-	f_offsetmax is equal to the sub-block gap bandwidth minus half of the bandwidth of the measuring filter.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
[bookmark: _Toc45893665][bookmark: _Toc44712352][bookmark: _Toc37267749][bookmark: _Toc37260361][bookmark: _Toc36817439][bookmark: _Toc29811887][bookmark: _Toc21127678]9.7.4.5.2	OTA operating band unwanted emission limits (Category A)
IAB-DU and IAB-MT unwanted emissions shall not exceed the maximum levels specified in table 9.7.4.3.2‑1 and 9.7.4.3.2-2.
Table 9.7.4.5.2-1: OBUE limits applicable in the frequency range 24.25 – 33.4 GHz
	Frequency offset of measurement filter -3B point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-5 dBm, Max(Prated,t,TRP – 35 dB, -12 dBm))
	1 MHz

	0.1*BWcontiguous  f < fmax
	0.1* BWcontiguous +0.5 MHz  f_offset < f_ offsetmax
	Min(-13 dBm, Max(Prated,t,TRP – 43 dB, -20 dBm))
	1 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. 



Table 9.7.4.5.2-2: OBUE limits applicable in the frequency range 37 – 52.6 GHz
	Frequency offset of measurement filter -3B point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-5 dBm, Max(Prated,t,TRP – 33 dB, -12 dBm))
	1 MHz

	0.1*BWcontiguous  f < fmax
	0.1* BWcontiguous +0.5 MHz  f_offset < f_ offsetmax
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))
	1 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap.



[bookmark: _Toc45893666][bookmark: _Toc44712353][bookmark: _Toc37267750][bookmark: _Toc37260362][bookmark: _Toc36817440][bookmark: _Toc29811888][bookmark: _Toc21127679]9.7.4.5.3	OTA operating band unwanted emission limits (Category B)
IAB-DU and IAB-MT unwanted emissions shall not exceed the maximum levels specified in table 9.7.4.5.3‑1 or 9.7.4.5.3-2.
Table 9.7.4.5.3-1: OBUE limits applicable in the frequency range 24.25 – 33.4 GHz
	Frequency offset of measurement filter -3 dB point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-5 dBm, Max(Prated,t,TRP – 35 dB, -12 dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 43 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 33 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. 
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.



Table 9.7.4.5.3-2: OBUE limits applicable in the frequency range 37 – 52.6 GHz
	Frequency offset of measurement filter -3 dB point,  f
	Frequency offset of measurement filter centre frequency, f_offset
	Limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-5 dBm, Max(Prated,t,TRP – 33 dB, -12 dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 31 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. 
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.



[bookmark: _Toc45893667][bookmark: _Toc44712354]9.7.4.5.4	Additional OTA operating band unwanted emission requirements
[bookmark: _Toc44712355]9.7.4.5.4.1	Protection of Earth Exploration Satellite Service
For IAB-DU and IAB-MT operating in the frequency range 24.25 – 27.5 GHz, the power of unwanted emission shall not exceed the limits in table 9.7.4.5.4.1-1.
Table 9.7.4.5.4.1-1: OBUE limits for protection of Earth Exploration Satellite Service
	Frequency range 
	Limit
	Measurement Bandwidth

	23.6 – 24 GHz
	-3 dBm (Note 1)
	200 MHz

	23.6 – 24 GHz
	-9 dBm (Note 2)
	200 MHz

	NOTE 1:	This limit applies to IAB-DU and IAB-MT brought into use on or before 1 September 2027 and enters into force from January 1, 2021.
NOTE 2: 	This limit applies to IAB-DU and IAB-MT brought into use after 1 September 2027.



[bookmark: _Toc45893668][bookmark: _Toc44712356][bookmark: _Toc37267751][bookmark: _Toc37260363][bookmark: _Toc36817441][bookmark: _Toc29811889][bookmark: _Toc21127680]9.7.5	OTA transmitter spurious emissions
[bookmark: _Toc45893669][bookmark: _Toc44712357][bookmark: _Toc37267752][bookmark: _Toc37260364][bookmark: _Toc36817442][bookmark: _Toc29811890][bookmark: _Toc21127681][bookmark: _Hlk494698976]9.7.5.1	General
Unless otherwise stated, all requirements are measured as mean power.
The OTA spurious emissions limits are specified as TRP per RIB unless otherwise stated.
[bookmark: _Toc45893670][bookmark: _Toc44712358][bookmark: _Toc37267753][bookmark: _Toc37260365][bookmark: _Toc36817443][bookmark: _Toc29811891][bookmark: _Toc21127682]9.7.5.2	Minimum requirement for IAB-DU type 1-O and IAB-MT type 1-O
[bookmark: _Toc45893671][bookmark: _Toc44712359][bookmark: _Toc37267754][bookmark: _Toc37260366][bookmark: _Toc36817444][bookmark: _Toc29811892][bookmark: _Toc21127683]9.7.5.2.1	General
For IAB-DU, the OTA transmitter spurious emission limits for FR1 shall apply from 30 MHz to 12.75 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in table 9.7.1-1. For some FR1 operating bands, the upper limit is higher than 12.75 GHz in order to comply with the 5th harmonic limit of the downlink operating band, as specified in ITU-R recommendation SM.329 [16].
For IAB-MT, the OTA transmitter spurious emission limits for FR1 shall apply from 30 MHz to 12.75 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported uplink operating band, up to ΔfOBUE above the highest frequency of each supported uplink operating band, where the ΔfOBUE is defined in table 9.7.1-2. For some FR1 operating bands, the upper limit is higher than 12.75 GHz in order to comply with the 5th harmonic limit of the uplink operating band, as specified in ITU-R recommendation SM.329 [16].
For multi-band RIB each supported operating band and ΔfOBUE MHz around each band are excluded from the OTA transmitter spurious emissions requirements.
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
IAB-DU type 1-O and IAB-MT type 1-O requirements consist of OTA transmitter spurious emission requirements based on TRP and co-location requirements not based on TRP.
[bookmark: _Toc45893672][bookmark: _Toc44712360][bookmark: _Toc37267755][bookmark: _Toc37260367][bookmark: _Toc36817445][bookmark: _Toc29811893][bookmark: _Toc21127684]9.7.5.2.2	General OTA transmitter spurious emissions requirements
The Tx spurious emissions requirements for IAB-DU type 1-O are that for each applicable basic limit above 30 MHz in clause 6.6.5.2.1, the TRP of any spurious emission shall not exceed an OTA limit specified as the basic limit + X, where X = 9 dB, unless stated differently in regional regulation.
The Tx spurious emissions requirements for IAB-MT type 1-O are that for each applicable basic limit above 30 MHz in clause 6.6.5.2.1, the TRP of any spurious emission shall not exceed an OTA limit specified as the basic limit + X, where X = 10log10(NTXU,countedpercell) dB, unless stated differently in regional regulation.
[bookmark: _Toc45893674][bookmark: _Toc44712362][bookmark: _Toc37267757][bookmark: _Toc37260369][bookmark: _Toc36817447][bookmark: _Toc29811895][bookmark: _Toc21127686]9.7.5.2.3	Additional spurious emissions requirements
These requirements may be applied for the protection of systems operating in frequency ranges other IAB-DU downlink operating band or IAB-MT uplink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the IAB-Node, or they may be set by local or regional regulation as a mandatory requirement for an NR operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in clause 4.5.
Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, CDMA, UTRA, E-UTRA, NR, etc.). The Tx additional spurious emissions requirements for IAB-DU type 1-O and IAB-MT type 1-O are that for each applicable basic limit in clause 6.6.5.2.3, the TRP of any spurious emission shall not exceed an OTA limit specified as the basic limit + X, where X = 9 dB for IAB-DU and X = 10log10(NTXU,countedpercell) dB for IAB-MT.
[bookmark: _Toc45893675][bookmark: _Toc44712363][bookmark: _Toc37267758][bookmark: _Toc37260370][bookmark: _Toc36817448][bookmark: _Toc29811896][bookmark: _Toc21127687]9.7.5.2.4	Co-location with other base stations and IAB-Nodes
These requirements may be applied for the protection of other receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD, E-UTRA, NR BS, IAB-DU and/or IAB-MT are co-located with an IAB-Node.
The requirements assume co-location with the same class.
NOTE:	For co-location with UTRA, the requirements are based on co-location with UTRA FDD or TDD base stations.
This requirement is a co-location requirement as defined in clause 4.9, the power levels are specified at the co-location reference antenna output(s).
The power sum of any spurious emission is specified over all supported polarizations at the output(s) of the co-location reference antenna and shall not exceed the basic limits in clause 6.6.5.2.3 + X dB, where X = -21 dB for IAB-DU and X = -30 + 10log10(NTXU,countedpercell) dB for IAB-MT.
For a multi-band RIB, the exclusions and conditions in the notes column of table 6.6.5.2.3-1 apply for each supported operating band.
[bookmark: _Toc45893676][bookmark: _Toc44712364][bookmark: _Toc37267759][bookmark: _Toc37260371][bookmark: _Toc36817449][bookmark: _Toc29811897][bookmark: _Toc21127688]9.7.5.3	Minimum requirement for IAB-DU and IAB-MT type 2-O
[bookmark: _Toc45893677][bookmark: _Toc44712365][bookmark: _Toc37267760][bookmark: _Toc37260372][bookmark: _Toc36817450][bookmark: _Toc29811898][bookmark: _Toc21127689]9.7.5.3.1	General
For IAB-DU type 2-O, the OTA transmitter spurious emission limits apply from 30 MHz to 2nd harmonic of the upper frequency edge of the downlink operating band, excluding the frequency range from ΔfOBUE below the lowest frequency of the downlink operating band, up to ΔfOBUE above the highest frequency of the downlink operating band, where the ΔfOBUE is defined in table 9.7.1-1.
For IAB-MT type 2-O, the OTA transmitter spurious emission limits apply from 30 MHz to 2nd harmonic of the upper frequency edge of the downlink operating band, excluding the frequency range from ΔfOBUE below the lowest frequency of the uplink operating band, up to ΔfOBUE above the highest frequency of the uplink operating band, where the ΔfOBUE is defined in table 9.7.1-2.
[bookmark: _Toc45893678][bookmark: _Toc44712366][bookmark: _Toc37267761][bookmark: _Toc37260373][bookmark: _Toc36817451][bookmark: _Toc29811899][bookmark: _Toc21127690]9.7.5.3.2	General OTA transmitter spurious emissions requirements
[bookmark: _Toc45893679][bookmark: _Toc44712367][bookmark: _Toc37267762][bookmark: _Toc37260374][bookmark: _Toc36817452][bookmark: _Toc29811900][bookmark: _Toc21127691]9.7.5.3.2.1	General
The requirements of either clause 9.7.5.3.2.2 (Category A limits) or clause 9.7.5.3.2.3 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for Operating band unwanted emissions in clause 9.7.4.
[bookmark: _Toc45893680][bookmark: _Toc44712368][bookmark: _Toc37267763][bookmark: _Toc37260375][bookmark: _Toc36817453][bookmark: _Toc29811901][bookmark: _Toc21127692]9.7.5.3.2.2	OTA transmitter spurious emissions (Category A)
The power of any spurious emission shall not exceed the limits in table 9.7.5.3.2-1
Table 9.7.5.3.2.2-1: IAB-DU and IAB-MT radiated Tx spurious emission limits in FR2
	Frequency range
	Limit
	Measurement Bandwidth
	Note

	30 MHz – 1 GHz
	-13 dBm
	100 kHz
	Note 1

	1 GHz – 2nd harmonic of the upper frequency edge of the DL operating band
	
	1 MHz
	Note 1, Note 2

	NOTE 1:	Bandwidth as in ITU-R SM.329 [2], s4.1
NOTE 2:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.



[bookmark: _Toc45893681][bookmark: _Toc44712369][bookmark: _Toc37267764][bookmark: _Toc37260376][bookmark: _Toc36817454][bookmark: _Toc29811902][bookmark: _Toc21127693]9.7.5.3.2.3	OTA transmitter spurious emissions (Category B)
The power of any spurious emission shall not exceed the limits in table 9.7.5.3.2.3-1.
Table 9.7.5.3.2.3-1: IAB-DU and IAB-MT radiated Tx spurious emission limits in FR2 (Category B)
	Frequency range 
(Note 4)
	Limit
	Measurement Bandwidth
	Note

	30 MHz    1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz    18 GHz
	-30 dBm
	1 MHz
	Note 1

	18 GHz    Fstep,1
	-20 dBm
	10 MHz
	Note 2

	Fstep,1    Fstep,2
	-15 dBm
	10 MHz
	Note 2

	Fstep,2    Fstep,3  
	-10 dBm
	10 MHz
	Note 2

	Fstep,4    Fstep,5
	-10 dBm
	10 MHz
	Note 2

	Fstep,5    Fstep,6
	-15 dBm
	10 MHz
	Note 2

	Fstep,6    2nd harmonic of the upper frequency edge of the DL operating band
	-20 dBm
	10 MHz
	Note 2, Note 3

	NOTE 1:	Bandwidth as in ITU-R SM.329 [2], s4.1
NOTE 2:	Limit and bandwidth as in ERC Recommendation 74-01 [19], Annex 2.
NOTE 3:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 4:	The step frequencies Fstep,X are defined in Table 9.7.5.3.2.3-2. 



Table 9.7.5.3.2.3-2: Step frequencies for defining the IAB-DU and IAB-MT radiated Tx spurious emission limits in FR2 (Category B)
	Operating band
	Fstep,1
(GHz)
	Fstep,2
(GHz)
	Fstep,3
(GHz) (Note 2)
	Fstep,4
(GHz) (Note 2)
	Fstep,5
(GHz)
	Fstep,6
(GHz)

	n258
	18
	21
	22.75
	29
	30.75
	40.5

	n259
	23.5
	35.5
	38
	45
	47.5
	59.5

	NOTE 1:	Fstep,X are based on ERC Recommendation 74-01 [19], Annex 2.
NOTE 2:	Fstep,3 and Fstep,4 are aligned with the values for ΔfOBUE in Table 9.7.1-1 and Table 9.7.1-2.


[bookmark: _Toc45893682][bookmark: _Toc44712370][bookmark: _Toc37267765][bookmark: _Toc37260377][bookmark: _Toc36817455][bookmark: _Toc29811903][bookmark: _Toc21127694]9.7.5.3.3	Additional OTA transmitter spurious emissions requirements
These requirements may be applied for the protection of systems operating in frequency ranges other than the IAB-Node. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the IAB-Node, or they may be set by local or regional regulation as a mandatory requirement for an NR operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in clause 4.5.
[bookmark: _Toc45893683][bookmark: _Toc44712371]9.7.5.3.3.1	Limits for protection of Earth Exploration Satellite Service
For IAB-DU and IAB-MT operating in the frequency range 24.25 – 27.5 GHz, the power of any spurious emissions shall not exceed the limits in Table 9.7.5.3.3.1-1.
[bookmark: _Hlk41916699]Table 9.7.5.3.3.1-1: Limits for protection of Earth Exploration Satellite Service
	Frequency range 
	Limit
	Measurement Bandwidth
	Note

	23.6 – 24 GHz
	-3 dBm 
	200 MHz
	Note 1

	23.6 – 24 GHz
	-9 dBm
	200 MHz
	Note 2

	NOTE 1:	This limit applies to IAB-DU and IAB-MT brought into use on or before 1 September 2027 and enters into force from January 1, 2021.
NOTE 2:	This limit applies to IAB-DU and IAB-MT brought into use after 1 September 2027.


 Detailed structure of the subclause is TBD.

[bookmark: _Toc18916189][bookmark: _Toc13080404]
9.8	OTA transmitter intermodulation
<End of text proposal>




image1.wmf
dB

MHz

offset

f

dBm

÷

ø

ö

ç

è

æ

-

×

-

-

05

.

0

_

5

7

7


image2.wmf
dB

MHz

offset

f

÷

ø

ö

ç

è

æ

-

-

05

.

0

_

5

7

dBm

 

22

-


oleObject1.bin

image3.wmf
dB

MHz

offset

f

dBm

÷

ø

ö

ç

è

æ

-

-

-

05

.

0

_

5

7

30


oleObject2.bin

