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Background
This contribution provides text proposal on the NR CA band combination CA_n71-n78 as defined in Revised WID on NR inter-band Carrier Aggregation/Dual connectivity for 2 bands DL with x bands UL (x=1, 2) RP-200672 [1].
 
Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc519555228]6.x	CA_n71-n78
[bookmark: _Toc519555229]6.x.1	Common for 1 band UL and 2 bands UL CA
6.x.1.1 Operating bands for CA
Table 6.x.1-1: CA band combination of band n38 + n66
	NR CA Band Combination
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	[bookmark: OLE_LINK2]CA_n71-n78
	n71
	663 MHz
	–
	698 MHz
	617 MHz
	–
	652 MHz
	FDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD


[bookmark: _Toc519555230]6.x.1.2	Channel bandwidths per operating band for CA
Table 8.x.2-1: Supported bandwidths per CA band combination of band n2+n78 
	NR CA configuration / Bandwidth combination set [MHz]

	NR CA configuration
	UL configuration
	NR Band
	SCS
(kHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100 
	Bandwidth combination set

	CA_n71A-n78A
	CA_n71A-n78A
	n71
	15
	Yes
	Yes
	Yes
	Yes
	　
	　
	　
	　
	　
	　
	　
	　
	　
	0

	
	
	
	30
	　
	Yes
	Yes
	Yes
	　
	　
	　
	　
	　
	　
	　
	　
	　
	

	
	
	
	60
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	

	
	
	n78
	15
	　
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	　
	　
	　
	　
	　
	

	
	
	
	30
	　
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	　
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n71A-n78(2A)
	CA_n71A-n78A
	n71
	15
	Yes
	Yes
	Yes
	Yes
	　
	　
	　
	　
	　
	　
	　
	　
	　
	0

	
	
	
	30
	　
	Yes
	Yes
	Yes
	　
	　
	　
	　
	　
	　
	　
	　
	　
	

	
	
	
	60
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	





[bookmark: _Toc519555231]6.x.1.3	Co-existence studies
[bookmark: OLE_LINK5][bookmark: OLE_LINK6]DC_71A_n78A is defined in Rel-16. Co-existence studies for DC_71A_n78A can be reused for CA_n71-n78.
[bookmark: _Toc519555232]6.x.1.4	∆TIB and ∆RIB values
For CA_n71-n78, the TIB,c and RIB values are given in the tables below.
Table 6.x.1.4-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n71-n78
	n71
	0.5

	
	n78
	0.8



Table 6.x.1.4-2: ΔRIB
	Inter-band CA Configuration
	NR Band
	ΔRIB [dB]

	CA_n71-n78
	n71
	0.2

	
	n78
	0.5



[bookmark: _Toc519555233]6.x.1.5	REFSENs requirements
[bookmark: _Toc24456][bookmark: _Toc13133208][bookmark: _Toc523930200][bookmark: _Toc9607697]There is no harmonic issue for the CA combination.
[bookmark: _Toc47701548][bookmark: OLE_LINK35]6.x.1.6	OOB blocking exception requirements
Table 6.x.1.6-1: CA band combination with exceptions allowed
	CA band combination

	CA_n71-n78



6.x.2		Specific for 2 bands UL CA
[bookmark: _Toc47701550]6.x.2.1	Maximum output power for inter-band CA
Table 6.x.2.1-1: UE Power Class for uplink inter-band CA
	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	CA_n71A-n78A
	23
	+2/-32

	NOTE 2:	2 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



[bookmark: _Toc19929][bookmark: _Toc13133209][bookmark: _Toc9607698][bookmark: _Toc523930201]6.x.2.2		UE co-existence
Table 6.x.2.2-2 lists the protected bands required for the 2UL bands CA configuration.
Table 6.x.2.2-2: Protected bands for the 2UL bands CA configuration
	NR CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n71-n78
	E-UTRA Band 5, 26
	FDL_low 
	-
	FDL_high 
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low 
	-
	FDL_high 
	-50
	1
	2

	NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRB x 180 kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.



[bookmark: OLE_LINK69][bookmark: _Toc523930202][bookmark: _Toc9607699][bookmark: _Toc18279][bookmark: _Toc13133210]6.x.2.3		REFSENS requirements
DC_71A_n78A is defined in existing Rel-16 TS 38.101-3. Two-tone 5th order IMD products may fall into the own Rx Band of Band n71. The MSD value can be reused from DC_71A_n78A.
Table 6.x.2.3: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n71A-n78A
CA_n71A-n78(2A)
	n71
	681.5
	5
	25
	635.5
	5.5
	FDD
	IMD5

	
	n78
	3361.5
	10
	50
	3582.5
	N/A
	TDD
	N/A


---End of changes---
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