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[bookmark: _Toc21338318][bookmark: _Toc29808426][bookmark: _Toc37068345][bookmark: _Toc37083890][bookmark: _Toc37084232][bookmark: _Toc40209594][bookmark: _Toc40209936][bookmark: _Toc45892895]9.1	General
This clause covers the UE demodulation performance requirements for EN-DC, NE-DC, inter-band NR-DC between FR1 and FR2, and inter-band NR CA between FR1 and FR2.


<<Unchanged Sections Skipped>>

9.5B	Power imbalance requirements for DC
[bookmark: _Toc21338329][bookmark: _Toc29808437][bookmark: _Toc37068356][bookmark: _Toc37083901][bookmark: _Toc37084243][bookmark: _Toc40209605][bookmark: _Toc40209947][bookmark: _Toc45892906]9.5B.1	EN-DC
9.5B.1.1	General
9.5B.1.1.1	Applicability of requirements 
TBD
[bookmark: _Toc21338330][bookmark: _Toc29808438][bookmark: _Toc37068357][bookmark: _Toc37083902][bookmark: _Toc37084244][bookmark: _Toc40209606][bookmark: _Toc40209948][bookmark: _Toc45892907]9.5B.1.2	Intra-band contiguous EN-DC within FR1
The requirements in this section verify the ability of intra-band contiguous EN-DC UE to demodulate the signal transmitted by the NR SCG in the presence of a stronger E-UTRA MCG. The parameters specified in Table 5.xx are valid for all intra-band contiguous EN-DC power imbalance tests unless otherwise stated. The test setup for E-UTRA MCG CC is specified in Clause 9.1.2. During the test, only the PDSCH performance on the NR SCG CC shall be verified.

[bookmark: _Toc21338331][bookmark: _Toc29808439][bookmark: _Toc37068358][bookmark: _Toc37083903][bookmark: _Toc37084245][bookmark: _Toc40209607][bookmark: _Toc40209949][bookmark: _Toc45892908]9.5B.1.2.1	2Rx requirements 
9.5B.1.2.1.1	FDD
The performance requirements are specified in Table 9.5B.1.2.1.1-1 and the downlink physical channel setup according to Annex C.3.1.

Table 9.5B.1.2.1.1-1: Minimum performance with 15 kHz SCS 
	Test Number
	Bandwidth (MHz)
	Reference channel
	Power at Antenna Port 
in dBm/Hz
	Reference value
Fraction of Maximum
Throughput (%)

	
	SCG CC
	MCG CC
	SCG CC
	MCG CC
	SCG CC
	SCG CC

	1
	TBD
	NA
	TBD
	TBD
	TBD
	85




9.5B.1.2.1.2	TDD
The performance requirements are specified in Table 9.5B.1.2.1.2-1 [and Table 9.5B.1.2.1.2-2] and the downlink physical channel setup according to Annex C.3.1.

Table 9.5B.1.2.1.2-1: Minimum performance with 30 kHz SCS
	Test Number
	Bandwidth (MHz)
	Reference channel
	Power at Antenna Port 
in dBm/Hz
	Reference value
Fraction of Maximum
Throughput (%)

	
	SCG CC
	MCG CC
	SCG CC
	MCG CC
	SCG CC
	SCG CC

	1
	TBD
	NA
	TBD
	TBD
	TBD
	85




[Table 9.5B.1.2.1.2-2: Minimum performance with 15 kHz SCS]
	Test Number
	Bandwidth (MHz)
	Reference channel
	Power at Antenna Port 
in dBm/Hz
	Reference value
Fraction of Maximum
Throughput (%)

	
	SCG CC
	MCG CC
	SCG CC
	MCG CC
	SCG CC
	SCG CC

	1
	TBD
	NA
	TBD
	TBD
	TBD
	85



9.5B.1.2.2	4Rx requirements 
9.5B.1.2.2.1	FDD
9.5B.1.2.2.2	TDD
9.5B.1.3	Intra-band non-contiguous EN-DC within FR1
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