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<start of the change 1>
4.2.2.9.1 	Introduction
This section contains the requirements for measurements on intra-frequency NR cells when Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and when the UE is configured any of the following relaxed measurement critera:
-	Relaxed measurement criterion for UE with low mobility defined in clause 5.2.4.X9.1 in [1],
[bookmark: _Hlk42030516]-	Relaxed measurement criterion for UE not-at-cell edge defined in clause 5.2.4.9X.2 in [1],
-	Both low mobility criterion and not-at-cell edge criterion as defined in clauses 5.2.4.X9.1 and 5.2.4.X9.2 in [1] respectively.
4.2.2.9.2 	Measurements for UE fulfilling low mobility criterion
This clause contains requirements for measurements on intra-frequency NR cells provided that:
[bookmark: _Hlk40295930]-	T331 timer is not running for EMR measurements on intra-frequency NR carrier and
-	UE is configured with low mobility criterion, or  
-	UE is configured with both low mobility criterion and not-at-cell edge criteria but has fulfilled only the low mobility criterion.
The requirements defined in clause 4.2.2.3 apply for this section except that:
-	Tdetect,NR_Intra as specified in Table 4.2.2.9.1-1.
-	Tmeasure,NR_Intra as specified in Table 4.2.2.9.1-1.
-	Tevaluate,NR_Intra as specified in Table 4.2.2.9.1-1.
Table 4.2.2.9.1-1: Tdetect,NR_Intra, Tmeasure,NR_Intra and Tevaluate,NR_Intra
	DRX cycle length [s]
	Scaling Factor (N1)
	Tdetect,NR_Intra [s] (number of DRX cycles)
	Tmeasure,NR_Intra [s] (number of DRX cycles)
	Tevaluate,NR_Intra
[s] (number of DRX cycles)

	
	FR1
	FR2Note1
	
	
	

	0.32
	1
	8
	11.52 x N1 x M2 x K1 (36 x N1 x M2 x K1)
	1.28 x N1 x M2 x K1 (4 x N1 x M2 x K1)
	5.12 x N1 x M2 x K1 (16 x N1 x M2 x K1)

	0.64
	
	5
	17.92 x N1 x K1 (28 x N1 x K1)
	1.28 x N1 x K1 (2 x N1 x K1)
	5.12 x N1 x K1 (8 x N1 x K1)

	1.28
	
	4
	32 x N1 x K1 (25 x N1 x K1)
	1.28 x N1 x K1 (1 x N1 x K1)
	6.4 x N1 x K1 (5 x N1 x K1)

	2.56
	
	3
	58.88 x N1 x K1 (23 x N1 x K1)
	2.56 x N1 x K1 (1 x N1 x K1)
	7.68 x N1 x K1 (3 x N1 x K1)

	Note 1:	Applies for UE supporting power class 2&3&4. For UE supporting power class 1, N1 = 8 for all DRX cycle length.
Note 2:	M2 = 1.5 if SMTC periodicity of measured intra-frequency cell > 20 ms; otherwise M2=1.
Note 3:	K1 = 3 is the measurement relaxation factor applicable for UE fulfilling the low mobility.



4.2.2.9.3 	Measurements for UE fulfilling not-at-cell edge criterion
This clause contains requirements for measurements on intra-frequency NR cells provided that:
-	T331 timer is not running for EMR measurements on intra-frequency NR carrier and
-	UE is configured with not-at-cell edge criterion, or  
-	UE is configured with both low mobility criterion and not-at-cell edge criteria but has fulfilled only the not-at-cell edge criterion.
The requirements defined in clause 4.2.2.3 apply for this section except that:
-	Tdetect,NR_Intra as specified in Table 4.2.2.9.3-1.
-	Tmeasure,NR_Intra as specified in Table 4.2.2.9.3-1.
-	Tevaluate,NR_Intra as specified in Table 4.2.2.9.3-1.
Table 4.2.2.9.3-1: Tdetect,NR_Intra, Tmeasure,NR_Intra and Tevaluate,NR_Intra
	DRX cycle length [s]
	Scaling Factor (N1)
	Tdetect,NR_Intra [s] (number of DRX cycles)
	Tmeasure,NR_Intra [s] (number of DRX cycles)
	Tevaluate,NR_Intra
[s] (number of DRX cycles)

	
	FR1
	FR2Note1
	
	
	

	0.32
	1
	8
	11.52 x N1 x M2 x K1 (36 x N1 x M2 x K1)
	1.28 x N1 x M2 x K1 (4 x N1 x M2 x K1)
	5.12 x N1 x M2 x K1 (16 x N1 x M2 x K1)

	0.64
	
	5
	17.92 x N1 x K1 (28 x N1 x K1)
	1.28 x N1 x K1 (2 x N1 x K1)
	5.12 x N1 x K1 (8 x N1 x K1)

	1.28
	
	4
	32 x N1 x K1 (25 x N1 x K1)
	1.28 x N1 x K1 (1 x N1 x K1)
	6.4 x N1 x K1 (5 x N1 x K1)

	2.56
	
	3
	58.88 x N1 x K1 (23 x N1 x K1)
	2.56 x N1 x K1 (1 x N1 x K1)
	7.68 x N1 x K1 (3 x N1 x K1)

	Note 1:	Applies for UE supporting power class 2&3&4. For UE supporting power class 1, N1 = 8 for all DRX cycle length.
Note 2:	M2 = 1.5 if SMTC periodicity of measured intra-frequency cell > 20 ms; otherwise M2=1.
Note 3:	K1 = 3 is the measurement relaxation factor applicable for UE fulfilling the not-at-cell edge criterion.



4.2.2.9.4 	Measurements for UE fulfilling low mobility and not-at-cell edge criteria
This clause contains requirements for measurements on intra-frequency NR cells provided that:
-	T331 timer is not running for EMR measurements on intra-frequency NR carrier, and
-	UE is configured with both low mobility criterion and not-at-cell edge criterion, and 
-	has also fulfilled both criteria
In this case the UE is not required to meet Tdetect,NR_Intra, Tmeasure,NR_Intra and Tevaluate,NR_Intra as defined in Table 4.2.2.3-1.
4.2.2.10	Measurements of inter-frequency NR cells for UE configured with relaxed measurement criterion
4.2.2.10.1 	Introduction
This section contains the requirements for measurements on inter-frequency NR cells when Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and when the UE is configured with any of following relaxed measurement criteria:
· Relaxed measurement criterion for UE with low mobility defined in clause 5.2.4.X9.1 in [1],
· Relaxed measurement criterion for UE not-at-cell edge defined in clause 5.2.4.X9.2 in [1],
· Both low mobility criterion and not-at-cell edge criterion as defined in clauses 5.2.4.X9.1 and 5.2.4.X9.2 in [1] respectively.  
<end of the change 1>



<start of the change 2>
4.2.2.11.1 	Introduction
This section contains the requirements for measurements on inter-RAT E-UTRAN cells when Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and when the UE is configured with any of following relaxed measurement critera:
-	Relaxed measurement criterion for UE with low mobility defined in clause 5.2.4.X9.1 in [1],
-	Relaxed measurement criterion for UE not-at-cell edge defined in clause 5.2.4.X9.2 in [1],
-	Both low mobility criterion and not-at-cell edge criterion as defined in clauses 5.2.4.X9.1 and 5.2.4.X9.2 in [1] respectively.  

<end of the change 2>


<start of the change 3>
8.2.2.2.9	 Interruptions at NR SRS carrier based switching
SRS transmission can be configured on a carrier not configured for PUCCH/PUSCH transmission. When a UE needs to transmit periodic, semi-persistent or aperiodic SRS on a carrier of a serving cell not configured for PUCCH/PUSCH transmission, the UE can perform carrier based switching to one or more carriers not configured for PUCCH/PUSCH transmission from a carrier with PUCCH/PUSCH transmission or from a carrier not configured for PUCCH/PUSCH transmission prior to transmitting SRS, provided that:
-	switching is from a configured carrier to another activated carrier;
-	the carrier of SCells not configured for PUCCH/PUSCH transmission to which SRS carrier based switching is performed is indicated by DCI SRS request field for aperiodic SRS transmission, or indicated by MAC-CE for semi-persistent SRS transmission, or configured via RRC for periodic SRS transmission;
-	the serving cell, from which SRS carrier based switching is performed and whose UL transmission may therefore be interrupted, is indicated by srs-SwitchFromServCellIndex and srs-SwitchFromCarrier in TS38.331 [2];
-	 the SRS switching is not colliding with any other transmission with higher priority defined in TS 38.214 [26].
-	for UE, which does not support simultaneous reception and transmission for inter-band TDD CA specified in TS 38.331 [2], and is compliant to the requirements for inter-band CA with uplink in one NR band and without simultaneous Rx/Tx specified in TS 38.101 [5], the SRS transmission are not simultaneously scheduled with DL SSB/CSI-RS for L3 or L1 measurements transmission on other carriers.
The UE shall not perform SRS carrier based switching if the above conditions cannot be met.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell if UE is not capable of Per-FR gap, or on active serving cell(s) in FR1 if UE is capable of Per-FR gap, during the switching to the carrier of a serving cell in FR1 not configured for PUCCH/PUSCH transmission,
-	with up to X1 slot as specified in Table 8.2.2.2.9-1.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell if UE is not capable of Per-FR gap, or on active serving cell(s) in FR2 if UE is capable of Per-FR gap, during the switching to the carrier of a serving cell in FR2 not configured for PUCCH/PUSCH transmission,
-	with up to X2 slot as specified in Table 8.2.2.2.9-2.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell if UE is not capable of Per-FR gap, or on active serving cell(s) in FR1 if UE is capable of Per-FR gap, during the switching from the carrier of a serving cell in FR1 not configured for PUCCH/PUSCH transmission,
-	with up to X1 slot as specified in Table 8.2.2.2.9-1.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell if UE is not capable of Per-FR gap, or on active serving cell(s) in FR2 if UE is capable of Per-FR gap, during the switching from the carrier of a serving cell in FR2 not configured for PUCCH/PUSCH transmission,
-	with up to X2 slot as specified in Table 8.2.2.2.9-2.
Table 8.2.2.2.9-1: Interruption length X1 (slot) 
	[image: ]
	NR Slot length (ms) of victim cell
	SRS carrier switching time (us)Note 1
	Interruption length X1 (slots)

	
	
	
	Sub carrier spacing for agressor cell (kHz)

	
	
	
	15
	30

	0
	1
	≤ 200
	2
	2

	
	
	300, 500
	2
	2

	
	
	900
	3
	3

	1
	0.5
	≤ 200
	3
	2

	
	
	300, 500
	3
	3

	
	
	900
	4
	4

	2
	0.25
	≤ 200
	4
	3

	
	
	300, 500
	5
	4

	
	
	900
	7
	6

	3
	0.125
	≤ 200
	7
	5

	
	
	300, 500
	9
	7

	
	
	900
	12
	10

	Note1:	NR SRS carrier switching time is UE capability indicated by higher layer parameter SRS-SwitchingTimeNR.



Table 8.2.2.2.9-2: Interruption length X2 (slot) 
	[image: ]
	NR Slot length (ms) of victim cell
	SRS carrier switching time (us) Note 1
	Interruption length X2 (slots)

	
	
	
	Sub carrier spacing for agressor cell (kHz)

	
	
	
	60
	120

	0
	1
	≤ 200
	2
	2

	1
	0.5
	≤ 200
	2
	2

	2
	0.25
	≤ 200
	3
	3

	3
	0.125
	≤ 200
	4
	4



For intra-band SRS carrier switching in FR1 and FR2, interruptions in Table 8.2.1.2.12X-1 and in Table 8.2.1.2.X12-2 based on SRS carrier switching time ≤ 200us shall apply. For inter-band SRS carrier switching in FR1 and between FR1 and FR2, interruptions in Table 8.2.1.2.X12-1 and in Table 8.2.1.2.X12-2 shall apply.
<end of the change 3>



<start of the change 4>
8.2.3.2.11	 Interruptions at NR SRS carrier based switching
SRS transmission can be configured on a carrier not configured for PUCCH/PUSCH transmission. When a UE needs to transmit periodic, semi-persistent or aperiodic SRS on a carrier of a serving cell not configured for PUCCH/PUSCH transmission, the UE can perform carrier based switching to one or more carriers not configured for PUCCH/PUSCH transmission from a carrier with PUCCH/PUSCH transmission or from a carrier not configured for PUCCH/PUSCH transmission prior to transmitting SRS, provided that:
-	switching is from a configured carrier to another activated carrier;
-	the carrier of SCells not configured for PUCCH/PUSCH transmission to which SRS carrier based switching is performed is indicated by DCI SRS request field for aperiodic SRS transmission, or indicated by MAC-CE for semi-persistent SRS transmission, or configured via RRC for periodic SRS transmission;
-	the serving cell, from which SRS carrier based switching is performed and whose UL transmission may therefore be interrupted, is indicated by srs-SwitchFromServCellIndex and srs-SwitchFromCarrier in TS38.331 [2];
-	 the SRS switching is not colliding with any other transmission with higher priority defined in TS 38.214 [26].
-	for UE, which does not support simultaneous reception and transmission for inter-band TDD CA specified in TS 38.331 [2], and is compliant to the requirements for inter-band CA with uplink in one NR band and without simultaneous Rx/Tx specified in TS 38.101 [5], the SRS transmission are not simultaneously scheduled with DL SSB/CSI-RS for L3 or L1 measurements transmission on other carriers.
The UE shall not perform SRS carrier based switching if the above conditions cannot be met.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell in MCG if UE is not capable of Per-FR gap, or on active serving cell(s) in MCG in FR1 if UE is capable of Per-FR gap, during the switching to the carrier of a serving cell in FR1 not configured for PUCCH/PUSCH transmission,
-	with up to X1 slot as specified in Table 8.2.3.2.11-1.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell in MCG if UE is not capable of Per-FR gap, or on active serving cell(s) in MCG in FR2 if UE is capable of Per-FR gap, during the switching to the carrier of a serving cell in FR2 not configured for PUCCH/PUSCH transmission,
-	with up to X2 slot as specified in Table 8.2.3.2.11-2.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell in MCG if UE is not capable of Per-FR gap, or on active serving cell(s) in MCG in FR1 if UE is capable of Per-FR gap, during the switching from the carrier of a serving cell in FR1 not configured for PUCCH/PUSCH transmission,
-	with up to X1 slot as specified in Table 8.2.3.2.11-1.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell in MCG if UE is not capable of Per-FR gap, or on active serving cell(s) in MCG in FR2 if UE is capable of Per-FR gap, during the switching from the carrier of a serving cell in FR2 not configured for PUCCH/PUSCH transmission,
-	with up to X2 slot as specified in Table 8.2.3.2.11-2.
Table 8.2.3.2.11-1: Interruption length X1 (slot) 
	[image: ]
	NR Slot length (ms) of victim cell
	SRS carrier switching time (us)Note 1
	Interruption length X1 (slots)

	
	
	
	Sub carrier spacing for agressor cell (kHz)

	
	
	
	15
	30

	0
	1
	≤ 200
	2
	2

	
	
	300, 500
	2
	2

	
	
	900
	3
	3

	1
	0.5
	≤ 200
	3
	2

	
	
	300, 500
	3
	3

	
	
	900
	4
	4

	2
	0.25
	≤ 200
	4
	3

	
	
	300, 500
	5
	4

	
	
	900
	7
	6

	3
	0.125
	≤ 200
	7
	5

	
	
	300, 500
	9
	7

	
	
	900
	12
	10

	Note1:	NR SRS carrier switching time is UE capability indicated by higher layer parameter SRS-SwitchingTimeNR.



Table 8.2.3.2.11-2: Interruption length X2 (slot) 
	[image: ]
	NR Slot length (ms) of victim cell
	SRS carrier switching time (us) Note 1
	Interruption length X2 (slots)

	
	
	
	Sub carrier spacing for agressor cell (kHz)

	
	
	
	60
	120

	0
	1
	≤ 200
	2
	2

	1
	0.5
	≤ 200
	2
	2

	2
	0.25
	≤ 200
	3
	3

	3
	0.125
	≤ 200
	4
	4



For intra-band SRS carrier switching in FR1 and FR2, interruptions in Table 8.2.1.2.X12-1 and in Table 8.2.1.2.X12-2 based on SRS carrier switching time ≤ 200us shall apply. For inter-band SRS carrier switching in FR1 and between FR1 and FR2, interruptions in Table 8.2.1.2.X12-1 and in Table 8.2.1.2.X12-2 shall apply.
<end of the change 4>



<start of the change 5>
8.2.4.2.9	Interruptions at NR SRS carrier based switching
SRS transmission can be configured on a carrier not configured for PUCCH/PUSCH transmission. When a UE needs to transmit periodic, semi-persistent or aperiodic SRS on a carrier of a serving cell not configured for PUCCH/PUSCH transmission, the UE can perform carrier based switching to one or more carriers not configured for PUCCH/PUSCH transmission from a carrier with PUCCH/PUSCH transmission or from a carrier not configured for PUCCH/PUSCH transmission prior to transmitting SRS, provided that:
-	switching is from a configured carrier to another activated carrier;
-	the carrier of SCells not configured for PUCCH/PUSCH transmission to which SRS carrier based switching is performed is indicated by DCI SRS request field for aperiodic SRS transmission, or indicated by MAC-CE for semi-persistent SRS transmission, or configured via RRC for periodic SRS transmission;
-	the serving cell, from which SRS carrier based switching is performed and whose UL transmission may therefore be interrupted, is indicated by srs-SwitchFromServCellIndex and srs-SwitchFromCarrier in TS38.331 [2];
-	 the SRS switching is not colliding with any other transmission with higher priority defined in TS 38.214 [26].
-	for UE, which does not support simultaneous reception and transmission for inter-band TDD CA specified in TS 38.331 [2], and is compliant to the requirements for inter-band CA with uplink in one NR band and without simultaneous Rx/Tx specified in TS 38.101 [5], the SRS transmission are not simultaneously scheduled with DL SSB/CSI-RS for L3 or L1 measurements transmission on other carriers.
The UE shall not perform SRS carrier based switching if the above conditions cannot be met.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell if UE is not capable of Per-FR gap, or on active serving cell(s) in FR1 if UE is capable of Per-FR gap, during the switching to the carrier of a serving cell in FR1 not configured for PUCCH/PUSCH transmission,
-	with up to X1 slot as specified in Table 8.2.4.2.9-1.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell if UE is not capable of Per-FR gap, or on active serving cell(s) in FR2 if UE is capable of Per-FR gap, during the switching to the carrier of a serving cell in FR2 not configured for PUCCH/PUSCH transmission,
-	with up to X2 slot as specified in Table 8.2.4.2.9-2.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell if UE is not capable of Per-FR gap, or on active serving cell(s) in FR1 if UE is capable of Per-FR gap, during the switching from the carrier of a serving cell in FR1 not configured for PUCCH/PUSCH transmission,
-	with up to X1 slot as specified in Table 8.2.4.2.9-1.
When SRS carrier based switching is performed between carriers, the UE is allowed interruptions on any active serving cell if UE is not capable of Per-FR gap, or on active serving cell(s) in FR2 if UE is capable of Per-FR gap, during the switching from the carrier of a serving cell in FR2 not configured for PUCCH/PUSCH transmission,
-	with up to X2 slot as specified in Table 8.2.4.2.9-2.
Table 8.2.4.2.9-1: Interruption length X1 (slot) 
	[image: ]
	NR Slot length (ms) of victim cell
	SRS carrier switching time (us)Note 1
	Interruption length X1 (slots)

	
	
	
	Sub carrier spacing for agressor cell (kHz)

	
	
	
	15
	30

	0
	1
	≤ 200
	2
	2

	
	
	300, 500
	2
	2

	
	
	900
	3
	3

	1
	0.5
	≤ 200
	3
	2

	
	
	300, 500
	3
	3

	
	
	900
	4
	4

	2
	0.25
	≤ 200
	4
	3

	
	
	300, 500
	5
	4

	
	
	900
	7
	6

	3
	0.125
	≤ 200
	7
	5

	
	
	300, 500
	9
	7

	
	
	900
	12
	10

	Note1:	NR SRS carrier switching time is UE capability indicated by higher layer parameter SRS-SwitchingTimeNR.



Table 8.2.4.2.9-2: Interruption length X2 (slot) 
	[image: ]
	NR Slot length (ms) of victim cell
	SRS carrier switching time (us) Note 1
	Interruption length X2 (slots)

	
	
	
	Sub carrier spacing for agressor cell (kHz)

	
	
	
	60
	120

	0
	1
	≤ 200
	2
	2

	1
	0.5
	≤ 200
	2
	2

	2
	0.25
	≤ 200
	3
	3

	3
	0.125
	≤ 200
	4
	4



For intra-band SRS carrier switching in FR1 and FR2, interruptions in Table 8.2.1.2.X12-1 and in Table 8.2.1.2.X12-2 based on SRS carrier switching time ≤ 200us shall apply. For inter-band SRS carrier switching in FR1 and between FR1 and FR2, interruptions in Table 8.2.1.2.X12-1 and in Table 8.2.1.2.X12-2 shall apply.
<end of the change 5>



<start of the change 6>
9.7.2.2 	Requirements applicability
The requirements in clause 9.7.2 apply, provided:
-	SRS resources configured for SRS-RSRP measurements are measurable.
An SRS resource configured for SRS-RSRP shall be considered measurable when for each relevant SRS the following conditions are met:
-	SRS-RSRP related side conditions given in clauses 10.1.22.1 for FR1 and FR2 for a corresponding band,
-	SRS_RP and SRS Ês/Iot according to Annex B.2.x7 for a corresponding band.
<end of the change 6>



<start of the change 7>
9.8.2	Requirements applicability
The requirements in clause 9.x8 apply, provided:
-	CMR resources configured for L1-SINR measurements are measurable, and
-	NZP-IMR resources configured for L1-SINR measurements if applicable are measurable.
Requirements are defined for periodic, semi-persistent and aperiodic resources.
<end of the change 7>
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