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[bookmark: _Toc29805194][bookmark: _Toc36456403][bookmark: _Toc36469501][bookmark: _Toc37253910][bookmark: _Toc37322767][bookmark: _Toc37324173][bookmark: _Toc45889696]5.4.3.3	Synchronization raster entries for each operating band
The synchronization raster for each band is give in Table 5.4.3.3-1. The distance between applicable GSCN entries is given by the <Step size> indicated in Table 5.4.3.3-1.
Table 5.4.3.3-1: Applicable SS raster entries per operating band
	NR Operating BandTable 5.4.3.3-1: Applicable SS r
	SS Block SCSTable 5.4.3.3-1: Applicable SS r
	SS Block pattern1Table 5.4.3.3-1: Applicable SS r
	Range of GSCN
(First – <Step size> – Last)Table 5.4.3.3-1: Applicable SS r

	n257 Table 5.4.3.3-1: Applicable SS r
	120 kHzTable 5.4.3.3-1: Applicable SS r
	Case DTable 5.4.3.3-1: Applicable SS r
	22388 - <1> - 22558Table 5.4.3.3-1: Applicable SS r

	
	240 kHzTable 5.4.3.3-1: Applicable SS r
	Case ETable 5.4.3.3-1: Applicable SS r
	22390 - <2> - 22556Table 5.4.3.3-1: Applicable SS r

	n258Table 5.4.3.3-1: Applicable SS r
	120 kHzTable 5.4.3.3-1: Applicable SS r
	Case DTable 5.4.3.3-1: Applicable SS r
	22257 - <1> - 22443Table 5.4.3.3-1: Applicable SS r

	
	240 kHzTable 5.4.3.3-1: Applicable SS r
	Case ETable 5.4.3.3-1: Applicable SS r
	22258 - <2> - 22442Table 5.4.3.3-1: Applicable SS r

	n259Table 5.4.3.3-1: Applicable SS r
	120 kHzTable 5.4.3.3-1: Applicable SS r
	Case DTable 5.4.3.3-1: Applicable SS r
	23140 – <1> – 23369Table 5.4.3.3-1: Applicable SS r

	
	240 kHzTable 5.4.3.3-1: Applicable SS r
	Case ETable 5.4.3.3-1: Applicable SS r
	23142 – <2> – 23368Table 5.4.3.3-1: Applicable SS r

	n260 Table 5.4.3.3-1: Applicable SS r
	120 kHzTable 5.4.3.3-1: Applicable SS r
	Case DTable 5.4.3.3-1: Applicable SS r
	22995 - <1> - 23166Table 5.4.3.3-1: Applicable SS r

	
	240 kHzTable 5.4.3.3-1: Applicable SS r
	Case ETable 5.4.3.3-1: Applicable SS r
	22996 - <2> - 23164Table 5.4.3.3-1: Applicable SS r

	n261Table 5.4.3.3-1: Applicable SS r
	120 kHzTable 5.4.3.3-1: Applicable SS r
	Case DTable 5.4.3.3-1: Applicable SS r
	22446 - <1> - 22492Table 5.4.3.3-1: Applicable SS r

	
	240 kHzTable 5.4.3.3-1: Applicable SS r
	Case ETable 5.4.3.3-1: Applicable SS r
	22446 - <2> - 22490Table 5.4.3.3-1: Applicable SS r

	NOTE 1:	SS Block pattern is defined in clause 4.1 in TS 38.213 [10].Table 5.4.3.3-1: Applicable SS r



