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	Reason for change:
	The CR corrects the tabe with wanted signal power levels and interferer signal power levels. Currently, the wanted power is only specified for WA BS. However, the wanted signal power level is also applicalbe for MR and LA BS.

	
	

	Summary of change:
	The table heading for wanted power signal level is corrected to apply for WA, MR and LA BS.

	
	

	Consequences if not approved:
	If not changed, the specification is unclear for MR and LA BS, since no wanted signal is specified.
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[bookmark: _Toc37268602][bookmark: _Toc37268151][bookmark: _Toc29811647][bookmark: _Toc29811196][bookmark: _Toc13079708]7.5.3	Co-location minimum requirements for BS type 1-C and BS type 1-H
This additional blocking requirement may be applied for the protection of NR BS receivers when GSM, CDMA, UTRA, E-UTRA or NR BS operating in a different frequency band are co-located with a NR BS. The requirement is applicable to all BS channel bandwidths supported by the NR BS.
The requirements in this clause assume a 30 dB coupling loss between interfering transmitter and NR BS receiver and are based on co-location with base stations of the same class.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1-H TAB connector input using the parameters in table 7.5.3-1 for all the BS classes. The reference measurement channel for the wanted signal is identified in tables 7.2.2-1, 7.2.2-2 and 7.2.2-3 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The blocking requirement for co-location with BS in other bands is applied for all operating bands for which co-location protection is provided.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.5.3-1: Blocking performance requirement for NR BS when co-located with BS in other frequency bands.
	Frequency range of interfering signal
	Wanted signal mean power for WA BS (dBm)
	Interfering signal mean power for WA BS (dBm)
	Interfering signal mean power for MR BS (dBm)
	Interfering signal mean power for LA BS (dBm)
	Type of interfering signal

	Frequency range of co-located downlink operating band
	PREFSENS +6dB
(Note 1)
	+16
	+8
	x (Note 2)
	CW carrier

	NOTE 1:	PREFSENS depends on the BS channel bandwidth as specified in Table 7.2.2-1, 7.2.2-2, and 7.2.2-3.
NOTE 2:	x = -7 dBm for NR BS co-located with Pico GSM850 or Pico CDMA850
x = -4 dBm for NR BS co-located with Pico DCS1800 or Pico PCS1900
x = -6 dBm for NR BS co-located with UTRA bands or E-UTRA bands or NR bands
NOTE 3:	The requirement does not apply when the interfering signal falls within any of the supported uplink operating band(s) or in ΔfOOB immediately outside any of the supported uplink operating band(s).




