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Introduction
Briefly introduce background, the scope of this email discussion and provide some guidelines for email discussion if necessary.
List of candidate target of email discussion for 1st round and 2nd round 
· 1st round: TBA
· 2nd round: TBA

Topic #1: 30kHz SCS support for n34 and n39 SSB
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2010108 Disucssion on support of 30KHz SCS for SSB of n34 and n39
	CMCC
	Observation 1: For n39, add 30KHz SSB SCS in addition to 15KHz requires 166 GSCN raster points, which is smaller than the wider bands (e.g. 223 in n40 and 313 in n41).
Observation 2: For n34, add 30KHz SSB SCS in addition to 15KHz requires only 38 GSCN raster points, which is much smaller than the wider bands (e.g. 223 in n40 and 313 in n41).
Proposal 1 : It is proposed to add 30KHz SCS support for n34 and n39 SSB in addition to 15KHz.

	R4-2010536	On default SSB for band n34, and n39
	Nokia
	Observation 1: Support of common SSB SCS among FR1 TDD bands can reduce the complexity of the network deployment and verification efforts in case carrier aggregations among TDD bands are deployed.
Proposal 1: 30 kHz SSB SCS is added to n34 and n39 in addition to 15 kHz SSB SCS.

	R4-2010620	On NR bands n34 and n39 supporting 30kHz SSB SCS
	ZTE
	Proposal 1: Add 30KHz SCS support for n34 and n39 SSB from Rel-15 spec, thus support both 15KHz and 30KHz SCS SCS



Open issues summary
Before e-Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1
Sub-topic description: In this sub-topic, how to support 30k SCS for n34 and n39 SSB is discussed.
Open issues and candidate options before e-meeting:
Issue 1-1: Support of 30k SCS for n34 and n39 SSB
· Proposals
· Option 1: Add support of 30k SCS for n34 and n39 SSB, so both 15k and 30k SCS are supported for n34 and 39
· Option 2: Replace 15k SCS with 30k SCS for n34 and n39 SSB
· Recommended WF
· Option 1?

Sub-topic 1-2
Sub-topic description: In this sub-topic, whether or not to impose any restriction on GSCN of 30k SCS SSB for n34 and n39. 
Open issues and candidate options before e-meeting:
Issue 1-2: Whether or not to impose any restriction on GSCN of 15k SCS SSB for n34?
· Proposals
· Option 1: Yes
· Option 2: No
· Recommended WF
· Option 1?
Issue 1-3: Whether or not to impose any restriction on GSCN of 15k SCS SSB for n39?
· Proposals
· Option 1: Yes
· Option 2: No
· Recommended WF
· Option 1?

Issue 1-4: If yes to Issue 1-2, what restriction on GSCN for 15k SCS SSB is considered for n34 SSB?
· Proposals
· Option 1: Limit to {5031, 5032, 5043, 5054}
· Option 2: Other options not precluded
· Recommended WF
· Option 1?
Issue 1-5: If yes to Issue 1-3, what restriction on GSCN for 15k SCS SSB is considered for n39 SSB?
· Proposals
· Option 1: Limit to {4315, 4729, 4747, 4761, 4772, 4786}
· Option 2: Other options not precluded
· Recommended WF
· Option 1?

Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	HuaweiXXX
	Sub topic 1-1: 
We prefer Option 2 after further checking. 
In our view, it would be good to align SSB SCS-es across all the TDD bands. From UE perspective, replacing 15KHz SSB SCS by 30KHz would be preferable in order not to prolong the cell searching time for initial access.
Sub topic 1-2 and sub topic 1-4:
Since we prefer Option 2 for sub topic 1-1, there is no need to impose restriction on GSCN of 15KHz SCS SSB for n34.
Sub topic 1-3 and sub topic 1-5:
Since we prefer Option 2 for sub topic 1-1, there is no need to impose restriction on GSCN of 15KHz SCS SSB for n34.
….
Others:

	ZTE
	Issue 1-1:  Option 1. i.e. Add 30KHz SCS support for n34 and n39 SSB from Rel-15 spec, thus support both 15KHz and 30KHz SCS SCS.
Issue 1-2: We use the principle of not introducing any restriction on GSCN of 15k SCS SSB for n34 and n39 to draft our CRs (R4-2010623/624 and R4-2010621/622). Therefore, Option 2 is our preference.
Issue 1-3: Same as above. Option 2 is our preference.
Issue 1-4 and Issue 1-5:  Since we prefer option 2 for issue 1-2 and issue 1-3, so no need to impose restriction on GSCN for 15k SCS SSB for both band n34 and band n39.


	CMCC
	Issue 1-1: Support of 30k SCS for n34 and n39 SSB
We support option 1. According to last meeting discussion, Japan has request on 5MHz, so replacing 15KHz with 30KHz seems not acceptable to companies. We prefer to add 30KHz in addition to 15KHz. Also considering the bandwidth of n34 and n39 are small, adding 30KHz will not cause much complexity for initial access.
Issue 1-2, 1-3
We prefer not to restrict GSCN of 15KHz SCS SSB for n34 and n39


	NEC
	Issue 1-1: Support of 30k SCS for n34 and n39 SSB
We support option 1. 
In band 39, 5MHz CBW/15kHz SCS is in operation exclusively in Japan. We cannot accept option 2.
Issue 1-3, 1-5
We do not have strong opinion on restriction if {4715, 4729, 4747, 4761, 4772, 4786} are supported.

	Nokia
	Sub topic 1-1: Support option 1

	Qualcomm
	Issue 1-1: We support option 2. The main reason given for the addition of 30kHz is infra implementation. We have doubts 15kHz SCS will ever be implemented for these bands. Keeping 15kHz just as a paper spec will only complicate the UE implementation. This not only about additional complexity but lack of ecosystem for testing/interop testing, etc.
Issue 1-2 and  1-3: If in the end it is decided to keep also 15kHz then restrictions on 15kHz SSB location should be imposed, at least for n39. Since the spectrum allocations are well known, this should be easy.
Issue 1-4: Band 34 is 15MHz wide so 3 entries should be enough, we can downselect from the 4 proposed
Issue 1-5: Option 1 would be fine for us. Proposed limitation is fine for us.

	Ericsson
	Issue 1-1:
We support a change that add support for 30k SSB in n34 and n39 to leverage TDD implementations in other TDD bands that are based on 30k SCS.
Issues 1-2 and 1-4:
Keeping a restricted set of GSCN retains the 15k option while reducing search complexity. We can down select to 3 GSCN values (the 15 MHz channel bandwidth utilizing the mid value). This can readily be accommodated in the conformance specification (change the GSCN test frequency for 15 MHz).
Issues 1-3 and 1-5
The six values quoted are the Japanese allocation. The additional 8 entries in the CR (R4-2010340) enable a regular 5 MHz grid covering the entire band.



	Fujitsu
	Issue 1-1: Support of 30k SCS for n34 and n39 SSB: We support option 1. 
Issue 1-3: We support option 1.
Issue 1-5: We support option 1.


 
CRs/TPs comments collection
Major close-to-finalize WIs and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going WIs, suggest to focus on open issues discussion on 1st round.
	TS
	CR/TP number
	Comments collection

	TS 38.101-1
	R4-2010340/341	30k SSB SCS for Band n34 and n39, Ericsson 
	Company AZTE: We prefer not to impose restriction on GSCN for 15k SCS SSB for both band n34 and band n39.

	
	
	CMCC: prefer not to impose restriction on GSCN for 15KHz SSB for both n34 and n39.Company B

	
	
	Huawei: we prefer to replace 15KHz SCS SSB by 30KHz SSB.
Qualcomm: we also prefer not to have 15kHz anymore. If absolutely needed, at least the downselection proposed in the CR should be agreed.

	
	R4-2010623/624	CR to TS38.101-1: Add 30k SSB SCS for Band n34 and n39, ZTE
	HuaweiCompany A: thanks for contribution. From our side, we prefer to replace 15KHz SSB by 30KHz SSB.
Qualcomm: We prefer the Ericsson approach if 15kHz is not replaced.

	
	
	Company B

	
	
	

	TS 38.104
	R4-2010621/622	CR to TS38.104: Add 30k SSB SCS for Band n34 and n39, ZTE 
	

	
	
	



Summary for 1st round 
Open issues 
Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	Sub-topic#1
	Tentative agreements:
· Based on the majority view, 30k SCS SSB is added to n34 and n39, so both 15k and 30k SCS SSB are supported for n34 and n39
· Based on the majority view, restrictions are proposed on 15k SCS SSB for n34 and n39
Candidate options:
· Option 1: (ZTE, CMCC, NEC, Nokia, Ericsson, Fujitsu)
· Based on the majority view, 30k SCS SSB is added to n34 and n39, so both 15k and 30k SCS SSB are supported for n34 and n39
· Based on the majority view, restrictions are proposed on 15k SCS SSB for n34 and n39
· Option 2 (Huawei, HiSilicon): 
· Replace 15k SCS with 30k SCS for n34 and n39 SSB
Recommendations for 2nd round:
· [bookmark: _GoBack]Conclude which option is agreeable in this meeting between Option 1 and Option 2
· For Option 1: Further discuss the GSCN restrictions on 15KHz SCS SSB for n34 and n39. The following GSCN can be considered for n34 and n39
· GSCN {5031, 5032, 5043, 5054} for 15k SCS for n34 SSB
· GSCN {4315, 4729, 4747, 4761, 4772, 4786} for 15k SCS for n39 SSB



Recommendations on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	#1
	WF on 30k SCS support for n34 and n39 SSB
	CMCC





CRs/TPs
Moderator tries to summarize discussion status for 1st round and provides recommendation on CRs/TPs Status update 
	CR/TP number
	CRs/TPs Status update recommendation  

	R4-2010340	30k SSB SCS for Band n34 and n39, EricssonXXX
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”
To be revised

	R4-2010623	CR to TS38.101-1: Add 30k SSB SCS for Band n34 and n39
	Noted

	R4-2010621	CR to TS38.104: Add 30k SSB SCS for Band n34 and n39
	To be revised



Discussion on 2nd round (if applicable)

Summary on 2nd round (if applicable)
Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 
	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	XXX
	Based on 2nd round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Topic #2: Release independence support 
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2010788	Release independence support of new channel bandwidth from Rel-15
	ZTE
	Proposal : Take Option 1 to fix the issue on the release independence support from Rel-15 of a new channel bandwidth added to an existing operating band introduced in Rel-15.



Open issues summary
Before e-Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 2-1
Sub-topic description:This sub-topic continues the discussion on release independence support of new channel bandwidth added to a Rel-15 operating band.
Open issues and candidate options before e-meeting:
Issue 3-1:  How to capture in TS 38.307 Rel-15 ?
· Proposals
· Option 1:  Fill in the blank for the two tables on operating bands as in Rel-16
· Option 2: Add a sentence indicating “new channel bandwidth to an existing operating band” should be treated as a new “operating band”  equivalently
· Option 3: Create a new table for “UE channel bandwidth”
· Option 4: Other options not precluded
· Recommended WF
· Option 1?

Sub-topic 2-2
Sub-topic description: In this sub-topic, we discuss the necessity of differentiating contiguous and non-contiguous intra-band CA configurations in TS 38.307. 
Open issues and candidate options before e-meeting:
Issue 2-2: Should contiguous and non-contiguous intra-band CA configurations be differentiated in TS 38.307?
· Proposals
· Option 1: Yes
· Option 2: No
· Recommended WF
· Option 1?

Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	OPPOXXX
	Sub topic 2-1: 
Sub topic 2-2:
….
Others:
Issue 3-1:  How to capture in TS 38.307 Rel-15 ?
No strong view, but maybe Option 3(Create a new table for “UE channel bandwidth”) is clearer and simple.

	CHTTL
	Issue 3-1:
Maybe option 3 is clearer.
Option 1 might not aligned with the current spec?

	ZTE
	Issue 3-1: 
To CHTTL, the reason for having this CR has been discussed in a couple of previous meetings. It is a “sub-feature” under the declared item “operating bands”. If it is blank, there would be no requirement for a new CBW added to an Rel-15 operating band.
Option 1 is a future proof solution, but we are fine with Option 3 to address the issue specific to CBW.



 
CRs/TPs comments collection
Major close to finalize WIs and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going WIs, suggest to focus on open issues discussion on 1st round.
	CR/TP number
	Comments collection

	R4-2010789	Draft CR to TS 38.307 Release independence support of new channel bandwidth from Rel-15, ZTE
	CHTTL: In Rel.15 38.307. all of the column “ requirements to be fulfilled” can be left as blank, since it is used for future release if my understanding is correct. In Rel.16 38.307, this column is used to indicate that which part of requirement is in Rel.16 spec, but the feature itself is release independent from Rel.15.Company A

	
	Company BZTE: the reason for having this CR has been discussed in a couple of previous meetings. It is a “sub-feature” under the declared item “operating bands”. If it is blank, there would be no requirement for a new CBW added to an Rel-15 operating band.


	
	

	R4-2009704/9705	Adding NR FDD Intra-band CA and FR1 3CC Inter-band CA into Release Independence, Dish
	Company AZTE: In our understanding, the TS38.307 Rel-15 only reflect the configurations captured in Rel-15 38.101-1/2/3 spec. However, in current Rel-15 38.101-1 vfa.0, there are no intra-band non-contigous CA within FR1 defined. Therefore it is no need to introduce table 5.2.1-2.  Also only inter-band CA combination with two bands are defined in  Rel-15 38.101-1 vfa.0, so the original Table 5.2.2-1 is correct.

	
	Company B

	
	

	
	



Summary for 1st round 
Open issues 
Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	Sub-topic#1
New CBW to existing operating bands
	Tentative agreements:
· Compromise to Option 3 “Create a new table for UE channel bandwidth”
Candidate options:
Recommendations for 2nd round:
· Revise the CR according to the agreement

	Differentiating intra-band contiguous and non-contiguous CA
	Tentative agreements:
· Do not differentiate intra-band contiguous and non-contiguous CA in TS 38.307 Rel-15 

Recommendations for 2nd round:



Suggestion on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	#1
	
	





CRs/TPs
Moderator tries to summarize discussion status for 1st round and provided recommendation on CRs/TPs Status update suggestion 
	CR/TP number
	CRs/TPs Status update recommendation  

	R4-2010789	XXX
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”
To be revised

	R4-2009704 
	Noted. 
Merged in Thread #121. Its mirror R4-2009705 should be withdrawn



Discussion on 2nd round (if applicable)

Summary on 2nd round (if applicable)
Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 
	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	XXX
	Based on 2nd round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Topic #3: UE capability xDD differentiation for SUL/SDL bands
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2009592	On UE capability xDD differentiation for SUL/SDL bands
	Nokia
	Observation 1: There can be multiple corresponding bands of SUL or SDL bands and they do not always use the common duplex mode.
Observation 2: Corresponding bands for SUL or SDL bands do not always exist.
Observation 3: Given n75 and n29 discussion, RAN2 understanding does not always apply in all the cases that a SUL/SDL band corresponds to TDD or FDD band. Hence applying corresponding UE capability for TDD or FDD cannot work reliably.
Observation 4: RAN4 specifications remain consistent without requiring SUL or SDL bands to be classified as FDD or TDD bands.
Conclusion: RAN4 specifications cannot be a reference to differentiate SDL or SUL as FDD or TDD modes for the per-UE capabilities.

	R4-2010782	Draft reply LS on UE capability xDD differentiation for SUL/SDL bands
	ZTE
	In RAN4 none of features / functions / requirements /procedures related to the SUL or SDL band alone need to further categorize an SUL or SDL band into an FDD or TDD duplex mode.
Answer 1: SUL/SDL is regarded as one of duplex modes in RAN4 in parallel to FDD/TDD
Answer 2: RAN4 does not see the need to further categorize an SUL or SDL band into an FDD or TDD band.

	R4-2011470	Response to LS on UE capability xDD differentiation for SUL/SDL bands
	Huawei
	Proposal: Apply the per-UE capabilities indicated as FDD bands for SUL and SDL in both Rel-15 and Rel-16, when those per-UE capabilities are differentiated by FDD and TDD.



Open issues summary
Before e-Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 3-1
Sub-topic description:In this sub-topic, whether or not should we deliver the information to RAN2 that an SUL or SDL may correspond to origin multiple bands, both FDD and TDD, and there might even no corresponding origin band either.
Open issues and candidate options before e-meeting:
Issue 3-1-1: Can RAN4 specifications be a reference to differentiate SDL or SUL as FDD or TDD modes for the per-UE capabilities?
· Proposals
· Option 1: Yes
· Option 2: No
· Recommended WF
· Option 1 or Option 2?

Issue 3-1-2: Is there any feature/function/requirement/procedure related to an SUL or SDL band alone which requires further categorization of the SUL or SDL band into either FDD or TDD from RAN4 perspective?
· Proposals
· Option 1: Yes
· Option 2: No
· Recommended WF
· Option 1?

Sub-topic 3-2
Sub-topic description: In this sub-topic, we discuss the need of further categorizing and SUL/SDL band into FDD or TDD from RAN4 perspective.
Open issues and candidate options before e-meeting:
Issue 3-2-1 (Question 1): Could per-UE capabilities for SUL/SDL bands be differentiated on the duplex mode(s) for Rel-15 and Rel-16?
· Proposals
· Option 1: Yes 
· Option 2: No. SUL/SDL is regarded as one of duplex modes in RAN4 in parallel to FDD/TDD
· Option 3: No. At least RAN4 spec cannot be a reference to answer the question.
Option 4: No. At least RAN4 spec cannot be a reference to answer the question and in RAN4 SUL/SDL is regarded as one of duplex modes in RAN4 in parallel to FDD/TDD.
· Recommended WF
· Option 1 or Option 2?

Issue 3-2-2 (Question 2): Which duplex mode(s) (i.e. FDD or TDD) for the per-UE capabilities which are differentiated by FDD and TDD are applied for SUL/SDL in both Rel-15 and Rel-16?
· Proposals
· Option 1: In RAN4 understanding, regarding all the UE capabilities differentiated by FDD and TDD, the reported UE capability value for FDD should be applied to SUL or SDL band in both Rel-15 and Rel-16, if the capabilities can be applicable to SUL or SDL band. 
· Option 2: SUL/SDL is regarded as one of duplex modes in RAN4 in parallel to FDD/TDD 
· Option 3: At least RAN4 spec cannot be a reference to answer the question.
· Option 4: At least RAN4 spec cannot be a reference to answer the question and in RAN4 SUL/SDL is regarded as one of duplex modes in RAN4 in parallel to FDD/TDD.
· Recommended WF
· Option 1 or Option 2?

Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	HuaweiXXX
	Sub topic 3-1-1: 
Prefer to Option 1, although RAN4 alone cannot provide the answer and RAN1 is the better working group for reference because the differentiations of particular feature groups are decided in RAN1/RAN2. The feature groups concerned here, which are per-UE and differentiated by FDD/TDD, are baseband capabilities.
In our view, both SDL and SUL cannot work alone. When being paired with other bands, the RAN4 requirements apply to SUL and SDL under the condition which requires SUL on one frequency band and the paired DL on the other frequency band, or requires SDL on one frequency band and the paired UL on the other frequency band. So we would like to apply for SDL or SUL the same per-UE feature groups as for FDD bands.
Sub topic 3-1-2:
No. 
Firstly, in our view, there is no need to categorize SUL or SDL bands into either FDD or TDD from RAN4 perspective. We need inform RAN2 that four duplex modes of FDD, TDD, SUL and SDL need be considered when 3GPP discusses the differentiation of per-UE feature groups by duplex modes in Rel-16 and/or future release. ….
Secondly, there is no need to identify any feature/function/requirement/procedure related to an SUL or SDL band alone which requires further categorization of the SUL or SDL band into either FDD or TDD from RAN4 perspective. 
We need focusing on the existing feature groups, which have been specified and differentiated by FDD and TDD already in the Rel-15/Rel-16 specifications. The related feature groups are provided in R4-2011470. In our view, RAN4 is not requested to have open discuss to further identify the new per-UE feature groups, which requires differentiation between FDD and TDD in Rel-15 and between FDD, TDD, SUL and SDL in Rel-16, and how to apply the differentiations between FDD and TDD to SUL and SDL in Rel-15. 
Sub topic 3-2-1
Option 1. 
Sub topic 3-2-2
Option 1. In our understanding, the operation mode for SUL and SDL is similar to FDD where UL and DL are on the different frequencies. And the RAN4 requirements apply to SUL and SDL on the condition that the uplink transmission and paired downlink transmission are configured on the different frequencies.

We would like to provide more information:
For Rel-16 UE, the new mechanism in R1-2005212 is applied for SUL/SDL, i.e., For release-16 UE capabilities for which both xDD and FRx differentiations are allowed, RAN2 intends to use “per band” capability signalling. This way, the problem above no longer exists for release-16 capabilities.

Others:

	Nokia
	Sub topic 3-1-1: Option 2. As far as we read three contributions including ours, all of them imply that RAN4 requirements do not have requirements for SDL or SUL band alone but rather have requirements with SDL or SDL band together with Anchor bands. If this is the case, all we have to do is to share the fact with RAN2. And it is not appropriate for RAN4 to share some specific direction or preference on duplex mode of SDL/SUL with RAN2 if RAN4 specification is not directly related with this issue.
Sub topic 3-1-2: Option 2.
Sub topic 3-2-1: Option 4.
Sub topic 3-2-2: Option 4.

	Qualcomm
	Issue 3-1-1: Option 2. 
Issue 3-1-2: Option 2-No.
Issue 3-2-1: Option 3 – This was never discussed in RAN4 and we do not believe such a generic approach can be taken. For now, the RAN4 specs cannot be a reference to answer this question in a general way.
Issue 3-2-2: We support Option 3. This would have to be discussed on a case by case manner and it would probably depend on whether the underlying spectrum is assigned also for TDD or FDD operation. 

	Samsung
	Issue 3-1-1: Support Option 2. In our understanding, SUL/SDL is regarded as an independent duplex mode in RAN4 even though it looks like FDD/TDD and cannot work alone so far. Also, no principle is exist when specifying new SUL/SDL band for the per-UE capabilities in RAN4.
Issue 3-1-2: Support Option 2. 
Issue 3-2-1: Support Option 4
Issue 3-2-2: Support Option 4

	Apple
	Issue 3-1-1: Option 2: No
Issue 3-1-2: Option 2: No
Issue 3-2-1: Option 3: No. At least RAN4 spec cannot be a reference to answer the question.
Issue 3-2-2: Option 3: At least RAN4 spec cannot be a reference to answer the question.


 
CRs/TPs comments collection
Major close to finalize WIs and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going WIs, suggest to focus on open issues discussion on 1st round.
	CR/TP number
	Comments collection

	XXX
	Company A

	
	Company B

	
	

	YYY
	Company A

	
	Company B

	
	



Summary for 1st round 
Open issues 
Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	Sub-topic#1
	Tentative agreements:
· From RAN4 perspective, SUL and SDL are regarded as duplex modes in parallel to FDD and TDD and there is no need to further categorize an SUL or SDL band into FDD or TDD duplex mode.
· Majority view on the two questions raised by RAN2:
· RAN4 spec cannot be a reference to answer these two questions
Candidate options:
Recommendations for 2nd round:
· Continue discussion on answers to RAN2 questions based on the above agreements
· Drafting a reply LS based accordingly

	
	



Suggestion on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	#1
	WF on UE capability xDD differentiation for SUL/SDL bands
	Nokia



	#2
	Draft reply LS on UE capability xDD differentiation for SUL/SDL bands
	ZTE



CRs/TPs
Moderator tries to summarize discussion status for 1st round and provided recommendation on CRs/TPs Status update suggestion 
	CR/TP number
	CRs/TPs Status update recommendation  

	XXX
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Discussion on 2nd round (if applicable)

Summary on 2nd round (if applicable)
Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 
	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	XXX
	Based on 2nd round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Topic #4: Application of UE capabilities for EN-DC for NE-DC
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2010264	Reply LS on Clarification on RAN4 features of NE-DC
	Samsung
	



Open issues summary
Before e-Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 4-1
Sub-topic description: In this topic, the applicability of UE capabilities for EN-DC for NE-DC
Open issues and candidate options before e-meeting:
Issue 4-1: For “inter-band EN-DC without intra-band EN-DC component”, supportedBandwidthCombinationSet is used to define the bandwidth combination set for the NR part of the band combination. Can it be applicable for NE-DC use cases?
· Proposals
· Option 1: Yes
· Option 2: No
· Recommended WF
· Option 1?

Issue 4-2: For “intra-band EN-DC with additional inter-band CA component(s) of LTE and/or NR,” supportedBandwidthCombinationSetIntraENDC is used to define- the bandwidth combination set for the intra-band EN-DC component; supportedBandwidthCombinationSetEUTRA is used to Indicates the set of supported bandwidth combinations for the LTE part; supportedBandwidthCombinationSet is used to defines the bandwidth combinations for the NR part of the band combination. Can they be applicable for NE-DC use cases?
· Proposals
· Option 1: Yes
· Option 2: No
· Recommended WF
· Option 1?

Issue 4-3: For “intra-band EN-DC without additional inter-band NR and LTE CA component”, supportedBandwidthCombinationSet is used supported bandwidth combination set applicable to the NR and LTE band combinations. Can it be applicable for NE-DC use cases?
· Proposals
· Option 1: Yes
· Option 2: No
· Recommended WF
Option 1?
Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	XXXZTE
	Sub topic 4-1:  Option 1
Sub topic 4-2: Option 1
Sub topic 4-3: Option 1
….
Others:

	Apple 
	Issue 4-1: Option 1: Yes
Issue 4-2: Option 1: Yes
Issue 4-3: Option 1: Yes


 
CRs/TPs comments collection
Major close to finalize WIs and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going WIs, suggest to focus on open issues discussion on 1st round.

Summary for 1st round 
Open issues 
Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	Sub-topic#1
	Tentative agreements:
· Unanimous agreements on the applicability of UE capabilities of EN-DC for NE-DC  
Candidate options:
Recommendations for 2nd round:
· Revise the draft reply LS



Suggestion on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	#1
	Reply LS on Clarification on RAN4 features of NE-DC
· Revised from R4-2010264
	
Samsung




CRs/TPs
Moderator tries to summarize discussion status for 1st round and provided recommendation on CRs/TPs Status update suggestion 
	CR/TP number
	CRs/TPs Status update recommendation  

	XXX
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Discussion on 2nd round (if applicable)

Summary on 2nd round (if applicable)
Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 
	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	XXX
	Based on 2nd round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”



Topic #5: Miscellaneous 
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-20xxxxx
	Company A
	Proposal 1:
Observation 1:



Open issues summary
Before e-Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
In this topic, there are mainly CRs involved. No discussion paper. So we can focus on the contents of CRs.
Companies views’ collection for 1st round 
Open issues 
	Company
	Comments

	XXX
	


 
CRs/TPs comments collection
Major close to finalize WIs and Rel-15 maintenance, comments collections can be arranged for TPs and CRs. For Rel-16 on-going WIs, suggest to focus on open issues discussion on 1st round.
	CR/TP number
	Comments collection

	R4-2010342	Correction for 5 MHz channel bandwidth for n40 and n50, Ericsson
	Huawei: the change is OK.Company A

	
	Company BZTE: We are fine with the change.

	
	Qualcomm: change is fine
Apple: Agree with the change.

	R4-2010343	Correction for 5 MHz channel bandwidth for n50 and introduction of Annex H, Ericsson
	Company A

	
	Company B

	
	Apple: No concern with the CR content. Procedure wise, can the Rel-15 mirror CR be covered by a separate Rel-16 Cat F CR together with other Rel-16 changes without a Cat A CR?

	R4-2011484/1485	CR for 38.101-1 channel space for CA_Rel15/16, Huawei
	EricssonCompany A Not agreed. The “said mu value” is mu set to mu_0. No need for this change.

	
	Company B

	
	Apple: The said  is the same meaning as 0. The CR does not look to be necessary.

	R4-2011486/1487	CR for 38.101-2 channel space for CA_Rel15/16, Huawei
	EricssonCompany A: Not agreed. The “said mu value” is mu set to mu_0. No need for this change.

	
	Company B

	
	Apple: The CR content is not consistent with what described in the cover sheet.

	R4-2009799	CR for R15 38.101-2: Clarification of the order of sub-blocks for intra-band non-contiguous CA, CATT
	ZTE: We are fine with the change.Company A

	
	Apple: This clarification is not necessary in Rel-15 as the configurations proposed in Rel-15 would not cause confusion without this clarification.

	
	

	R4-2009802	CR for R16 38.101-2: Correction of Table 5.4.3.3-1, CATT
	ZTE: We are fine with the change.Company A

	
	Apple: Agree with the changes.

	
	



Summary for 1st round 
Open issues 
Moderator tries to summarize discussion status for 1st round, list all the identified open issues and tentative agreements or candidate options and suggestion for 2nd round i.e. WF assignment.
	
	Status summary 

	Sub-topic#1
	Tentative agreements:
· Agree changes proposed in R4-2010342, R4-2010343, R4-2009802
Candidate options:
Recommendations for 2nd round:
· Discuss whether or not the changes proposed in R4-2010343 should be applied to Rel-15 and submit a new CR if agreeing to do so.



Suggestion on WF/LS assignment 
	
	WF/LS t-doc Title 
	Assigned Company,
WF or LS lead

	#1
	
	





CRs/TPs
Moderator tries to summarize discussion status for 1st round and provided recommendation on CRs/TPs Status update suggestion 
	CR/TP number
	CRs/TPs Status update recommendation  

	R4-2010342XXX
	Based on 1st round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”
Agreeable

	R4-2010343
	Agreeable. Check if the same change should be applied in Rel-15

	R4-2011484
	Return-to

	R4-2011486
	Return-to

	R4-2009799
	Noted



Discussion on 2nd round (if applicable)

Summary on 2nd round (if applicable)
Moderator tries to summarize discussion status for 2nd round and provided recommendation on CRs/TPs/WFs/LSs Status update suggestion 
	CR/TP/LS/WF number
	T-doc  Status update recommendation  

	XXX
	Based on 2nd round of comments collection, moderator can recommend the next steps such as “agreeable”, “to be revised”






