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	Reason for change:
	In RAN4#95e CRs R4-2008891 and  R4-2008419 were agreed with overlapping context. ModifiedMPR bit 0 for n258 was taken into use for two different purposes. However as was recorded into moderator report in R4-2008936 the undertanding was that NS_201 uses bit 1 inorder to have same meaning for bit 0 for all bands.

Issue 5-1-3:
Nokia: In CR R4-2006485 there is a proposal to use this bit 0 to indicate the enhanced MPR for bands n257, n258, n260, n261. This change may not be necessary as only PC1 is changed and there is no legacy.
Huawei: the CR is for Rel-15,  the changes for Rel-16 can use other bit to indicate the modified MPR

Issue 5-1-3: It is recommended to revise the CR in 08163 to take companies’ comments into account

	
	

	Summary of change:
	Delete un-necessary Annex-H and correct the double use of bit 0 for n258
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	Bit 0 for n258 has two meanings.
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******************************** Start of changes *****************************************
[bookmark: _Toc21345704][bookmark: _Toc29806553][bookmark: _Toc45889742]Annex H (normative): Modified MPR behavior
[bookmark: _Toc21345705][bookmark: _Toc29806554][bookmark: _Toc45889743]H.1	Indication of modified MPR behavior
This annex contains the definitions of the bits in the field modifiedMPR-Behavior indicated per supported NR band in the IE RF-Parameters [7] by a UE supporting an MPR or A-MPR modified in a given version of this specification. A modified MPR or A-MPR behaviour can apply to a supported NR band in stand-alone operation (including CA and NN-DC operation) or in non-standalone operation with the said NR band as part of an EN-DC or NE-DC band combination.
NOTE 1:	In the present release, the modifiedMPR-Behavior is indicated [7] by an 8-bit bitmap per supported NR band.
Table H.1-1: Definitions of the bits in the field modifiedMPRbehavior
	NR Band
	Index of field
(bit number)
	Definition
(description of the supported functionality if indicator set to one)
	Notes

	n258
	0 (leftmost bit)
	- AMPR for NS_201 as defined in clausue 6.2.3.2 of 38.101-2 v15.7.0
	- This bit may be set to 1 by a UE supporting n258 



[bookmark: _Toc21341027][bookmark: _Toc29805475][bookmark: _Toc36456684][bookmark: _Toc36469782][bookmark: _Toc37254199][bookmark: _Toc37323057][bookmark: _Toc37324463][bookmark: _Toc45889988]Annex H (Normative)
[bookmark: _Toc45889989]Modified MPR behavior
[bookmark: _Toc45889990]H.1	Indication of modified MPR behavior
This annex contains the definitions of the bits in the field modifiedMPR-Behavior indicated per supported NR band in the IE RF-Parameters [137] by a UE supporting an MPR or A-MPR modified in a given version of this specification. A modified MPR or A-MPR behaviour can apply to a supported NR band in stand-alone operation (including CA and NN-DC operation) or in non-standalone operation with the said NR band as part of an EN-DC or NE-DC band combination. 
NOTE 1:	In the present release, the modifiedMPR-Behavior is indicated [137] by an 8-bit bitmap per supported NR band.
Table H.1-1: Definitions of the bits in the field modifiedMPRbehavior
	NR Band
	Index of field
(bit number)
	Definition
(description of the supported functionality if indicator set to one)
	Notes

	n257
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit may be set to 1 by a UE supporting n257

	n258
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit may be set to 1 by a UE supporting n258 

	
	1
	- AMPR for NS_201 as defined in clausue 6.2.3.2 of 38.101-2 v15.7.0
	- This bit may be set to 1 by a UE supporting n258

	n260
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit may be set to 1 by a UE supporting n260

	n261
	0 (leftmost bit)
	- FR2 power class 3 MPR as defined in clause 6.2.2.3 of 38.101-2 v16.2.0
	- This bit may be set to 1 by a UE supporting n261
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