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1	Overall description
RAN4 agreed to update the UE feature for FR2 inter-band CA in the following.introduce the FR2 inter-band DL CA feature for a band combination of n260 + n261 in Rel-16 TS 38.101-2. RAN4 agreed that UE supports the independent beam management (IBM) for each band in this combination n260 + n261. Furthermore, RAN4 agreed that once combination of n257+n259 is introduced into TS 38.101-2 it will also support IBM.
RAN4 will continue to discuss the potential requirements for the common beam management (CBM) in Rel-17 but RAN4 agreed a capability to indicate support for CBM shall be release independent from Rel-16. Once CBM requirements are defined default beam management scheme (IBM or CBM) will be discussed separately for each band combination.
RAN4 would like to ask RAN2 to introduce a per-band combination UE capability signaling that indicates whether the UE supports the IBM or CBM for that band combination.
RAN4 also requests that the capability is restricted to IBM until CBM requirement are specified in RAN4 (which is expected to happen in Rel-17).

2	Actions
To RAN4
ACTION: RAN4 respectfully asks RAN2 to introduce the UE according to the updated UE feature lista per-band combination UE capability signaling to indicate IBM or CBM support and restrict the capability signalling only to IBM until CBM requirement are specified. 

3	Dates of next TSG RAN WG4 meetings

TSG RAN WG4 Meeting #97e	Oct 2020				Online
TSG RAN WG4 Meeting #98e	Feb 2021				Online
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	[bookmark: _GoBack]1 Indicate the supported beam management type for inter-band CA within FR2. Beam management type can be independent beam management (IBM) or common beam management (CBM)
	
	Yes
	N/A
	UE does not support inter-band CA within FR2.
The network cannot configure the UE with inter-band CA within FR2.
	per BC
	TDD only
	FR2 only
	N/A
	Candidate value set for beam management type: {IBM, CBM}

The capability is restricted to IBM for the band combinations specified in Rel-16 until CBM requirement is specified in a future release.[For each CA configuration consisting of bands n260 and n261, and bands n259 and n257 the UE shall indicate IBM in Rel-16]

RAN4 has not defined CBM requirements in Rel-16
	Mandatory to report the supported beam management type

The capability is restricted to IBM only until CBM requirement is specified
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