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1	Introduction
This document provides the text proposal on IAB-MT unwanted emission requirements to be included in TR 38.809 [1]. 
2	References
[1] [bookmark: _Ref40287447][bookmark: _Ref43288374][bookmark: _Ref46830683]3GPP TR 38.809. “Background for Integrated access and backhaul radio transmission and reception (Release 16)”.
[bookmark: _GoBack]TP to TR 38.809
<Start of text proposal>
[bookmark: _Toc43107506]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[X]	3GPP TS 38.817-02: "General aspects for Base Station (BS) Radio Frequency (RF) for NR".
<Unchanged sections omitted>
[bookmark: _Toc43107539][bookmark: _Toc18916169][bookmark: _Toc13080192]7.6	Unwanted emissions
Detailed structure of the subclause is TBD.
Unwanted emissions cover the definitions and requirements for OOB boundary, occupied bandwidth, ACLR including also absolute ACLR, OBUE, and spurious emissions.
For IAB-DU type 1-H all unwanted emissions requirements, except for the protection of the BS receiver of own or different BS, are the same as specified for NR BS type 1-H. The background for these requirements can be found from TR 38.817-02 [X]. The requirement for the own or other receiver is not specified, as for NR BS the requirement applies only for FDD operation and no FDD band is defined for IAB.
All the requirements are the same for IAB-MT and IAB-DU based on class so that wide area IAB-MT requirements were agreed to be the same as defined for wide area IAB-DU and requirements for local area IAB-MT were agreed to be the same as defined for local area IAB-DU.

7.7	Transmitter intermodulation
<Unchanged sections omitted>
[bookmark: _Toc43107558][bookmark: _Toc18916188][bookmark: _Toc13080371]9.7	OTA unwanted emissions
Detailed structure of the subclause is TBD. OTA Unwanted emissions cover the definitions and requirements for OOB boundary, occupied bandwidth, ACLR including also absolute ACLR, OBUE, and spurious emissions.
For IAB-DU all unwanted emissions requirements, except for the protection of the BS receiver of own or different BS, are the same as specified for NR BS. The background for these requirements can be found from TR 38.817-02 [X]. The requirement for the own or other receiver is not specified, as for NR BS the requirement applies only for FDD operation and no FDD band is defined for IAB.
Wide area IAB-MT requirements were agreed to be the same as defined for wide area IAB-DU both in FR1 and FR2. In FR1 also local area IAB-MT requirements were agreed to be the same as defined for local area IAB-DU but in FR2 it was agreed that 24 dBc ACLR is sufficient, otherwise requirements for local area IAB-MT were agreed to be the same as defined for local area IAB-DU.

[bookmark: _Toc43107559][bookmark: _Toc18916189][bookmark: _Toc13080404]9.8	OTA transmitter intermodulation
<End of text proposal>




