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	FDD NR Intra-band contiguous and non-contiguous CA are missing from Release independence specification. FR1 NR Inter-band CA for >2 CC’s is missing from Release indence specification.

	
	

	Summary of change:
	Adding FDD NR Intra-band contiguous and non-contiguous CA, and adding FR1 NR Inter-band CA for >2 CC’s. 
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<UNCHANGED TEXT OMITTED>
[bookmark: _Toc13051507][bookmark: _Toc29468683][bookmark: _Toc29468800][bookmark: _Toc37141032][bookmark: _Toc37268838][bookmark: _Toc37268926][bookmark: _Toc45907539]5.2	Additional NR CA configurations for NR frequency range 1
[bookmark: _Toc13051508][bookmark: _Toc29468684][bookmark: _Toc29468801][bookmark: _Toc37141033][bookmark: _Toc37268839][bookmark: _Toc37268927][bookmark: _Toc45907540]5.2.1	Intraband CA
Requirements for a Rel-15 UE for additional NR intraband CA configurations within FR1 compared to TS 38.101-1 of Rel-15 [2] are introduced via this clause.
Table 5.2.1-1: NR intraband contiguous CA within FR1
	Feature
	DL/UL
	CA BW Class
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Intra-band contiguous CA configurations within FR1
	DL
	B, C, D, E, F, G, H, I, J, K, L
	TDD, FDD
	Rel-15
	

	
	UL
	A
	TDD
	Rel-15
	



Table 5.2.1-2: NR intraband non-contigous CA within FR1
	Feature
	DL/UL
	Number of sub-blocks
	CA BW Class
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Intra-band non-contiguous CA configurations within FR1
	DL
	2
	A
	TDD, FDD
	Rel-15
	

	
	UL
	2
	A
	TDD, FDD
	Rel-15
	



[bookmark: _Toc13051509][bookmark: _Toc29468685][bookmark: _Toc29468802][bookmark: _Toc37141034][bookmark: _Toc37268840][bookmark: _Toc37268928][bookmark: _Toc45907541]5.2.2	Interband CA
[bookmark: OLE_LINK27]Requirements for a Rel-15 UE for additional NR interband CA configurations within FR1 compared to TS 38.101-1 of Rel-15 [2] are introduced via this clause.
Table 5.2.2-1: NR interband CA within FR1
	Feature
	DL/UL
	Maximum number of bands
	number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band CA configurations within NR FR1
	DL
	32
	42
	A
	TDD, FDD, SDL and TDD
	Rel-15
	

	
	UL
	2
	2
	A
	TDD, FDD and TDD
	Rel-15
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