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1. Introduction
This contribution is a text proposal for TR 37.717-41-11 to include DC_1-7-20-32_n78 according to the request in [1].
The TIB,c and RIB values provided are derived from the relevant subsets already present in 36101 and 38101-3. 
2. Reference
[1] RP-201371 New WID on DC of 4 bands LTE inter-band CA (4DL1UL) and 1 NR band (1DL1U)
3. Text Proposal
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Start of Text Proposal>
[bookmark: _Toc492043900][bookmark: _Toc492044154][bookmark: _Toc494295317][bookmark: _Toc495923414][bookmark: _Toc500344666][bookmark: _Toc507677540][bookmark: _Toc518368623][bookmark: _Toc8387784][bookmark: _Toc8388506][bookmark: _Toc8388693][bookmark: _Toc40090273][bookmark: _Toc41911540][bookmark: _Toc46998014][bookmark: _Toc47508865]5.1.x	DC_1-7-20-32_n78
[bookmark: _Toc46998015][bookmark: _Toc47508866][bookmark: _Toc492043901][bookmark: _Toc492044155][bookmark: _Toc494295318][bookmark: _Toc495923415][bookmark: _Toc500344667][bookmark: _Toc507677541][bookmark: _Toc518368624]5.1.x.1	Configuration for EN-DC
Table 5.1.x.1-1: Band combinations EN-DC (five bands)
	EN-DC band configuration
	UL configuration(s)

	DC_1A-7A-20A-32A _n78A
	DC_1A_n78A
DC_7A_n78A
DC_20A_n78A



[bookmark: _Toc518368627][bookmark: _Toc46998016][bookmark: _Toc47508867]5.1.x.2	∆TIB and ∆RIB values
Table 5.1.x.2.-1: ΔTIB,c due to EN-DC (five bands)
	EN-DC band
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-7A-20A-32A_n78A
	1
	0.6

	
	7
	0.7

	
	20
	0.4

	
	n78
	0.8



Table 5.1.x.2.-1: ΔRIB,c due to EN-DC (five bands)
	EN-DC band
	E-UTRA and NR Band
	ΔRIB,c (dB)

	DC_1A-7A-20A-32A_n78A
	1
	0.2

	
	7
	0.2

	
	20
	0.2

	
	32
	0

	
	n78
	0.5



[bookmark: _Toc46998017][bookmark: _Toc47508868]5.1.1.3	Reference sensitivity exceptions
[bookmark: _GoBack] Compared to its fallback modes, there are no additional MSD requirements for this band combination.
[bookmark: _Toc523749803][bookmark: _Toc523750868][bookmark: _Toc527979881][bookmark: _Hlk523749210]<End of Text Proposal>
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