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1	Introduction
In RAN4#95e a CR R4-2008468 CR for intra-band UL contiguous CA RF requirements [1] was agreed. It introduced intra-band UL contiguous CA feature for FR1. CR used clauses 6.xA.x.1 as was the intention when 38.101-1 specification structure was discussed in REL15. When CR was implemented new clause numbers were used 6.xA.x.4 instead ( some time also 6.xA.x.5 and 6.xA.x.6 was used in addition to 6.xA.x.4). Now 6.xA.x.1 remain Void.
2	Discussion
As mentioned in Introduction the intention was to use clauses 6.xA.x.1 for intra-band UL contiguous CA. This is aligned with clause 5 where 
5.x.1 are for intra-band contiguous CA
5.x.2 are for intra-band non-contiguous CA
5.x.3 are for inter-band CA
as an example
5.5A.1	Configurations for intra-band contiguous CA
5.5A.2	Configurations for intra-band non-contiguous CA
5.5A.3	Configurations for inter-band CA
Same structure is used in section 7
7.4A.1	Maximum input level for Intra-band contiguous CA
7.4A.2	Maximum input level for Intra-band non-contiguous CA
7.4A.3	Maximum input level for Inter-band CA
Therefore, we propose following
Proposal 1: Restore the 38.101-1 clause 6 structure as was in CR R4-2008468 by agreeing the correction CR R4-20xxxx submitted in to this RAN4#96e meeting
Proposal 2: All CRs in RAN4#96e that are for 6.xA.x.4 clauses (currently in specification) v.16.4.0 are implemented to 6.xA.x.1
Proposal 3 : In future maintain such a clause structure for FR1 CA in TS 38.101-1 that Intra-band contiguous CA requirements are first then Intra-band non-contiguous CA and lastly Inter-band CA. As an example
1. Intra-band contiguous CA 5.xA.1, CA 6.xA.x.1 and CA 7.xA.x.1
2. Intra-band non-contiguous CA 5.xA.2, CA 6.xA.x.2 and CA 7.xA.x.3
3. Inter-band CA 5.xA.3, CA 6.xA.x.3 and CA 7.xA.x.3
3	Conclusion
In this contribution we propose to restore intra-band UL contiguous CA RF requirements clause structure as in CR R4-2008468. In order to handle this properly we have following proposals
Proposal 1: Restore the 38.101-1 clause 6 structure as was in CR R4-2008468 by agreeing the correction CR R4-20xxxx submitted in to this RAN4#96e meeting
Proposal 2: All CRs in RAN4#96e that are for 6.xA.x.4 clauses (currently in specification) v.16.4.0 are implemented to 6.xA.x.1
Proposal 3 : In future maintain such a clause structure for FR1 CA in TS 38.101-1 that Intra-band contiguous CA requirements are first then Intra-band non-contiguous CA and lastly Inter-band CA. As an example
1. Intra-band contiguous CA 5.xA.1, CA 6.xA.x.1 and CA 7.xA.x.1
2. Intra-band non-contiguous CA 5.xA.2, CA 6.xA.x.2 and CA 7.xA.x.3
3. Inter-band CA 5.xA.3, CA 6.xA.x.3 and CA 7.xA.x.3
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