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--------------Start of change-------------
[bookmark: _Toc29811380][bookmark: _Toc29811831][bookmark: _Toc37268335][bookmark: _Toc37268786][bookmark: _Toc45893437]10.7.3	Minimum requirement for BS type 2-O
The OTA RX spurious emissions requirement shall apply during the transmitter OFF period only.
For the BS type 2-O, the power of any RX spurious emission shall not exceed the limits in table 10.7.3-1.
10.7.3-1: Radiated Rx spurious emission limits for BS type 2-O
	Spurious 
frequency range 
(Note 4)
	Limit
(Note 5)
	Measurement Bandwidth
	Note

	30 MHz    1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz    18 GHz
	-30 dBm
	1 MHz
	Note 1

	18 GHz    Fstep,1
	-20 dBm
	10 MHz
	Note 2

	Fstep,1    Fstep,2
	-15 dBm
	10 MHz
	Note 2

	Fstep,2    Fstep,3  
	-10 dBm
	10 MHz
	Note 2

	Fstep,4    Fstep,5
	-10 dBm
	10 MHz
	Note 2

	Fstep,5    Fstep,6
	-15 dBm
	10 MHz
	Note 2

	Fstep,6    2nd harmonic of the upper frequency edge of the UL operating band
	-20 dBm
	10 MHz
	Note 2, Note 3

	NOTE 1:	Bandwidth as in ITU-R SM.329 [2], s4.1
NOTE 2:	Limit and bandwidth as in ERC Recommendation 74-01 [19], Annex 2.
NOTE 3:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 4:	The step frequencies Fstep,X are defined in Table 10.7.3-2.
NOTE 5:	Additional limits may apply regionally.



[bookmark: _Hlk25241782]Table 10.7.3-2: Step frequencies for defining the radiated Rx spurious emission limits for BS type 2-O
	Operating band
	Fstep,1
(GHz)
	Fstep,2
(GHz)
	Fstep,3
(GHz)
	Fstep,4
(GHz)
	Fstep,5
(GHz)
	Fstep,6
(GHz)

	n257
	18
	23.5
	25
	31
	32.5
	41.5

	n258
	18
	21
	22.75
	29
	30.75
	40.5

	n260
	25
	34
	35.5
	41.5
	43
	52

	n261
	18
	25.5
	26.0
	29.85
	30.35
	38.35



In addition to the requirements in Table 10.7.3-1, additional OTA receiver spurious emissions requirements may be applied. For protection of Earth Exploration Satellite Service, limits in subclause 9.7.5.3.3.1 shall be applied.the power of any spurious emission shall not exceed the Additional OTA spurious emissions requirements in subclause 9.7.5.3.3.
--------------End of change-------------
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