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<<START OF CHANGE 1/3>>

5.1 Additional NR operating bands and UE power classes for NR frequency range 1
Requirements for a Rel-15 UE for additional NR operating bands and power classes compared to TS 38.101-1 of Rel-15 [2] are introduced via this clause.
Table 5.1-1: NR operating bands
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the band was introduced)

	Operating bands
	FDD, TDD, SDL, SUL
	Rel-15
	Table A1.1-1, Table A.1.2-1





<<END OF CHANGE 1/3>>

<<START OF CHANGE 2/3>>

[bookmark: _Toc13051512][bookmark: _Toc29468688][bookmark: _Toc29468805][bookmark: _Toc37141037][bookmark: _Toc37268843][bookmark: _Toc37268931][bookmark: _Toc45907544]6.1	Additional NR operating bands and UE power classes for NR frequency range 2
Requirements for a Rel-15 UE for additional NR operating bands and power classes compared to TS 38.101-2 of Rel-15 [3] are introduced via this clause.
Table 6.1-1: NR operating bands
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the band was introduced)

	Operating bands
	TDD
	Rel-15
	Table A.1.1-1




<<END OF CHANGE 2/3>>

<<START OF CHANGE 3/3>>


Annex A:
A.1 Common UE RF requirements
[bookmark: _Toc21098367][bookmark: _Toc29470594][bookmark: _Toc37141962][bookmark: _Toc37142013][bookmark: _Toc37142065][bookmark: _Toc37269068][bookmark: _Toc37269111][bookmark: _Toc45907634]A.1.1	Common UE RF requirements for a release independent band
The requirements and test cases listed in Table A.1.1-1 are specified in REL-15 version of TS 38.101-1 [2] or TS 38.101-2 [3].
Table A.1.1-1: Common UE RF requirements for a release independent band
	Clause / Clause
	Description

	5.2
	Operating bands

	5.3
	UE Channel bandwidth

	5.4
	Channel arrangement

	6.2
	Transmitter power

	6.3
	Output power dynamics 

	6.4
	Transmit signal quality

	6.5
	Output RF spectrum emissions

	6.6 of [3]
	Beam correspondence

	7.3
	Reference sensitivity

	7.4
	Maximum input level

	7.5
	Adjacent Channel Selectivity

	7.6
	Blocking characteristics

	7.7 of [2]
	Spurious response

	7.8 of [2]
	Intermodulation characteristics

	7.9
	Spurious emissions
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The requirements and test cases listed in Table A.1.2-1 are specified in REL-15 version of TS 38.101-1 [2].
Table A.1.2-1: Common UE RF requirements for a release independent SUL
	Clause
	Description

	5.2
	Operating bands

	5.2C
	Operating band combination for SUL

	5.4.2.1
	NR-ARFCN and channel raster (7.5kHz frequency shift for SUL)

	5.5C
	Configurations for SUL

	6.2C
	Transmitter power for SUL

	6.4.2.2
	Carrier leakage (7.5 kHz shift with the carrier frequency.)

	7.3.3
	ΔRIB,c

	7.3C
	Reference sensitivity for SUL

	7.6C
	Blocking characteristics for SUL
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Annex A B (informative):
Change history
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