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	Reason for change:
	1. [bookmark: OLE_LINK62]The exception due to cross band isolation for CA_n41-n78 is not aligned with 38.101-1-g40, especially for DL band n78 with UL band n41.
2. The exception values for 60MHz, 80MHz, 90MHz and 100MHz for CA_n41-n78 are missing.
3. There are some editorial errors.

	
	

	Summary of change:
	1. The exception due to cross band isolation is added for DL band n78 with UL band n41.
2. The exception values for 60MHz, 80MHz, 90MHz and 100MHz for CA_n41-n78 are added.
3. Some editorial errors are corrected in Table 7.3A.6-1 and Table 7.3A.6-2.
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[bookmark: _Toc21343098][bookmark: _Toc29770064][bookmark: _Toc29799563][bookmark: _Toc37254787][bookmark: _Toc37255430][bookmark: _Toc45887455]7.3A.6	Reference sensitivity exceptions due to cross band isolation for CA
[bookmark: OLE_LINK63]Sensitivity degradation is allowed for a band if it is impacted by UL of another band part of the same NR CA configuration due to cross band isolation issues. Reference sensitivity exceptions for the victim band are specified in Table 7.3A.6-1 with uplink configuration of the agressor band specified in Table 7.3A.6-2.
Table 7.3A.6-1: Reference sensitivity exceptions (MSD) due to cross band isolation for NR CA FR1
	NR Band / Channel bandwidth of the affected DL band

	UL band
	DL band
	5
MHz (dB)
	10
MHz (dB)
	15
MHz (dB)
	20
MHz (dB)
	25
MHz (dB)
	30 MHz (dB)
	40 MHz (dB)
	50 MHz (dB)
	60 MHz (dB)
	80 MHz (dB)
	90 MHz (dB)
	100 MHz (dB)

	n41
	n78
	
	8.3
	8.3
	8.3
	
	
	6.3
	5.3
	4.5
	4.1
	3.9
	3.8

	n78
	n411
	
	4.5
	4.5
	4.5
	
	
	4.5
	4.5
	4.5
	4.5
	[bookmark: OLE_LINK61]4.5
	4.5

	n78
	n79
	
	
	
	
	
	
	2
	2
	2
	2
	
	2

	n79
	n78
	
	2.6
	2.6
	2.6
	
	
	2.6
	2.6
	2.6
	2.6
	2.6
	2.6

	NOTE 1:	Applicable only when harmonic mixing MSD for this combination is not applied.
NOTE 2:	The requirements only apply for UEs supporting inter-band carrier aggregation with simultaneous Rx/Tx capability. Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.



Table 7.3A.6.2: Uplink configuration for reference sensitivity exceptions due to cross band isolation for NR CA FR1
	NR Band / SCS / Channel bandwidth of the affected DL band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n41
	n78
	15
	
	100
	100
	100
	
	
	100
	100
	100
	100
	100
	100

	n78
	n41
	30
	
	270
	270
	270
	
	
	270
	270
	270
	270
	270
	270

	n78
	n79
	30
	
	
	
	
	
	
	2702
	2702
	2702
	2702
	
	2702

	n79
	n78
	30
	
	2702
	2702
	2702
	
	
	2702
	2702
	2702
	2702
	2702
	2702

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.
NOTE 2:	The requirements only apply for UEs supporting inter-band carrier aggregation with simultaneous Rx/Tx capability. Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.
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