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Background
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]At the last meeting, we are agreed to introduce the performance requirements for Rel-16 NPDSCH/NPUSCH with multi-TB interleaved transmission. In this paper, we provide our simulation results as per WF [1].
Simulation results 
Table 1 is summary of the simulation assumptions for NPUSCH format 1 we have agreed as per WF [1] 
Table 1: Simulation assumptions for NPUSCH format 1 
	Parameters
	Value

	Number of tones
	12

	SCS
	15kHz

	Antenna configuration
	1T2R

	Channel model
	ETU 1Hz

	Frequency error
	0Hz

	Timing error
	0μs

	Performance target
	SNR@ 70% of maximum throughput

	NRU
	5

	Repetition number
	64

	HARQ process
	2

	Transmission mode
	Interleaved

	TB size
	424


Table 2 is the summary of simulation results.
[bookmark: OLE_LINK6]Table 2: Simulation results for NPUSCH format 1 with multi-TB transmission
	TBS(bit)
	NRU
	NRep
	Antenna
	SNR@70% of maximum throughput (dB)

	424
	5
	64
	1T2R
	-16.11



Conclusion
In this contribution, we give our simulation results for the performance requirements of NPUSCH format 1 with multi-TB interleaved transmission.
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