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<Start of Change 1>
9.1.21.22	Intra-frequency RSS based RSRP Accuracy for UE category M1 with CEModeA
The accuracy requirements in Table 9.1.21.22-1 and Table 9.1.21.22-2 are valid under the following conditions:
UE supports RSS based RSRP measurement in Connected mode.
RSS are transmitted either from one or two antenna ports, and RSS based measurement is applicable as defined in clause 8.13.2.1.
Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.
RSRP|dBm according to Annex B.3.1 for a corresponding Band
At least 2 DL subframe per radio frame of measured cell is available at the UE for RSRP measurement assuming measured cell is identified cell.
Table 9.1.21.22-1: RSS based RSRP Intra frequency absolute accuracy for UE category M1 with CEModeA for FDD and TDD
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	[6]
	[9]
	-6 dB
	FDD-M1_A, TDD-M1_A
	-121
	N/A
	-70

	
	
	
	FDD-M1_B
	-120.5
	N/A
	-70

	
	
	
	FDD-M1_D
	-119.5
	N/A
	-70

	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	N/A
	-70

	
	
	
	FDD-M1_F
	-118.5
	N/A
	-70

	
	
	
	FDD-M1_G
	-118
	N/A
	-70

	
	
	
	FDD-M1_N
	-114.5
	N/A
	-70

	[8]
	[11]
	-6 dB
	FDD-M1_A, TDD-M1_A, FDD-M1_D, FDD-M1_E, TDD-M1_E, FDD-M1_F, FDD-M1_G, FDD-M1_N
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 3:	E-UTRA operating band groups are as defined in Section 3.5.



Table 9.1.21.22-2: RSS based RSRP Intra frequency absolute accuracy for UE category M1 with CEModeA for HD-FDD
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	[6]
	[9]
	-6 dB
	FDD-M1_A
	-121
	N/A
	-70

	
	
	
	FDD-M1_B
	-120.5
	N/A
	-70

	
	
	
	FDD-M1_D
	-119.5
	N/A
	-70

	
	
	
	FDD-M1_E
	-119
	N/A
	-70

	
	
	
	FDD-M1_F
	-118.5
	N/A
	-70

	
	
	
	FDD-M1_G
	-118
	N/A
	-70

	
	
	
	FDD-M1_N
	-114.5
	N/A
	-70

	[8]
	[11]
	-6 dB
	FDD-M1_A, FDD-M1_D, FDD-M1_E, FDD-M1_F, FDD-M1_G, FDD-M1_N
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 3:	E-UTRA operating band groups are as defined in Section 3.5.



9.1.21.23	Intra-frequency RSS based RSRP Accuracy for UE category M1 with CEModeB
The accuracy requirements in Table 9.1.21.23-1 and Table 9.1.21.23-2 are valid under the following conditions:
UE supports RSS based RSRP measurement in Connected mode.
RSS are transmitted either from one or two antenna ports, and RSS based measurement is applicable as defined in clause 8.13.3.1.
Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.
RSRP|dBm according to Annex B.3.1 for a corresponding Band
At least 2 DL subframe per radio frame of measured cell is available at the UE for RSRP measurement assuming measured cell is identified cell.
Table 9.1.21.23-1: RSS based RSRP Intra frequency absolute accuracy for UE category M1 with CEModeB for FDD and TDD
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	[8]
	[11]
	-15 dB
	FDD-M1_A, TDD-M1_A
	-121
	N/A
	-70

	
	
	
	FDD-M1_D
	-119.5
	N/A
	-70

	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	N/A
	-70

	[6.5]
	[9.5]
	-12 dB
	FDD-M1_F
	-118.5
	N/A
	-70

	
	
	
	FDD-M1_G
	-118
	N/A
	-70

	
	
	
	FDD-M1_N
	-114.5
	N/A
	-70

	[10]
	[13]
	-15 dB
	FDD-M1_A, TDD-M1_A, FDD-M1_D, FDD-M1_E, TDD-M1_E, FDD-M1_F, FDD-M1_G, FDD-M1_N
	N/A
	-70
	-50

	[8.5]
	[11.5]
	-12 dB
	
	
	
	

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 3:	E-UTRA operating band groups are as defined in Section 3.5.



Table 9.1.21.23-2: RSS based RSRP Intra frequency absolute accuracy for UE category M1 with CEModeB for HD-FDD
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	[8]
	[11]
	-15 dB
	FDD-M1_A
	-121
	N/A
	-70

	
	
	
	FDD-M1_D
	-119.5
	N/A
	-70

	
	
	
	FDD-M1_E
	-119
	N/A
	-70

	[6.5]
	[9.5]
	-12 dB
	FDD-M1_F
	-118.5
	N/A
	-70

	
	
	
	FDD-M1_G
	-118
	N/A
	-70

	
	
	
	FDD-M1_N
	-114.5
	N/A
	-70

	[10]
	[13]
	-15 dB
	FDD-M1_A, FDD-M1_D, FDD-M1_E, FDD-M1_F, FDD-M1_G, FDD-M1_N
	N/A
	-70
	-50

	[8.5]
	[11.5]
	-12 dB
	
	
	
	

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 3:	E-UTRA operating band groups are as defined in Section 3.5.



<End of Change 1>


<Start of Change 2>
9.1.26.17	Intra-frequency RSS based RSRP Accuracy for Non-BL UE with CEModeA
The accuracy requirements in Table 9.1.26.17-1 and Table 9.1.26.17-2 are valid under the following conditions:
UE supports RSS based RSRP measurement in Connected mode.
RSS are transmitted either from one or two antenna ports, and RSS based measurement is applicable as defined in clause 8.13.2.1.
Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.
RSRP|dBm according to Annex B.3.1 for a corresponding Band
At least 2 DL subframe per radio frame of measured cell is available at the UE for RSRP measurement assuming measured cell is identified cell.
Table 9.1.26.17-1: RSS based RSRP Intra frequency absolute accuracy for Non-BL UE with CEModeA for FDD and TDD
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	[3.5]
	[6.5]
	-6 dB
	FDD-M1_A, TDD-M1_A
	-121
	N/A
	-70

	
	
	
	FDD-M1_B
	-120.5
	N/A
	-70

	
	
	
	FDD-M1_D
	-119.5
	N/A
	-70

	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	N/A
	-70

	
	
	
	FDD-M1_F
	-118.5
	N/A
	-70

	
	
	
	FDD-M1_G
	-118
	N/A
	-70

	
	
	
	FDD-M1_N
	-114.5
	N/A
	-70

	[6]
	[9]
	-6 dB
	FDD-M1_A, TDD-M1_A, FDD-M1_D, FDD-M1_E, TDD-M1_E, FDD-M1_F, FDD-M1_G, FDD-M1_N
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 3:	E-UTRA operating band groups are as defined in Section 3.5.



Table 9.1.26.17-2: RSS based RSRP Intra frequency absolute accuracy for Non-BL UE with CEModeA for HD-FDD
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	[3.5]
	[6.5]
	-6 dB
	FDD-M1_A
	-121
	N/A
	-70

	
	
	
	FDD-M1_B
	-120.5
	N/A
	-70

	
	
	
	FDD-M1_D
	-119.5
	N/A
	-70

	
	
	
	FDD-M1_E
	-119
	N/A
	-70

	
	
	
	FDD-M1_F
	-118.5
	N/A
	-70

	
	
	
	FDD-M1_G
	-118
	N/A
	-70

	
	
	
	FDD-M1_N
	-114.5
	N/A
	-70

	[6]
	[9]
	-6 dB
	FDD-M1_A, FDD-M1_D, FDD-M1_E, FDD-M1_F, FDD-M1_G, FDD-M1_N
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 3:	E-UTRA operating band groups are as defined in Section 3.5.



9.1.26.18	Intra-frequency RSS based RSRP Accuracy for Non-BL UE with CEModeB
The accuracy requirements in Table 9.1.26.18-1 and Table 9.1.26.18-2 are valid under the following conditions:
UE supports RSS based RSRP measurement in Connected mode.
RSS are transmitted either from one or two antenna ports, and RSS based measurement is applicable as defined in clause 8.13.3.1.
Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.
RSRP|dBm according to Annex B.3.1 for a corresponding Band
At least 2 DL subframe per radio frame of measured cell is available at the UE for RSRP measurement assuming measured cell is identified cell.
Table 9.1.26.18-1: RSS based RSRP Intra frequency absolute accuracy for Non-BL UE with CEModeB for FDD and TDD
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	[6]
	[9]
	-15 dB
	FDD-M1_A, TDD-M1_A
	-121
	N/A
	-70

	
	
	
	FDD-M1_D
	-119.5
	N/A
	-70

	
	
	
	FDD-M1_E, TDD-M1_E
	-119
	N/A
	-70

	[4.5]
	[7.5]
	-12 dB
	FDD-M1_F
	-118.5
	N/A
	-70

	
	
	
	FDD-M1_G
	-118
	N/A
	-70

	
	
	
	FDD-M1_N
	-114.5
	N/A
	-70

	[8]
	[11]
	-15 dB
	FDD-M1_A, TDD-M1_A, FDD-M1_D, FDD-M1_E, TDD-M1_E, FDD-M1_F, FDD-M1_G, FDD-M1_N
	N/A
	-70
	-50

	[6.5]
	[9.5]
	-12 dB
	
	
	
	

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 3:	E-UTRA operating band groups are as defined in Section 3.5.



Table 9.1.26.18-2: RSS based RSRP Intra frequency absolute accuracy for Non-BL UE with CEModeB for HD-FDD
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	[6]
	[9]
	-15 dB
	FDD-M1_A
	-121
	N/A
	-70

	
	
	
	FDD-M1_D
	-119.5
	N/A
	-70

	
	
	
	FDD-M1_E
	-119
	N/A
	-70

	[4.5]
	[7.5]
	-12 dB
	FDD-M1_F
	-118.5
	N/A
	-70

	
	
	
	FDD-M1_G
	-118
	N/A
	-70

	
	
	
	FDD-M1_N
	-114.5
	N/A
	-70

	[8]
	[11]
	-15 dB
	FDD-M1_A, FDD-M1_D, FDD-M1_E, FDD-M1_F, FDD-M1_G, FDD-M1_N
	N/A
	-70
	-50

	[6.5]
	[9.5]
	-12 dB
	
	
	
	

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 3:	E-UTRA operating band groups are as defined in Section 3.5.




<End of Change 2>

