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	Reason for change:
	In Rel-15 TS 38.133, TL1-RSRP for MAC-CE based TCI state switch delay is specified as follows. 
Where T L1-RSRP is the time for L1-RSRP measurement for Rx beam refinement, … 
TL1-RSRP_Measurement_Period_SSB = 0 for SSB in FR2 and TL1-RSRP_Measurement_Period_CSI-RS = 0 for CSI-RS in FR2, provided that the TCI state switching involves QCL-TypeA, QCL-TypeB or QCL-TypeC only.

There are two issues with current requirements.
1. TL1-RSRP for SSB in FR1 and for CSI-RS in FR1 should be 0 since there is no Rx beam refinement being needed in FR1. However extra unecessary delay is introduced for TCI state switch in FR1 with current requirements. 
2. The structure of the requirements looks like TL1-RSRP_Measurement_Period_SSB and TL1-RSRP_Measurement_Period_CSI-RS are re-specifed for some use cases, which shouldn’t be.
 

	
	

	Summary of change:
	· TL1-RSRP for SSB in FR1 and for CSI-RS in FR1 is 0
· The structure of the requirements is re-organized


	
	

	Consequences if not approved:
	The requirements for MAC-CE based TCI-state switch delay are incorrect.
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< Start of change #1 >
8.10.3	MAC-CE based TCI state switch delay
If the target TCI state is known, upon receiving PDSCH carrying MAC-CE activation command in slot n, UE shall be able to receive PDCCH with target TCI state of the serving cell on which TCI state switch occurs at the first slot that is after slot n+ THARQ + + TOk*(Tfirst-SSB + TSSB-proc) / NR slot length. The UE shall be able to receive PDCCH with the old TCI state until slot n+ THARQ + .
Where THARQ is the timing between DL data transmission and acknowledgement as specified in TS 38.213 [3]; 
	Tfirst-SSB is time to first SSB transmission after MAC CE command is decoded by the UE; 
	TSSB-proc = 2 ms; 
	TOk = 1 if target TCI state is not in the active TCI state list for PDSCH, 0 otherwise.
If the target TCI state is unknown, upon receiving PDSCH carrying MAC-CE activation command in slot n, UE shall be able to receive PDCCH with target TCI state of the serving cell on which TCI state switch occurs at the first slot that is after slot n+ THARQ + + TOul*TL1-RSRP +TOuk*(Tfirst-SSB+ TSSB-proc) / NR slot length. The UE shall be able to receive PDCCH with the old TCI state until slot n+ THARQ +  .
Where T L1-RSRP is the time for L1-RSRP measurement for Rx beam refinement, defined as
-	TL1-RSRP_Measurement_Period_SSB for SSB as specified in clause 9.5.4.1,
-	with the assumption of M=1
-	with TReport = 0
-	TL1-RSRP_Measurement_Period_CSI-RS for CSI-RS as specified in clause 9.5.4.2
-	configured with higher layer parameter repetition set to ON 
-	with the assumption of M=1 for periodic CSI-RS
-	for aperiodic CSI-RS if number of resources in resource set at least equal to MaxNumberRxBeam
-	with TReport = 0
-	TOuk = 1 for CSI-RS based L1-RSRP measurement, and 0 for SSB based L1-RSRP measurement when TCI state switching involves QCL-TypeD
-	TOuk = 1 when TCI state switching involves other QCL types only
-	TOul = 1 when TCI state switching involves QCL-TypeD in FR2, 0 otherwise
TL1-RSRP_Measurement_Period_SSB = 0 for SSB in FR2 and TL1-RSRP_Measurement_Period_CSI-RS = 0 for CSI-RS in FR2, provided that the TCI state switching involves QCL-TypeA, QCL-TypeB or QCL-TypeC only.
-	Tfirst-SSB is time to first SSB transmission after L1-RSRP measurement when TCI state switching involves QCL-TypeD; 
-	Tfirst-SSB is time to first SSB transmission after MAC CE command is decoded by the UE for other QCL types;
-	The SSB shall be the QCL-TypeA or QCL-TypeC to target TCI state

< End of change #1 >
