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	[bookmark: _GoBack]In EVM requirement, the applied minimum output power for 256QAM is 10dB higher than other modulation order as specified in TS 38.101-1. But in minumum output power section, the requirement has no difference for 256QAM and other modulation order, it indicates UE need to satify EVM requirement with output power defined in table 6.3.1-1. Obviously, there is ambiguty in the current spec.
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[bookmark: _Toc21342941][bookmark: _Toc29769902][bookmark: _Toc29799401][bookmark: _Toc37254625][bookmark: _Toc37255268][bookmark: _Toc45887293]6.3.1	Minimum output power
The minimum controlled output power of the UE is defined as the power in the channel bandwidth for all transmit bandwidth configurations (resource blocks), when the power is set to a minimum value.
The minimum output power is defined as the mean power in at least one sub-frame 1 ms. The minimum output power shall not exceed the values specified in Table 6.3.1-1 and 6.3.1-2.
Table 6.3.1-1: Minimum output power for Pi/2 BPSK, QPSK, 16QAM and 64QAM
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	5
	-40
	4.515

	10
	-40
	9.375

	15
	-40
	14.235

	20
	-40
	19.095

	25
	-39
	23.955

	30
	-38.2
	28.815

	40
	-37
	38.895

	50
	-36
	48.615

	60
	-35.2
	58.35

	80
	-34
	78.15

	90
	-33.5
	88.23

	100
	-33
	98.31



Table 6.3.1-2: Minimum Output Power for 256 QAM
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	5
	-30
	4.515

	10
	-30
	9.375

	15
	-30
	14.235

	20
	-30
	19.095

	25
	-29
	23.955

	30
	-28.2
	28.815

	40
	-27
	38.895

	50
	-26
	48.615

	60
	-25.2
	58.35

	80
	-24
	78.15

	90
	-23.5
	88.23

	100
	-23
	98.31
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