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1 Introduction

This TP introduces the following 3 band NR CA configurations with 2 UL band (3DL/2UL).
	Band combination configuration
	UpLink
configuration
	BCS

	CA_n5A-n25A-n66A
	CA_n5A-n25A
CA_n5A-n66A
CA_n25A-n66A
	0

	CA_n5A-n25(2A)-n66A
	CA_n5A-n25A
CA_n5A-n66A
CA_n25A-n66A
	0

	CA_n5A-n25A-n66(2A)
	CA_n5A-n25A
CA_n5A-n66A
CA_n25A-n66A
	0

	CA_n5A-n25(2A)-n66(2A)
	CA_n5A-n25A
CA_n5A-n66A
CA_n25A-n66A
	0


TP to TR 38.717-03-02
<Start of Changes>
5.1.x
CA_n5-n25-n66
5.1.x.1
Operating bands for CA
Table 5.1.X.1-1: Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n5-n25-n66
	n5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	n25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	FDD

	
	n66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	TDD


5.1.x.2
Channel bandwidths per operating band for CA
Table 5.1.x.2-1: Supported bandwidths per CA band combination of band n5+n25+n66
	NR CA Configuration
	UL Config
	NR Band
	SCS [kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25

MHz
	30

MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	90

MHz
	100

MHz
	Bandwidth combination set

	CA_n5A-n25A-n66A
	CA_n5A-n25A

CA_n5A-n66A

CA_n25A-n66A
	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n25
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	CA_n5A-n25(2A)-n66A
	CA_n5A-n25A

CA_n5A-n66A

CA_n25A-n66A
	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n66
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	CA_n5A-n25A-n66(2A)
	CA_n5A-n25A

CA_n5A-n66A

CA_n25A-n66A
	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n25
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n5A-n25(2A)-n66(2A)
	CA_n5A-n25A

CA_n5A-n66A

CA_n25A-n66A
	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	


5.1.x.3
UE co-existence studies
For UE coexistence study of Band n5 + Band n25, Band n5 + Band n66, and Band n25 + band n66, the 2nd, 3rd, 4th and 5th order harmonics are already analyzed in 3DL/1UL WI, where no harmonic issue is identified. The 2nd, 3rd, 4th and 5th order intermodulation products are calculated and presented in Table 5.1.X.3-1, 5.1.X.3-2 and 5.1.X.3-3, respectively.
Table 5.1.X.3-1: Harmonic and IMD analysis for n5+n25

	UE UL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	UL frequencies (MHz)
	824
	849
	1850
	1915

	2nd harmonic 
	2* f1_low
	2*f1_high
	2*f2_low
	2*f2_high

	harmonic frequency limit (MHz)
	1648
	1698
	3700
	3830

	3rd harmonic
	3* f1_low
	3*f1_high
	3*f2_low
	3*f2_high

	harmonic frequency limit (MHz)
	2472
	2547
	5550
	5745

	2nd order IMD products
	f2_low – f1_high
	f2_high – f1_low
	f2_low + f1_low
	f2_high + f1_high

	IMD frequency limit (MHz)
	1001
	1091
	2674
	2764

	3rd order IMD products
	2*f1_low – f2_high
	2*f1_high – f2_low
	2*f2_low – f1_high
	2*f2_high – f1_low

	IMD frequency limit (MHz)
	-267
	-152
	2851
	3006

	3rd order IMD products
	2*f1_low + f2_low
	2*f1_high + f2_high
	2*f2_low + f1_low
	2*f2_high + f1_high

	IMD frequency limit (MHz)
	3498
	3613
	4524
	4679

	4th order IMD products
	3*f1_low – f2_high
	3*f1_high – f2_low
	3*f2_low – f1_high
	3*f2_high – f1_low

	IMD frequency limit (MHz)
	557
	697
	4701
	4921

	4th order IMD products
	3*f1_low + f2_low
	3*f1_high + f2_high
	3*f2_low + f1_low
	3*f2_high + f1_high

	IMD frequency limit (MHz)
	4322
	4462
	6374
	6594

	4th order IMD products
	2*f1_low – 2*f2_high
	2*f1_high – 2*f2_low
	2*f1_low + 2*f2_low
	2*f1_high + 2*f2_high

	IMD frequency limit (MHz)
	-2182
	-2002
	5348
	5528

	5th order IMD products
	f1_low – 4*f2_high
	f1_high – 4*f2_low
	f2_low – 4*f1_high
	f2_high – 4*f1_low

	IMD frequency limit (MHz)
	-6836
	-6551
	-1546
	-1381

	5th order IMD products
	f1_low + 4*f2_low
	f1_high + 4*f2_high
	f2_low + 4*f1_low
	f2_high + 4*f1_high

	IMD frequency limit (MHz)
	8224
	8509
	5146
	5311

	5th order IMD products
	2*f1_low – 3*f2_high
	2*f1_high - 3*f2_low
	2*f2_low – 3*f1_high
	2*f2_high – 3*f1_low

	IMD frequency limit (MHz)
	-4097
	-3852
	1153
	1358

	5th order IMD products
	2*f1_low + 3*f2_low
	2*f1_high + 3*f2_high
	2*f2_low + 3*f1_low
	2*f2_high + 3*f1_high

	IMD frequency limit (MHz)
	7198
	7443
	6172
	6377


Table 5.1.X.3-2: Harmonic and IMD analysis for n5+n66

	UE UL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	UL frequencies (MHz)
	824
	849
	1710
	1780

	2nd harmonic 
	2* f1_low
	2*f1_high
	2*f2_low
	2*f2_high

	harmonic frequency limit (MHz)
	1648
	1698
	3420
	3560

	3rd harmonic
	3* f1_low
	3*f1_high
	3*f2_low
	3*f2_high

	harmonic frequency limit (MHz)
	2472
	2547
	5130
	5340

	2nd order IMD products
	f2_low – f1_high
	f2_high – f1_low
	f2_low + f1_low
	f2_high + f1_high

	IMD frequency limit (MHz)
	861
	956
	2534
	2629

	3rd order IMD products
	2*f1_low – f2_high
	2*f1_high – f2_low
	2*f2_low – f1_high
	2*f2_high – f1_low

	IMD frequency limit (MHz)
	-132
	-12
	2571
	2736

	3rd order IMD products
	2*f1_low + f2_low
	2*f1_high + f2_high
	2*f2_low + f1_low
	2*f2_high + f1_high

	IMD frequency limit (MHz)
	3358
	3478
	4244
	4409

	4th order IMD products
	3*f1_low – f2_high
	3*f1_high – f2_low
	3*f2_low – f1_high
	3*f2_high – f1_low

	IMD frequency limit (MHz)
	692
	837
	4281
	4516

	4th order IMD products
	3*f1_low + f2_low
	3*f1_high + f2_high
	3*f2_low + f1_low
	3*f2_high + f1_high

	IMD frequency limit (MHz)
	4182
	4327
	5954
	6189

	4th order IMD products
	2*f1_low – 2*f2_high
	2*f1_high – 2*f2_low
	2*f1_low + 2*f2_low
	2*f1_high + 2*f2_high

	IMD frequency limit (MHz)
	-1912
	-1722
	5068
	5258

	5th order IMD products
	f1_low – 4*f2_high
	f1_high – 4*f2_low
	f2_low – 4*f1_high
	f2_high – 4*f1_low

	IMD frequency limit (MHz)
	-6296
	-5991
	-1686
	-1516

	5th order IMD products
	f1_low + 4*f2_low
	f1_high + 4*f2_high
	f2_low + 4*f1_low
	f2_high + 4*f1_high

	IMD frequency limit (MHz)
	7664
	7969
	5006
	5176

	5th order IMD products
	2*f1_low – 3*f2_high
	2*f1_high - 3*f2_low
	2*f2_low – 3*f1_high
	2*f2_high – 3*f1_low

	IMD frequency limit (MHz)
	-3692
	-3432
	873
	1088

	5th order IMD products
	2*f1_low + 3*f2_low
	2*f1_high + 3*f2_high
	2*f2_low + 3*f1_low
	2*f2_high + 3*f1_high

	IMD frequency limit (MHz)
	6778
	7038
	5892
	6107


Table 5.1.X.3-2: Harmonic and IMD analysis for n25+n66

	UE UL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	UL frequencies (MHz)
	1710
	1780
	1850
	1915

	2nd order IMD products
	f2_low – f1_high
	f2_high – f1_low
	f2_low + f1_low
	f2_high + f1_high

	IMD frequency limit (MHz)
	70
	205
	3560
	3695

	3rd order IMD products
	2*f1_low – f2_high
	2*f1_high – f2_low
	2*f2_low – f1_high
	2*f2_high – f1_low

	IMD frequency limit (MHz)
	1505
	1710
	1920
	2120

	3rd order IMD products
	2*f1_low + f2_low
	2*f1_high + f2_high
	2*f2_low + f1_low
	2*f2_high + f1_high

	IMD frequency limit (MHz)
	5270
	5475
	5410
	5610

	4th order IMD products
	3*f1_low – f2_high
	3*f1_high – f2_low
	3*f2_low – f1_high
	3*f2_high – f1_low

	IMD frequency limit (MHz)
	3215
	3490
	3770
	4035

	4th order IMD products
	3*f1_low + f2_low
	3*f1_high + f2_high
	3*f2_low + f1_low
	3*f2_high + f1_high

	IMD frequency limit (MHz)
	6980
	7255
	7260
	7525

	4th order IMD products
	2*f1_low – 2*f2_high
	2*f1_high – 2*f2_low
	2*f1_low + 2*f2_low
	2*f1_high + 2*f2_high

	IMD frequency limit (MHz)
	-410
	-140
	7120
	7390

	5th order IMD products
	f1_low – 4*f2_high
	f1_high – 4*f2_low
	f2_low – 4*f1_high
	f2_high – 4*f1_low

	IMD frequency limit (MHz)
	-5950
	-5620
	-5270
	-4925

	5th order IMD products
	f1_low + 4*f2_low
	f1_high + 4*f2_high
	f2_low + 4*f1_low
	f2_high + 4*f1_high

	IMD frequency limit (MHz)
	9110
	9440
	8690
	9035

	5th order IMD products
	2*f1_low – 3*f2_high
	2*f1_high - 3*f2_low
	2*f2_low – 3*f1_high
	2*f2_high – 3*f1_low

	IMD frequency limit (MHz)
	-2325
	-1990
	-1640
	-1300

	5th order IMD products
	2*f1_low + 3*f2_low
	2*f1_high + 3*f2_high
	2*f2_low + 3*f1_low
	2*f2_high + 3*f1_high

	IMD frequency limit (MHz)
	8970
	9305
	8830
	9170


Co-existence studies shows that

· The 4th IMD generated by dual uplink of Band n5 + Band n25 may fall into own Rx of band n66.

· The 2nd IMD generated by dual uplink of Band n5 + Band n66 may fall into own Rx of band n5.

· The 5th IMD generated by dual uplink of Band n5 + Band n66 may fall into own Rx of band n5.

· The 3rd IMD generated by dual uplink of Band n25 + Band n66 may fall into own Rx of band n25.

· The 3rd IMD generated by dual uplink of Band n25 + Band n66 may fall into own Rx of band n66.

· The 5th IMD generated by dual uplink of Band n25 + Band n66 may fall into own Rx of band n66.

5.1.x.4
∆TIB,c and ∆RIB,c values
For three DLs and two ULs of Band n5, n25 and n66, the (TIB,c and (RIB,c  values are shown in table 5.1.X.4-1 and  table 5.X.1.4-2, respectively. The requirement is reused from the similar combination, CA_2-5-66.

Table 5.1.X.4-1: ΔTIB,c

	Inter-band CA Configuration
	NR Band
	ΔTIB,c  [dB]

	CA_n5-n25-n66
	n5
	0.3

	
	n25
	0.5

	
	n66
	0.5


Table 5.X.1.4-2: ΔRIB,c
	Inter-band CA Configuration
	NR Band
	ΔRIB,c  [dB]

	CA_n5-n25-n66
	n5
	0

	
	n25
	0

	
	n66
	0


5.1.x.5
REFSENS requirements
The IMD issue specific to 3DL/2UL is that the 4th IMD generated by dual uplink of Band n5 + Band n25 may fall into own Rx of band n66. As this IMD4 issue is similar to CA_2A-5A-66A, the same MSD value is reused in Table 5.1.X.5-1.

Table 5.1.X.5-1: MSD for the CA configuration

	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL

LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	CA_n5A-n25A-n66A
	n5
	834
	5
	25
	879
	N/A
	FDD
	N/A

	
	n25
	1900
	5
	25
	1980
	N/A
	
	N/A

	
	n66
	1712
	5
	25
	2132
	7.2
	
	IMD4


<End of Changes>
