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[bookmark: _Toc21102963][bookmark: _Toc29810812]<Start of Change 1>
[bookmark: _Toc36034807][bookmark: _Toc42537407][bookmark: _Toc46356472]8.1.7.3		Additional Time mask for TDM operation between NR SL and LTE SL at n47
When a NR V2X UE is operated with TDM between NR SL and LTE SL at n47 without dual PA capability, the maximum UL switching time is defined as [150] us and SL reception interruption is allowed during UL switching time masks in Figure 8.1.7.3-1 and Figure 8.1.7.3-2 shall apply. 
RAN4 will not specify the RF specific requirements during the switched period.

[Editor Notes]: The Switched period position will be further discussed. Based on the discussion results, the figure will changed or added.
[image: ]Figure 8.1.7.3-1: E-UTRA V2X to NR V2X switching time mask at n47 without dual PA capability 
[image: ]
Figure 8.1.7.3-2: NR V2X to E-UTRA V2X switching time mask at n47 without dual PA capability

[image: ]
Figure 8.1.7.3-1: NR V2X to LTE V2X switching time mask at n47 without dual PA capability 
[image: ]
Figure 8.1.7.3-1: LTE V2X to NR V2X switching time mask at n47 without dual PA capability
<End of Change 1>
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