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[bookmark: _Toc21102963][bookmark: _Toc29810812]<Start of Change 1>
[bookmark: _Toc45890488][bookmark: _Toc45891712][bookmark: _Toc45892122][bookmark: _Toc45892532]5.2C.2	Inter-band V2X bands
NR V2X operation is designed to operate concurrent with E-UTRA uplink/downlink on the operating bands combinations listed in Table 5.2C.2-1.
Table 5.2C.2-1: Inter-band con-current V2X operating bands
	[bookmark: OLE_LINK11]E-UTRA-NR V2X Band Combination
	E-UTRA  or NR Band
	Interface

	V2X_20_n38
	20
	Uu

	
	n38
	PC5

	V2X_ n71_47
	47
	PC5

	
	n71
	Uu

	V2X_n71_(n) 471
	47
	PC5

	
	n47
	PC5

	
	n71
	Uu

	V2X_ n39_47
	47
	PC5

	
	n39
	Uu

	V2X_ 39_n47
	[bookmark: _GoBack]39
	Uu

	
	n47
	PC5

	NOTE 1:	Only single switched SL in ITS band is supported.



<End of Change 1>

<Start of Change 2>
[bookmark: _Toc45890543][bookmark: _Toc45891767][bookmark: _Toc45892177][bookmark: _Toc45892587]5.5E.4	Inter-band V2X operation in FR1
[bookmark: _Toc45890544][bookmark: _Toc45891768][bookmark: _Toc45892178][bookmark: _Toc45892588]5.5E.4.1	Inter-band V2X configurations within FR1 (two bands)
Table 5.5E.4.1-1: Inter-band V2X configurations
	V2X
configuration
	V2X transmission configuration

	V2X_20A_n38A
	V2X_20A_n38A

	V2X_ n71A_47A
	V2X_n71A_47A

	V2X_ n39A_47A
	V2X_ n39A_47A

	V2X_ 39A_n47A
	V2X_ 39A_n47A

	NOTE 1:	V2X transmission configurations are the configurations supported by the present release of specifications.



<End of Change 2>
<Start of Change 3>
[bookmark: _Toc45890625][bookmark: _Toc45891849][bookmark: _Toc45892259][bookmark: _Toc45892669]6.2C.1.23	UE maximum output power for Inter-band V2X
For the inter-band con-current NR V2X operation, the maximum output power is specified in Table 6.2C.1.2-1. The period of measurement shall be at least one sub frame (1ms).
Table 6.2C.1.2-1: Con-current V2X UE Power Class
	V2X con-current operating band Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	V2X_20A_n38A
	
	
	
	
	23
	+2/-32
	
	

	V2X_n71A_47A
	
	
	
	
	23
	+2/-32
	
	

	V2X_ n39A_47A
	
	
	
	
	23
	+2/-32
	
	

	V2X_ 39A_n47A
	
	
	
	
	23
	+2/-32
	
	

	NOTE 1:	The con-current band combinations is used for NR V2X Service.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 3:	For inter-band con-current aggregation the maximum power requirement apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	4 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



<End of Change 3>

