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Introduction
This paper presents a WF on RRM test cases for power saving.
Way Forward 
The following has been agreed for the RRM test cases for power saving.
· Develop test cases only for power saving Scenario 1 (low mobility) and Scenario 2 (not at cell edge).
· No specific test cases for RRM requirements at transition period.
· No test cases for BWP switching delay due to MIMO layer adaption
· No test cases for Scenario 3 (both low mobility and not-at-cell-edge)
· No test cases for EMR carriers while T331 is running and Carrier specific threshold for inter-frequency measurements.
· No additional test cases on RLM/BFD with PDCCH-WUS configured is needed
List of RRM test cases
A list of RRM test cases for FR1 and FR2 is recommended in the following table. The cell-reselection test cases defined in Rel-15 should be used as a starting framework. 
	No.
	Test case
	Remarks

	1
	Cell reselection to FR1 intra-frequency NR case
	Depending on RAN4#97e discussion, this test case may need to be split into 1-a for mobility and 1-b for not-at-cell-edge

	2
	Cell reselection to FR1 inter-frequency NR case
	Depending on RAN4#97e discussion, this test case may need to be split into 2-a for mobility and 2-b for not-at-cell-edge

	3
	Cell reselection to FR1 inter-RAT E-UTRA
	Low mobility

	4
	Cell reselection to FR1 inter-RAT E-UTRA
	Not-at-cell-edge

	5
	Cell reselection to FR2 intra-frequency NR case
	Depending on RAN4#97e discussion, this test case may need to be split into 5-a for mobility and 5-b for not-at-cell-edge

	6
	Cell reselection to FR2 inter-frequency NR case
	Depending on RAN4#97e discussion, this test case may need to be split into 6-a for mobility and 6-b for not-at-cell-edge



To be discussed in RAN4#97-e
· How to combine the criteria (low mobility/not-at-cell-edge) with each test.
Option 1: Include both criteria in the same test in different T period
Option 2: Have separate test for each criterion
· How to consider high/low priority frequency layers for inter-frequency/inter-RAT 
· How to reflect the low mobility and not-at-cell-edge criteria by threshold setting
· Whether to exclude the cell search process from test repetition or not
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