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[bookmark: _Toc290330930][bookmark: _Toc290330802][bookmark: _Toc216859951]----------------------------------------------------- Beginning of Change 1 ------------------------------------------------------------
4.2.2.8	Minimum requirement at transitions
When switching from low mobility scenario or not-at-cell-edge scenario to low mobility and not-at-cell-edge scenario during cell-reselection period, the UE shall fulfill the requirements corresponding to low mobility scenario or not-at-cell-edge scenario for one measurement period (Tmeasure,NR_Intra, Tevaluate,NR_Intra, Tmeasure,NR_Inter, Tevaluate,NR_Inter, Tmeasure,EUTRAN, Tevaluate,EUTRAN) and thereafter switch to requirements corresponding to low mobility and not-at-cell-edge scenario.
When switching from low mobility and not-at-cell-edge scenario to low mobility scenario or not-at-cell-edge scenario during cell-reselection period, the UE shall fulfill the requirements corresponding to low mobility scenario or not-at-cell-edge scenario upon fulfilling the switching criteria. 
When switching from normal mode to low mobility scenario or not-at-cell-edge scenario or low mobility and not-at-cell-edge scenario during cell-reselection period, the UE shall fulfill the requirements corresponding to normal mode for one measurement period (Tmeasure,NR_Intra, Tevaluate,NR_Intra, Tmeasure,NR_Inter, Tevaluate,NR_Inter, Tmeasure,EUTRAN, Tevaluate,EUTRAN) and thereafter switch to requirements corresponding to low mobility scenario or not-at-cell-edge scenario or low mobility and not-at-cell-edge scenario.
When switching from low mobility scenario or not-at-cell-edge scenario or low mobility and not-at-cell-edge scenario to normal mode during cell-reselection period, the UE shall fulfill the requirements corresponding to normal mode upon fulfilling the switching criteria.
No requirement is defined for multiple transitions of scenarios within one measurement period.
4.2.2.9 	Measurements of intra-frequency NR cells for UE configured with relaxed measurement criterion
4.2.2.9.1 	Introduction
This section contains the requirements for measurements on intra-frequency NR cells when Srxlev >≤ SnonIntraSearchP and or Squal >≤ SnonIntraSearchQ and when the UE is configured any of the following relaxed measurement critera:
-	Relaxed measurement criterion for UE with low mobility defined in clause 5.2.4.X9.1 in [1],
[bookmark: _Hlk42030516]-	Relaxed measurement criterion for UE not-at-cell edge defined in clause 5.2.4.X9.2 in [1],
-	Both low mobility criterion and not-at-cell edge criterion as defined in clauses 5.2.4.X9.1 and 5.2.4.X9.2 in [1] respectively.
4.2.2.9.2 	Measurements for UE fulfilling low mobility criterion
This clause contains requirements for measurements on intra-frequency NR cells provided that:
[bookmark: _Hlk40295930]-	T331 timer is not running for EMR measurements on intra-frequency NR carrier and
-	UE is configured with lowMobilityEvalutation [2]low mobility criterion, or  
-	UE is configured with both lowMobilityEvalutation [2]low mobility criterion and cellEdgeEvaluation [2]not-at-cell edge criteriona and combineRelaxedMeasCondition [2] not configured or configured but set to FALSE, but and UE has fulfilled only the lowMobilityEvalutation [2]low mobility criterion.
The requirements defined in clause 4.2.2.3 apply for this section except that:
-	Tdetect,NR_Intra as specified in Table 4.2.2.9.1-1.
-	Tmeasure,NR_Intra as specified in Table 4.2.2.9.1-1.
-	Tevaluate,NR_Intra as specified in Table 4.2.2.9.1-1.
Table 4.2.2.9.1-1: Tdetect,NR_Intra, Tmeasure,NR_Intra and Tevaluate,NR_Intra
	DRX cycle length [s]
	Scaling Factor (N1)
	Tdetect,NR_Intra [s] (number of DRX cycles)
	Tmeasure,NR_Intra [s] (number of DRX cycles)
	Tevaluate,NR_Intra
[s] (number of DRX cycles)

	
	FR1
	FR2Note1
	
	
	

	0.32
	1
	8
	11.52 x N1 x M2 x K1 (36 x N1 x M2 x K1)
	1.28 x N1 x M2 x K1 (4 x N1 x M2 x K1)
	5.12 x N1 x M2 x K1 (16 x N1 x M2 x K1)

	0.64
	
	5
	17.92 x N1 x K1 (28 x N1 x K1)
	1.28 x N1 x K1 (2 x N1 x K1)
	5.12 x N1 x K1 (8 x N1 x K1)

	1.28
	
	4
	32 x N1 x K1 (25 x N1 x K1)
	1.28 x N1 x K1 (1 x N1 x K1)
	6.4 x N1 x K1 (5 x N1 x K1)

	2.56
	
	3
	58.88 x N1 x K1 (23 x N1 x K1)
	2.56 x N1 x K1 (1 x N1 x K1)
	7.68 x N1 x K1 (3 x N1 x K1)

	Note 1:	Applies for UE supporting power class 2&3&4. For UE supporting power class 1, N1 = 8 for all DRX cycle length.
Note 2:	M2 = 1.5 if SMTC periodicity of measured intra-frequency cell > 20 ms; otherwise M2=1.
Note 3:	K1 = 3 is the measurement relaxation factor applicable for UE fulfilling the lowMobilityEvalutation [2]low mobility criterion.



4.2.2.9.3 	Measurements for UE fulfilling not-at-cell edge criterion
This clause contains requirements for measurements on intra-frequency NR cells provided that:
-	T331 timer is not running for EMR measurements on intra-frequency NR carrier and
-	UE is configured with cellEdgeEvaluation [2]not-at-cell edge criterion, or  
-	UE is configured with both lowMobilityEvalutation [2]low mobility criterion and cellEdgeEvaluation [2]not-at-cell edge criteria and combineRelaxedMeasCondition [2] not configured or is configured but set to FALSE, but and UE has fulfilled only the cellEdgeEvaluation [2]not-at-cell edge criterion.
The requirements defined in clause 4.2.2.3 apply for this section except that:
-	Tdetect,NR_Intra as specified in Table 4.2.2.9.3-1.
-	Tmeasure,NR_Intra as specified in Table 4.2.2.9.3-1.
-	Tevaluate,NR_Intra as specified in Table 4.2.2.9.3-1.
Table 4.2.2.9.3-1: Tdetect,NR_Intra, Tmeasure,NR_Intra and Tevaluate,NR_Intra
	DRX cycle length [s]
	Scaling Factor (N1)
	Tdetect,NR_Intra [s] (number of DRX cycles)
	Tmeasure,NR_Intra [s] (number of DRX cycles)
	Tevaluate,NR_Intra
[s] (number of DRX cycles)

	
	FR1
	FR2Note1
	
	
	

	0.32
	1
	8
	11.52 x N1 x M2 x K1 (36 x N1 x M2 x K1)
	1.28 x N1 x M2 x K1 (4 x N1 x M2 x K1)
	5.12 x N1 x M2 x K1 (16 x N1 x M2 x K1)

	0.64
	
	5
	17.92 x N1 x K1 (28 x N1 x K1)
	1.28 x N1 x K1 (2 x N1 x K1)
	5.12 x N1 x K1 (8 x N1 x K1)

	1.28
	
	4
	32 x N1 x K1 (25 x N1 x K1)
	1.28 x N1 x K1 (1 x N1 x K1)
	6.4 x N1 x K1 (5 x N1 x K1)

	2.56
	
	3
	58.88 x N1 x K1 (23 x N1 x K1)
	2.56 x N1 x K1 (1 x N1 x K1)
	7.68 x N1 x K1 (3 x N1 x K1)

	Note 1:	Applies for UE supporting power class 2&3&4. For UE supporting power class 1, N1 = 8 for all DRX cycle length.
Note 2:	M2 = 1.5 if SMTC periodicity of measured intra-frequency cell > 20 ms; otherwise M2=1.
Note 3:	K1 = 3 is the measurement relaxation factor applicable for UE fulfilling the cellEdgeEvaluation [2]not-at-cell edge criterion.



4.2.2.9.4 	Measurements for UE fulfilling low mobility and not-at-cell edge criteria
This clause contains requirements for measurements on intra-frequency NR cells provided that:
-	T331 timer is not running for EMR measurements on intra-frequency NR carrier, and
-	UE is configured with both lowMobilityEvalutation [2]low mobility criterion and cellEdgeEvaluation [2]not-at-cell edge criterion, and 
-	has also fulfilled both criteria, and
· less than 1 hour have passed since measurements for cell reselection were last performed

In this case the UE is not required to meet Tdetect,NR_Intra, Tmeasure,NR_Intra and Tevaluate,NR_Intra as defined in Table 4.2.2.3-1.
4.2.2.10	Measurements of inter-frequency NR cells for UE configured with relaxed measurement criterion
4.2.2.10.1 	Introduction
This section contains the requirements for measurements on inter-frequency NR cells when Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and when the UE is configured with any of following relaxed measurement criteria:
· Relaxed measurement criterion for UE with low mobility defined in clause 5.2.4.X9.1 in [1],
· Relaxed measurement criterion for UE not-at-cell edge defined in clause 5.2.4.X9.2 in [1],
· Both low mobility criterion and not-at-cell edge criterion as defined in clauses 5.2.4.X9.1 and 5.2.4.X9.2 in [1] respectively.  

4.2.2.10.2 	Measurements for UE fulfilling low mobility criterion
This clause contains requirements for measurements on inter-frequency NR cells provided that:
· T331 timer is not running for EMR measurements on inter-frequency NR carrier, and
· UE is configured with lowMobilityEvalutation [2] low mobility criterion, or  
· UE is configured with both lowMobilityEvalutation [2]low mobility criterion and cellEdgeEvaluation [2]not-at-cell edge criterion and combineRelaxedMeasCondition [2] not configured or configured but set to FALSE, and 
· UE has fulfilled only the lowMobilityEvalutation [2]low mobility criterion.

When Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ then tThe requirements defined in clause 4.2.2.4 apply for this section except that:
-	Tdetect,NR_Inter as specified in Table 4.2.2.10.2-1.
-	Tmeasure,NR_Inter as specified in Table 4.2.2.10.2-1.
-	Tevaluate,NR_Inter as specified in Table 4.2.2.10.2-1.
When Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and the UE is configured with highPriorityMeasRelax [2] then the UE shall search for inter-frequency layers of higher priority at least every K2*Thigher_priority_search seconds where Thigher_priority_search is described in clause 4.2.2.7 and, K2 = 60. Otherwise if the UE is not configured with highPriorityMeasRelax [2] then the UE shall search for inter-frequency layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in clause 4.2.2.7.

Table 4.2.2.10.2-1: Tdetect,NR_Inter, Tmeasure,NR_Inter and Tevaluate,NR_Inter
	DRX cycle length [s]
	Scaling Factor (N1)
	Tdetect,NR_Inter [s] (number of DRX cycles)
	Tmeasure,NR_Inter [s] (number of DRX cycles)
	Tevaluate,NR_Inter [s] (number of DRX cycles)

	
	FR1
	FR2Note1
	
	
	

	0.32
	1
	8
	11.52 x N1 x 1.5 x K1 (36 x N1 x 1.5 x K1)
	1.28 x N1 x 1.5 x K1 (4 x N1 x 1.5 x K1)
	5.12 x N1 x 1.5 x K1 (16 x N1 x 1.5 x K1)

	0.64
	
	5
	17.92x N1 x K1 (28 x N1 x K1)
	1.28 x N1 x K1 (2 x N1 x K1)
	5.12 x N1 x K1 (8 x N1 x K1)

	1.28
	
	4
	32 x N1 x K1 (25 x N1 x K1)
	1.28 x N1 x K1 (1 x N1 x K1)
	6.4 x N1 x K1 (5 x N1 x K1)

	2.56
	
	3
	58.88 x N1 x K1 (23 x N1 x K1)
	2.56 x N1 x K1 (1 x N1 x K1)
	7.68 x N1 x K1 (3 x N1 x K1)

	Note 1:	Applies for UE supporting power class 2&3&4. For UE supporting power class 1, N1 = 8 for all DRX cycle length.
Note 2: K1 = 3 is the measurement relaxation factor applicable for UE fulfilling the lowMobilityEvalutation [2]low mobility criterion.



4.2.2.10.3 	Measurements for UE fulfilling not-at-cell edge criterion
This clause contains requirements for measurements on intra-frequency NR cells provided that:
-	T331 timer is not running for EMR measurements on inter-frequency NR carrier, and
-	UE is configured with cellEdgeEvaluation [2]not-at-cell edge criterion, or  
-	UE is configured with both lowMobilityEvalutation [2]low mobility criterion and cellEdgeEvaluation [2]not-at-cell edge criterion and combineRelaxedMeasCondition [2] not configured or configured but set to FALSE, and but 
-	UE has fulfilled only the lowMobilityEvalutation [2]not-at-cell edge criterion.
When Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ then tThe requirements defined in clause 4.2.2.3 apply for this section except that:
-	Tdetect,NR_Inter as specified in Table 4.2.2.10.3-1.
-	Tmeasure,NR_Inter as specified in Table 4.2.2.10.3-1.
-	Tevaluate,NR_Inter as specified in Table 4.2.2.10.3-1.
When Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and regardless of whether the UE is configured with highPriorityMeasRelax [2] or not, the UE shall search for inter-frequency layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in clause 4.2.2.7
Table 4.2.2.10.3-1: Tdetect,NR_Inter, Tmeasure,NR_Inter and Tevaluate,NR_Inter
	DRX cycle length [s]
	Scaling Factor (N1)
	Tdetect,NR_Inter [s] (number of DRX cycles)
	Tmeasure,NR_Inter [s] (number of DRX cycles)
	Tevaluate,NR_Inter [s] (number of DRX cycles)

	
	FR1
	FR2Note1
	
	
	

	0.32
	1
	8
	11.52 x N1 x 1.5 x K1 (36 x N1 x 1.5 x K1)
	1.28 x N1 x 1.5 x K1 (4 x N1 x 1.5 x K1)
	5.12 x N1 x 1.5 x K1 (16 x N1 x 1.5 x K1)

	0.64
	
	5
	17.92x N1 x K1 (28 x N1 x K1)
	1.28 x N1 x K1 (2 x N1 x K1)
	5.12 x N1 x K1 (8 x N1 x K1)

	1.28
	
	4
	32 x N1 x K1 (25 x N1 x K1)
	1.28 x N1 x K1 (1 x N1 x K1)
	6.4 x N1 x K1 (5 x N1 x K1)

	2.56
	
	3
	58.88 x N1 x K1 (23 x N1 x K1)
	2.56 x N1 x K1 (1 x N1 x K1)
	7.68 x N1 x K1 (3 x N1 x K1)

	Note 1:	Applies for UE supporting power class 2&3&4. For UE supporting power class 1, N1 = 8 for all DRX cycle length.
Note 2:	K1 = 3 is the measurement relaxation factor applicable for UE fulfilling the cellEdgeEvaluation [2]not-at-cell edge criterion.



4.2.2.10.4 	Measurements for UE fulfilling low mobility and not-at-cell edge criterion
This clause contains requirements for measurements on intrainter-frequency NR cells provided that:
-	T331 timer is not running for EMR measurements on inter-frequency NR carrier, and
-	UE is configured with both lowMobilityEvalutation [2]low mobility criterion and cellEdgeEvaluation [2]not-at-cell edge criterion, and 
-	Has also fulfilled both criteria., and
-	less than 1 hour have passed since measurements for cell reselection were last performed

In this case the UE is not required to meet Tdetect,NR_Inter, Tmeasure,NR_Inter and Tevaluate,NR_Inter as defined in Table 4.2.2.4-1. 

When Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and the UE configured with highPriorityMeasRelax [2] then the UE may choose not to search for or measure inter-frequency layers of higher priority and inter-RAT carriers.
4.2.2.11 	Measurements of inter-RAT E-UTRAN cells for UE configured with relaxed measurement criterion
4.2.2.11.1 	Introduction
This section contains the requirements for measurements on inter-RAT E-UTRAN cells when Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and when the UE is configured with any of following relaxed measurement critera:
-	Relaxed measurement criterion for UE with low mobility defined in clause 5.2.4.X9.1 in [1],
-	Relaxed measurement criterion for UE not-at-cell edge defined in clause 5.2.4.X9.2 in [1],
-	Both low mobility criterion and not-at-cell edge criterion as defined in clauses 5.2.4.X9.1 and 5.2.4.X9.2 in [1] respectively.  
4.2.2.11.2 	Measurements for UE fulfilling low mobility criterion
This clause contains requirements for measurements on inter-RAT E-UTRAN cells provided that:
-	T331 timer is not running for EMR measurements on inter-RAT E-UTRAN, and
-	UE is configured with lowMobilityEvalutation [2]low mobility criterion, or  
-	UE is configured with both lowMobilityEvalutation [2]low mobility criterion and cellEdgeEvaluation [2]not-at-cell edge criterion and combineRelaxedMeasCondition [2] not configured or configured but set to FALSE, and but 
-	UE has fulfilled only the lowMobilityEvalutation [2]low mobility criterion.
When Srxlev ≤ SnonIntraSearchP and Squal ≤ SnonIntraSearchQ then The requirements defined in clause 4.2.2.4 apply for this section except that:
-	Tdetect,EUTRAN as specified in Table 4.2.2.11.2-1.
-	Tmeasure,EUTRAN as specified in Table 4.2.2.11.2-1.
-	Tevaluate,EUTRAN as specified in Table 4.2.2.11.2-1.
When Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and the UE is configured with highPriorityMeasRelax [2] then the UE shall search for E-UTRA inter-RAT frequency layers of higher priority at least every K2*Thigher_priority_search seconds where Thigher_priority_search is described in clause 4.2.2.7 and, K2 = 60. Otherwise if the UE is not configured with highPriorityMeasRelax [2] then the UE shall search for E-UTRA inter-RAT frequency layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in clause 4.2.2.7.

Table 4.2.2.11.2-1: Tdetect,EUTRAN, Tmeasure,EUTRAN, and Tevaluate,EUTRAN
	DRX cycle length [s]
	Tdetect,EUTRAN [s] (number of DRX cycles)
	Tmeasure,EUTRAN [s] (number of DRX cycles)
	Tevaluate,EUTRAN
[s] (number of DRX cycles)

	0.32
	11.52 x K1 (36 x K1)
	1.28 x K1 (4 x K1)
	5.12 x K1 (16 x K1)

	0.64
	17.92 x K1 (28 x K1)
	1.28 x K1 (2 x K1)
	5.12 x K1 (8 x K1)

	1.28
	32 x K1 (25 x K1)
	1.28 x K1 (1 x K1)
	6.4 x K1 (5 x K1)

	2.56
	58.88 x K1 (23 x K1)
	2.56 (1 x K1)
	7.68 x K1 (3 x K1)

	Note 1:	K1 = 3 is the measurement relaxation factor applicable for UE fulfilling the lowMobilityEvalutation [2]low mobility criterion.



4.2.2.11.3 	Measurements for UE fulfilling with not-at-cell edge criterion
This clause contains requirements for measurements on inter-RAT E-UTRAN cells provided that:
-	T331 timer is not running for EMR measurements on inter-RAT E-UTRAN, and
-	UE is configured with cellEdgeEvaluation [2]not-at-cell edge criterion, or  
-	UE is configured with both lowMobilityEvalutation [2]low mobility criterion and cellEdgeEvaluation [2]not-at-cell edge criterion and combineRelaxedMeasCondition [2] not configured or configured but set to FALSE, and but 
-	UE has fulfilled only the cellEdgeEvaluation [2]not-at-cell edge criterion.
When Srxlev ≤ SnonIntraSearchP and Squal ≤ SnonIntraSearchQ then The the requirements defined in clause 4.2.2.3 apply for this section except that:
-	Tdetect,EUTRAN as specified in Table 4.2.2.11.3-1.
-	Tmeasure,EUTRAN as specified in Table 4.2.2.11.3-1.
-	Tevaluate,EUTRAN as specified in Table 4.2.2.11.3-1.
When Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and regardless of whether the UE is configured with highPriorityMeasRelax [2] or not, the UE shall search for inter-RAT E-UTRAN frequency layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in clause 4.2.2.7
Table 4.2.2.11.3-1: Tdetect,EUTRAN, Tmeasure,EUTRAN, and Tevaluate,EUTRAN
	DRX cycle length [s]
	Tdetect,EUTRAN [s] (number of DRX cycles)
	Tmeasure,EUTRAN [s] (number of DRX cycles)
	Tevaluate,EUTRAN
[s] (number of DRX cycles)

	0.32
	11.52 x K1 (36 x K1)
	1.28 x K1 (4 x K1)
	5.12 x K1 (16 x K1)

	0.64
	17.92 x K1 (28 x K1)
	1.28 x K1 (2 x K1)
	5.12 x K1 (8 x K1)

	1.28
	32 x K1 (25 x K1)
	1.28 x K1 (1 x K1)
	6.4 x K1 (5 x K1)

	2.56
	58.88 x K1 (23 x K1)
	2.56 x K1 (1 x K1)
	7.68 x K1 (3 x K1)

	Note 1:	K1 = 3 is the measurement relaxation factor applicable for UE fulfilling the lowMobilityEvalutation [2]low mobility criterion.



4.2.2.11.4 	Measurements for UE fulfilling low mobility and not-at-cell edge criterion
This clause contains requirements for measurements on inter-RAT E-UTRAN cells provided that:
-	T331 timer is not running for EMR measurements on inter-RAT E-UTRAN, and
-	UE is configured with both lowMobilityEvalutation [2]low mobility criterion and cellEdgeEvaluation [2]not-at-cell edge criterion, and 
-	has also fulfilled both criteria, and
· less than 1 hour have passed since measurements for cell reselection were last performed,
.
In this case the UE is not required to meet Tdetect,EUTRAN , Tmeasure,EUTRAN  and Tdetect,NR_Inter, Tmeasure,NR_Inter and Tevaluate,EUTRAN as defined in Table 4.2.2.5-1. When Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and the UE configured with highPriorityMeasRelax [2] then the UE may choose not to search for or measure inter-frequency layers of higher priority and inter-RAT carriers.

------------------------------------------------------------- End of change 1 ------------------------------------------------------------

------------------------------------------------------------- Start of change 2 ------------------------------------------------------------
[bookmark: _Toc5952543]5.1	Cell Re-selection
[bookmark: _Toc5952544]5.1.1	Introduction
The cell reselection procedure allows the UE to select a more suitable cell and camp on it.
[bookmark: _Toc5952545]When the UE is in Camped Normally state on a cell, the UE shall attempt to detect, synchronise, and monitor intra-frequency, inter-frequency and inter-RAT cells indicated by the serving cell. For intra-frequency and inter-frequency cells the serving cell may not provide explicit neighbour list but carrier frequency information and bandwidth information only. UE measurement activity is also controlled by measurement rules defined in TS38.304 [1], allowing the UE to limit its measurement activity.
5.1.2	Requirements
[bookmark: _Toc5952546]5.1.2.1	UE measurement capability
The requirements in sub-clause 4.2.2.1 shall apply.
[bookmark: _Toc5952547]5.1.2.2	Measurement and evaluation of serving cell
The requirements in sub-clause 4.2.2.2 shall apply.
[bookmark: _Toc5952548]5.1.2.3	Measurements of intra-frequency NR cells
The requirements in sub-clause 4.2.2.3 shall apply. The requirements in sub-clause 4.2.2.9 apply for UE configured with relaxed measurement criterion.
[bookmark: _Toc5952549]5.1.2.4	Measurements of inter-frequency NR cells
[bookmark: _Toc5952550]The requirements in sub-clause 4.2.2.4 shall apply regardless of whether the serving cell is subject to CCA or not. The requirements in sub-clause 4.2.2.10 shall apply regardless of whether the serving cell is subject to CCA or not for UE configured with relaxed measurement criterion.

5.1.2.5	Measurements of inter-RAT E-UTRAN cells
The requirements in sub-clause 4.2.2.5 shall apply. The requirements in sub-clause 4.2.2.11 shall apply for UE configured with relaxed measurement criterion.
[bookmark: _Toc5952551]5.1.2.6	Maximum interruption in paging reception
The requirements in sub-clause 4.2.2.6 shall apply.
[bookmark: _Toc5952552]5.1.2.7	General requirements
The requirements in sub-clause 4.2.2.7 shall apply.

------------------------------------------------------------- End of change 2 ------------------------------------------------------------


