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[bookmark: _Toc526338484][bookmark: _Toc518423074][bookmark: _Toc535320561]------------------------------ Modified section ------------------------------
[bookmark: _Toc45884693][bookmark: _Toc37273378][bookmark: _Toc29810101][bookmark: _Toc21101062]4.9.2.2.2	NR FR2 test model 2 (NR-FR2-TM2)
This model shall be used for tests on:
-	Total power dynamic range (lower OFDM symbol TX power limit (OSTP) at min power)
-	EVM of single 64QAM PRB allocation (at min power)
-	Frequency error (at min power)
Common physical channel parameters are defined in clause 4.9.2.2. Specific physical channel parameters for NR-FR2-TM2 are defined in table 4.9.2.2.2-1 for 64QAM. For 16QAM and QPSK, specific physical channel parameters for NR-FR2-TM2 are defined in table 4.9.2.2.2-1 with 64QAM PDSCH PRB replaced with selected modulation order PDSCH PRB according to the corresponding test procedure.
Table 4.9.2.2.2-1: Specific physical channel parameters of NR-FR2-TM2
	Parameter
	Value

	# of 64QAM PDSCH PRBs 
	1

	Level of boosting (dB) 
	0

	Location of 64QAM PRB
		Slot
	RB
	n

	3n
	0
	

	3n+1
	
	

	3n+2
	
	




	# of PDSCH PRBs which are not allocated
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