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1. Overall Description:

RAN2 thanks RAN3 for the LS on exchange of information related to SRS-RSRP measurement resource configuration.
Regarding the below question from RAN3:
“Question to RAN2:
· What is the update frequency of SRS configuration in a UE?”

[bookmark: _GoBack]RRC configured SRS configuration can be aperiodic SRS resources, semi-persistent SRS resources, periodic SRS resources. The SRS resources transmitted by a UE can be dynamically changed or semi-static for very long time. In case of CLI measurement, the aggressor gNB can select/configure some of SRS configurations for CLI measurement configuration. The update frequency of SRS configuration of potential CLI aggressor UEs is up to gNB implementation. Most companies in RAN2 think that a typical value of update frequency of SRS configuration for CLI measurement configuration purposes ranges from a few seconds to tens of seconds. A few companies think the update frequency of SRS resource for CLI measurement configuration could be anything from a few hundred milliseconds to hours, and no typical value can be provided.  

2. Actions:
To RAN3
ACTION: 	RAN2 respectfully asks RAN3 to take the above information into account in future work.

3. Date of Next TSG-RAN2 Meetings:
TSG-RAN WG2 Meeting #111bis		12th – 16th October, 2020
TSG-RAN WG2 Meeting #112		16th– 20th November, 2020




