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[bookmark: _Toc383690989]Start of Change
9.2.6.3	Intrafrequency Measurement Period
The measurement period for FR1 intrafrequency measurements with gaps is as shown in table 9.2.6.3-1.
The measurement period for FR2 intrafrequency measurements with gaps is as shown in table 9.2.6.3-2.
When RRM enhancement for high speed is configured, T SSB_measurement_period_intra is specified in Table 9.2.6.3-3.
If SCG DRX is in use, intrafrequency measurement period requirements specified in Table 9.2.6.3-1and Table 9.2.6.3-2, shall depend on the SCG DRX cycle. Otherwise, the requirements for when DRX is not in use shall apply.
For either an FR1 or FR2 serving cell, longer measurement period would be expected during the period Tidentify_CGI when the UE is requested to decode an NR CGI.
Table 9.2.6.3-1: Measurement period for intra-frequency measurements with gaps(FR1)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max(200ms, 5 x max(MGRP, SMTC period)) x CSSFintra

	DRX cycle≤ 320ms
	max(200ms, ceil(1.5x 5) x max(MGRP, SMTC period,DRX cycle)) x CSSFintra

	DRX cycle>320ms
	5 x max(MGRP, DRX cycle) x CSSFintra



Table 9.2.6.3-2: Measurement period for intra-frequency measurements with gaps(FR2)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max(400ms, Mmeas_period with_gaps  x max(MGRP, SMTC period)) x CSSFintra

	DRX cycle≤ 320ms
	max(400ms, ceil(1.5 x Mmeas_period with_gaps) x max(MGRP, SMTC period, DRX cycle)) Note 1 x CSSFintra

	DRX cycle>320ms
	Mmeas_period with_gaps  x max(MGRP, DRX cycle) x CSSFintra



Table 9.2.6.3-3: Measurement period When RRM enhancement for high speed is configured (Frequency Range FR1)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max(200ms, 5 x max(MGRP, SMTC period)) Note 1 x CSSFintra

	DRX cycle≤ 160ms
	max(200ms, ceil(M2Note 2 x 5) x max(MGRP, SMTC period,DRX cycle)) x CSSFintra

	160ms < DRX cycle≤ 320ms
	max(200ms, ceil(M2Note 2 x 4) x max(MGRP, DRX cycle)) x CSSFintra

	DRX cycle>320ms
	Y Note 3 x max(MGRP, DRX cycle) x CSSFintra

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified
NOTE 2:	M2 = 1.5 if SMTC periodicity > 40 ms, otherwise M2=1
NOTE 3:	Y=3 when SMTC <= 40ms, Y=5 when SMTC > 40ms
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