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[bookmark: _Toc21338205][bookmark: _Toc29808313][bookmark: _Toc37068232][bookmark: _Toc37083777][bookmark: _Toc37084119][bookmark: _Toc40209481][bookmark: _Toc40209823][bookmark: _Toc45892782][bookmark: _Toc21342855][bookmark: _Toc29769816][bookmark: _Toc29799315][bookmark: _Toc21342857]5.3.4	DCI format 2_6 requirements
5.3.4.1	FDD
The parameters specified in Table 5.3.4.1-1 and DCI format 2_6 specified in Table 5.3.4.1-2 are valid for FDD test unless otherwise stated.
Table 5.3.4.1-1: Test Parameters
	Parameter
	Unit
	1 Tx Antenna

	CCE to REG mapping type
	
	nonInterleaved

	REG bundle size
	
	6

	Shift index
	
	0

	DRX cycle
	ms
	10



Table 5.3.4.1-2: PDCCH DCI format 2_6 Reference Channel
	Parameter
	Unit
	Value

	Subcarrier spacing
	kHz
	15

	CORESET frequency domain allocation
	
	48

	CORESET time domain allocation
	
	2

	Aggregation level
	
	8

	DCI Format
	
	2_6

	Payload (without CRC)
	Bits
	[54 or 60]



[bookmark: _Toc21338191][bookmark: _Toc29808299][bookmark: _Toc37068218][bookmark: _Toc37083763][bookmark: _Toc37084105][bookmark: _Toc40209467][bookmark: _Toc40209809][bookmark: _Toc45892768]5.3.4.1.1	1 Tx Antenna performances
For the parameters specified in Table 5.3.4.1-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.4.1.1-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.2.1.1-1: Minimum performance for PDCCH with 15 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 
	48
	2
	8
	DCI format 2_6
	TDLA30-10
	1x2 Low
	1
	5.5

	
	
	
	2
	4
	R.PDCCH. 1-2.4 FDD
	
	
	
	


[bookmark: _Toc21338193][bookmark: _Toc29808301][bookmark: _Toc37068220][bookmark: _Toc37083765][bookmark: _Toc37084107][bookmark: _Toc40209469][bookmark: _Toc40209811][bookmark: _Toc45892770]
5.3.4.2	TDD
The parameters specified in Table 5.3.4.2-1 and DCI format 2_6 specified in Table 5.3.4.2-2 are valid for all TDD tests unless otherwise stated.
Table 5.3.4.2-1: Test Parameters
	Parameter
	Unit
	1 Tx Antenna

	TDD UL-DL pattern
	
	FR1.30-1

	CCE to REG mapping type
	
	Interleaved

	Interleaver size
	
	3

	REG bundle size
	
	2

	Shift Index
	
	0

	DRX cycle
	ms
	10



Table 5.3.4.2-2: PDCCH DCI format 2_6 Reference Channel
	Parameter
	Unit
	Value

	Subcarrier spacing
	kHz
	15

	CORESET frequency domain allocation
	
	102

	CORESET time domain allocation
	
	2

	Aggregation level
	
	8

	DCI Format
	
	2_6

	Payload (without CRC)
	Bits
	[54 or 60]



[bookmark: _Toc21338194][bookmark: _Toc29808302][bookmark: _Toc37068221][bookmark: _Toc37083766][bookmark: _Toc37084108][bookmark: _Toc40209470][bookmark: _Toc40209812][bookmark: _Toc45892771]5.3.4.2.1	1 Tx Antenna performances
For the parameters specified in Table 5.3.4.2-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.4.2.1-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.4.2.1-1: Minimum performance for PDCCH with 30 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	40 
	102
	2
	8
	DCI format 2_6
	TDLC300- 100
	1x2 Low
	1
	3.0

	
	
	
	1
	4
	R.PDCCH. 2-1.2 TDD
	
	
	
	



