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<Start of Change 1>
9.10	CSI-RS based L3 measurements
9.10.1	Introduction
This clause contains general requirements on the UE regarding CSI-RS based measurement reporting in RRC_CONNECTED state. The requirements are split in intra-frequency and inter-frequency measurements requirements.  
The requirements in this clause apply, provided:
-	all CSI-RS resources in the same MO have the same bandwidth, and
	- associatied SSB is configured and detected, and
-	associated SSB is QCLed with the corresponding CSI-RS resources in FR2, and
-	The CSI-RS for measurement is QCL-ed to the associated SSB for FR2., and
-	the CSI-RS resources for measurement on one frequency layer are configured within a window of up to a periodic 5ms window where the measurements of CSI-RS on the frequency layer are to be performed. 
9.10.2	CSI-RS based intra-frequency measurements
9.10.2.1	Introduction
A measurement is defined as a CSI-RS based intra-frequency measurement provided that:
-	the SCS of CSI-RS resources on the neighbour cell configured for measurement is the same as the SCS of CSI-RS resources on the serving cell indicated for measurement, and
-	the CP type of CSI-RS resources on neighbour cell configured for measurement is the same as the CP type of CSI-RS resources on the serving cell indicated for measurement, and
-	It is applied for SCS = 60KHzs
-	the centre frequency of CSI-RS resources on the neighbour cell configured for measurement is the same as the centre frequency of CSI-RS resource on the serving cell indicated for measurement
The UE shall be able to identify new intra-frequency cells and perform CSI-RSRP, CSI-RSRQ and CSI-SINR measurements of identified intra-frequency cells if carrier frequency information is provided by PCell or the PSCell.
[bookmark: OLE_LINK1]Intra-frequency CSI-RS resources are completely contained within the active BWP bandwidth. 
No measurement gap is needed for intra-frequency CSI-RS resources measurements. 
For intra-frequency CSI-RS based measurements, UE may cause scheduling restriction as specified in clause 9.10.2.5.
9.10.2.2	Requirements applicability
The requirements in clause 9.10.2 apply, provided:
-	All CSI-RS resources in the same MO are configured with the same csi-rs-MeasurementBW.
-	The BW of the CSI-RS on the intra-frequency neighbor cell is within the active BWP of the UE
[bookmark: OLE_LINK39][bookmark: OLE_LINK40]-	The CSI-RS resources and the associated SSB of the cell being identified or measured are detectable.
-	The bandwidth of CSI-RS resources of intra-MO is the same as that of the CSI-RS resources configured for the serving cell
-	The CSI-RS for measurement is QCL-ed to the associated SSB for FR2.
An intra-frequency cell shall be considered detectable when for each relevant CSI-RS and associated SSB:
-	CSI-RSRP related side conditions given in clauses 10.1.x and 10.1.x for FR1 and FR2, respectively, for a corresponding Band,
-	CSI-RSRQ related side conditions given in clauses 10.1.x and 10.1.x for FR1 and FR2, respectively, for a corresponding Band,
-	CSI-SINR related side conditions given in clauses 10.1.x and 10.1.x for FR1 and FR2, respectively, for a corresponding Band,
-	CSI_RP and CSI Ês/Iot according to Annex B.2.x for a corresponding Band.
-	SS-RSRP related side conditions given in clauses 10.1.2 and 10.1.3 for FR1 and FR2, respectively, for a corresponding Band,
-	SS-RSRQ related side conditions given in clauses 10.1.7 and 10.1.8 for FR1 and FR2, respectively, for a corresponding Band,
-	SS-SINR related side conditions given in clauses 10.1.12 and 10.1.13 for FR1 and FR2, respectively, for a corresponding Band,
-	SSB_RP and SSB Ês/Iot according to Annex B.2.2 for a corresponding Band.
9.10.2.3	Number of cells and number of CSI-RS
9.10.2.3.1	Requirements for FR1
For each intra-frequency layer, during each layer 1 measurement period, the UE shall be capable of performing CSI-RSRP, CSI-RSRQ, and CSI-SINR measurements for at least:
-	8 identified cells, and
-	32 CSI-RSs with different CSI-RS index and/or PCI on the intra-frequency layer, where the number of CSI-RSs in the serving cell (except for the SCell) is not smaller than the number of configured RLM-RS CSI-RS resources. 
-    The cells to be monitored based on CSI-RS can be the same set or a subset of the cells monitored based on SSB. 
The cells to be monitored based on CSI-RS can be the same set or a subset of the cells monitored based on SSB
9.10.2.3.2	Requirements for FR2
For one single intra-frequency layer in a band, during each layer 1 measurement period,  the UE shall be capable of performing CSI-RSRP, CSI-RSRQ, and CSI-SINR measurements for at least:
-	6 identified cells, and
-	32 CSI-RSs with different CSI-RS index and/or PCI,
-    The cells to be monitored based on CSI-RS can be the same set or a subset of the cells monitored based on SSB. 
The cells to be monitored based on CSI-RS can be the same set or a subset of the cells monitored based on SSB where this single intra-frequency layer shall be:
-	PCC on which UE is configured to report CSI-RS measurement when UE is configured with SA NR operation mode with PCC in the band; or
-	PSCC on which UE is configured to report CSI-RS measurement when UE is configured with EN-DC with PSCC in the band; or
-	One of the SCCs on which UE is configured to report CSI-RS based measurements when neither PCC nor PSCC is in the same band, so that the selected SCC shall be an SCC where the UE is configured with CSI-RSRP measurement reporting if such SCC exists, otherwise the selected SCC is determined by UE implementation.
The UE shall also be capable of performing CSI-RSRP, CSI-RSRQ, and CSI-SINR measurements for at least 2 CSI-RSs on serving cell for each of the other intra-frequency layer(s) in the same band.
For each FR2 band, UE is only required to measure neighbour cell CSI-RS on the CSI-RS layer, whose associated SSB should be on the same SSB layer as the one where UE is required to measure neighbour cell SSB.
[bookmark: _GoBack]
<End of Change 1>

