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1. Introduction

In RAN4 #96e meeting, the WF on CA CQI reporting test requirements was approved [1], and the only open issue is the duplex mode and SCS for testing. In this paper we discuss this open issue.
2. Discussion 
On duplex mode and SCS
Current options in the WF:
· Duplex mode and SCS combinations
· For the performance requirements:
· Option 1: Reuse the duplex mode and SCS combination of PDSCH normal CA requirements
· Option 2:
· FR1: FDD + FDD with 15 kHz SCS and TDD + TDD with 30 kHz SCS
· FR2: TDD + TDD with 120 kHz SCS
· Option 3:
· FR1: FDD + FDD with 15 kHz SCS, TDD + TDD with 30 kHz SCS, FDD 15 kHz +TDD 30kHz
· FR2: TDD + TDD with 120 kHz SCS
· Test applicability rule if the above proposed WF is agreed for FR1:
· Option A: Test 3 cases
· Option B : Test 2 cases
· Candidate option for detailed applicability rule:
· Test #1: FDD 15 kHz + TDD 30 kHz > FDD 15 kHz + FDD 15 kHz > FDD 15 kHz + TDD 15 kHz
· Test #2: TDD 30 kHz + TDD 30 kHz > TDD 15 kHz + TDD 30 kHz
· Option C: Test 1 cases
The duplex mode and SCS for CA CQI testing have been extensively discussed in the previous meetings, and all interested companies have clearly showed their views and considerations. From our perspective, option 1 + option B should be the first priority, option 3 can be acceptable, and option 2 is not acceptable since FDD 15 kHz +TDD 30 kHz is not covered. We understand the motivation of CA CQI test is to verify independent CQI calculation in different CCs and some duplex mode and SCS combinations have been covered in normal PDSCH CA test. However, we need to be aware that at least FDD 15 kHz +TDD 30 kHz is a very typical CA scenario, and some UE only supports this scenario.
Observation 1: At least FDD 15 kHz +TDD 30 kHz is a very typical CA scenario, and some UE only supports this scenario.
Proposal 1: For the duplex mode and SCS, use option 1 + option B as the first priority.
3. Conclusion
This paper discussed the duplex mode and SCS for CA CQI testing, with the following observation and proposal:
Observation 1: At least FDD 15 kHz +TDD 30 kHz is a very typical CA scenario, and some UE only supports this scenario.
Proposal 1: For the duplex mode and SCS, use option 1 + option B as the first priority.
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