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>>>>>Start of Change 1<<<<<
[bookmark: _Toc535476087]A.3.3.12	DRX Configuration 12: DRX cycle = 40 ms and TAT = Infinity
Table A.3.3.12-1: DRX.12: DRX cycle = 40 ms and time alignment timer (TAT) = Infinity
	Field
	Value

	drx-onDurationTimer
	6 ms

	drx-InactivityTimer
	1 ms

	drx-RetransmissionTimerDL
	1 slot

	drx-RetransmissionTimerUL
	1 slot

	drx-LongCycleStartOffset
	20 ms

	shortDRX
	disable

	TimeAlignmentTimer
	Infinity

	Note:	This DRX configuration is applicable for NR serving cell. The DRX cycle and time alignment timer parameters are specified in clause 6.3.2 in TS 38.331 [2]



>>>>>End of Change 1<<<<<

>>>>>Start of Change 2<<<<<
Table A.4.5.1.8.1-2: General test parameters for FR1 PSCell for CSI-RS in-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	RMC CORESET Reference Channel
	Config 1, 4
	
	CCR.1.1 FDD

	
	Config 2, 5
	
	CCR.1.1 TDD

	
	Config 3, 6
	
	CCR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	CSI-RS for RLM
	Config 1, 4
	
	Resource #4 in TRS.1.1 FDD

	
	Config 2, 5
	
	Resource #4 in TRS.1.1 TDD

	
	Config 3, 6
	
	Resource #4 in TRS.1.2 TDD

	TCI configuration for PDCCH/PDSCH
	
	TCI.State.0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	DRX.312

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for reporting
	Config 1, 4
	
	CSI-RS.1.1 FDD

	
	Config 2, 5
	
	CSI-RS.1.1 TDD

	
	Config 3, 6
	
	CSI-RS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	1.24

	T4
	s
	0.2

	T5
	s
	1.88

	T6
	s
	1.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test. 




>>>>>End of Change 2<<<<<
>>>>>Start of Change 3<<<<<
Table A.5.5.1.8.1-2: General test parameters for FR2 PSCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	
	Config 2
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1

	RMCCORESET Reference Channel
	Config 1
	
	CCR.3.1 TDD
CCR.3.3 TDD

	
	Config 2
	
	CCR.3.1 TDD
CCR.3.3 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	
	Config 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	
	Config 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	
	Config 2
	
	120 KHz

	CSI-RS for RLM
	Config 1, 2
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	TCI.State.3

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	DRX.312

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	
	Config 2
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	1.64

	T4
	s
	0.2

	T5
	s
	1.88

	D1
	s
	1.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.




>>>>>End of Change 3<<<<<

>>>>>Start of Change 4<<<<<
Table A.6.5.1.8.1-2: General test parameters for FR1 PCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell 
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2, 3
	
	TDD

	TDD Configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	DL initial BWP configuration
	Config 1, 2, 3
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3
	
	ULBWP.1.1

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2
	
	SMTC.1

	
	Config 3
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 kHz

	
	Config 3
	
	30 kHz

	TRS configuration
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	CSI-RS for RLM
	Config 1
	
	Resource #4 in TRS.1.1 FDD

	
	Config 2
	
	Resource #4 in TRS.1.1 TDD

	
	Config 3
	
	Resource #4 in TRS.1.2 TDD

	TCI configuration for PDCCH/PDSCH
	
	TCI.State.0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	DRX.312

	Gap pattern ID 
	
	gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD 

	
	Config 2
	
	CSI-RS.1.1 TDD

	
	Config 3
	
	CSI-RS.2.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	1.24

	T4
	s
	0.2

	T5
	s
	1.88

	T6
	s
	1.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.




>>>>>End of Change 4<<<<<
>>>>>Start of Change 5<<<<<
Table A.7.5.1.8.1-2: General test parameters for FR2 PCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell 
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.1

	CORESET Reference Channel
	Config 1
	
	CCR.3.1 TDD
CCR.3.3 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	CSI-RS for RLM
	Config 1
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	TCI.State.3

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	DRX.312

	Gap pattern ID 
	
	*gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	1.64

	T4
	s
	0.2

	T5
	s
	1.88

	D1
	s
	1.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.




>>>>>End of Change 5<<<<<



