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[Unaffected parts omitted]
[bookmark: _Toc21351531][bookmark: _Toc29807113][bookmark: _Toc36648827][bookmark: _Toc36651552][bookmark: _Toc37256486][bookmark: _Toc37256827][bookmark: _Toc45890524][bookmark: _Toc45891748][bookmark: _Toc45892158][bookmark: _Toc45892568][bookmark: _Toc52352981][bookmark: _Toc53174804]5.5B.5.2	Inter-band EN-DC configurations including FR2 (three bands)
Table 5.5B.5.2-1: Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n257A2
DC_1A-3A_n257D2
DC_1A-3A_n257E2
DC_1A-3A_n257F2
DC_1A-3A_n257G
DC_1A-3A_n257H
DC_1A-3A_n257I
DC_1A-3A_n257J
DC_1A-3A_n257K
DC_1A-3A_n257L
DC_1A-3A_n257M
DC_1A-3C_n257A
DC_1A-3C_n257D
DC_1A-3C_n257E
DC_1A-3C_n257F
DC_1A-3C_n257G
DC_1A-3C_n257H
DC_1A-3C_n257I
DC_1A-3C_n257J
DC_1A-3C_n257K
DC_1A-3C_n257L
DC_1A-3C_n257M
	DC_1A_n257A
DC_1A_n257D
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_3A_n257J
DC_3A_n257K
DC_3A_n257L
DC_3A_n257M

	DC_1A-5A_n257A2
DC_1A-5A_n257D
DC_1A-5A_n257E
DC_1A-5A_n257F
DC_1A-5A_n257G
DC_1A-5A_n257H
DC_1A-5A_n257I
DC_1A-5A_n257J
DC_1A-5A_n257K
DC_1A-5A_n257L
DC_1A-5A_n257M
	DC_1A_n257A
DC_5A_n257A

	DC_1A-7A_n257A2
DC_1A-7A_n257D
DC_1A-7A_n257E
DC_1A-7A_n257F
DC_1A-7A_n257G
DC_1A-7A_n257H
DC_1A-7A_n257I
DC_1A-7A_n257J
DC_1A-7A_n257K
DC_1A-7A_n257L
DC_1A-7A_n257M
	DC_1A_n257A
DC_7A_n257A

	DC_1A-7A-7A_n257A2
DC_1A-7A-7A_n257D
DC_1A-7A-7A_n257E
DC_1A-7A-7A_n257F
DC_1A-7A-7A_n257G
DC_1A-7A-7A_n257H
DC_1A-7A-7A_n257I
DC_1A-7A-7A_n257J
DC_1A-7A-7A_n257K
DC_1A-7A-7A_n257L
DC_1A-7A-7A_n257M
	DC_1A_n257A
DC_7A_n257A
DC_7A-7A_n257A

	DC_1A-8A_n257A2
DC_1A-8A_n257D
DC_1A-8A_n257E
DC_1A-8A_n257F
DC_1A-8A_n257G
DC_1A-8A_n257H
DC_1A-8A_n257I
DC_1A-8A_n257J
DC_1A-8A_n257K
DC_1A-8A_n257L
DC_1A-8A_n257M
	DC_1A_n257A
DC_1A_n257D
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_8A_n257A
DC_8A_n257D
DC_8A_n257G
DC_8A_n257H
DC_8A_n257I

	DC_1A-11A_n257A
DC_1A-11A_n257D
DC_1A-11A_n257G
DC_1A-11A_n257H
DC_1A-11A_n257I
	DC_1A_n257A
DC_1A_n257D
DC_1A-257G
DC_1A-257H
DC_1A-257I
DC_11A_n257A
DC_11A_n257D
DC_11A-257G
DC_11A-257H
DC_11A-257I

	DC_1A-18A_n257A2
DC_1A-18A_n257D
DC_1A-18A_n257E
DC_1A-18A_n257F
DC_1A-18A_n257G
DC_1A-18A_n257H
DC_1A-18A_n257I
DC_1A-18A_n257J
DC_1A-18A_n257K
DC_1A-18A_n257L
DC_1A-18A_n257M
	DC_1A-257A 
DC_1A-257G
DC_1A-257H
DC_1A-257I
DC_18A_n257A
DC_18A-257G
DC_18A-257H
DC_18A-257I

	DC_1A-19A_n257A2
DC_1A-19A_n257D2
DC_1A-19A_n257E2
DC_1A-19A_n257F2
DC_1A-19A_n257G
DC_1A-19A_n257H
DC_1A-19A_n257I
DC_1A-19A_n257J
DC_1A-19A_n257K
DC_1A-19A_n257L
DC_1A-19A_n257M
	DC_1A_n257A
DC_1A-257D
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_1A_n257J
DC_1A_n257K
DC_1A_n257L
DC_1A_n257M
DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I

	DC_1A-21A_n257A2
DC_1A-21A_n257D2
DC_1A-21A_n257E2
DC_1A-21A_n257F2
DC_1A-21A_n257G
DC_1A-21A_n257H
DC_1A-21A_n257I
DC_1A-21A_n257J
DC_1A-21A_n257K
DC_1A-21A_n257L
DC_1A-21A_n257M
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_1A_n257J
DC_1A_n257K
DC_1A_n257L
DC_1A_n257M
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_21A_n257J
DC_21A_n257K
DC_21A_n257L
DC_21A_n257M

	DC_1A-28A_n257A2
DC_1A-28A_n257D2
DC_1A-28A_n257E2
DC_1A-28A_n257F2
DC_1A-28A_n257G2
DC_1A-28A_n257H2
DC_1A-28A_n257I2
	DC_1A_n257A
DC_1A_n257D
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_28A_n257A
DC_28A_n257D
DC_28A_n257G
DC_28A_n257H
DC_28A_n257I

	DC_1A-41A_n257A
DC_1A-41A_n257D
DC_1A-41A_n257E
DC_1A-41A_n257F
DC_1A-41A_n257G
DC_1A-41A_n257H
DC_1A-41A_n257I
DC_1A-41A_n257J
DC_1A-41A_n257K
DC_1A-41A_n257L
DC_1A-41A_n257M
DC_1A-41C_n257A
DC_1A-41C_n257D
DC_1A-41C_n257E
DC_1A-41C_n257F
DC_1A-41C_n257G
DC_1A-41C_n257H
DC_1A-41C_n257I
DC_1A-41C_n257J
DC_1A-41C_n257K
DC_1A-41C_n257L
DC_1A-41C_n257M
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_41A_n257A 
DC_41A_n257G
DC_41A_n257H
DC_41A_n257I
DC_41C_n257A
DC_41C_n257G
DC_41C_n257H
DC_41C_n257I

	DC_1A-42A_n257A
DC_1A-42A_n257D
DC_1A-42A_n257E
DC_1A-42A_n257F
DC_1A-42A_n257G
DC_1A-42A_n257H
DC_1A-42A_n257I
DC_1A-42A_n257J
DC_1A-42A_n257K
DC_1A-42A_n257L
DC_1A-42A_n257M
DC_1A-42C_n257A
DC_1A-42C_n257D
DC_1A-42C_n257E
DC_1A-42C_n257F
DC_1A-42C_n257G
DC_1A-42C_n257H
DC_1A-42C_n257I
DC_1A-42C_n257J
DC_1A-42C_n257K
DC_1A-42C_n257L
DC_1A-42C_n257M
DC_1A-42D_n257A
DC_1A-42D_n257D
DC_1A-42D_n257E
DC_1A-42D_n257F
DC_1A-42D_n257G
DC_1A-42D_n257H
DC_1A-42D_n257I
DC_1A-42D_n257J
DC_1A-42D_n257K
DC_1A-42D_n257L
DC_1A-42D_n257M
DC_1A-42E_n257A
DC_1A-42E_n257D
DC_1A-42E_n257E
DC_1A-42E_n257F
DC_1A-42E_n257G
DC_1A-42E_n257H
DC_1A-42E_n257I
DC_1A-42E_n257J
DC_1A-42E_n257K
DC_1A-42E_n257L
DC_1A-42E_n257M
	DC_1A_n257A
DC_1A_n257D
DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_1A_n257J
DC_1A_n257K
DC_1A_n257L
DC_1A_n257M
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I
DC_42C_n257A
DC_42C_n257G
DC_42C_n257H
DC_42C_n257I

	DC_2A-5A_n257A2
	DC_2A_n257A
DC_5A_n257A

	DC_2A-5A_n260A
DC_2A-5A_n260G
DC_2A-5A_n260H
DC_2A-5A_n260I
DC_2A-5A_n260J
DC_2A-5A_n260K
DC_2A-5A_n260L
DC_2A-5A_n260M
DC_2A-2A-5A_n260A
DC_2A-2A-5A_n260G
DC_2A-2A-5A_n260H
DC_2A-2A-5A_n260I
DC_2A-2A-5A_n260J
DC_2A-2A-5A_n260K
DC_2A-2A-5A_n260L
DC_2A-2A-5A_n260M
	DC_2A_n260A
DC_5A_n260A


	DC_2A-5A_n260I
DC_2A-5A_n260J
DC_2A-5A_n260K
DC_2A-5A_n260L
DC_2A-5A_n260M
	DC_2A_n260I 
DC_5A_n260I

	DC_2A-5A_n261A
DC_2A-5A_n261I
DC_2A-5A_n261J
DC_2A-5A_n261K
DC_2A-5A_n261L
DC_2A-5A_n261M
	DC_2A_n261A 
DC_5A_n261A

	DC_2A-5A_n261(A-G)
DC_2A-5A_n261(A-H)
DC_2A-5A_n261(A-J)
DC_2A-5A_n261(A-K)
DC_2A-5A_n261(2A-G)
DC_2A-5A_n261(2A-H)
DC_2A-5A_n261(2A-I)
DC_2A-5A_n261(3A-G)
DC_2A-5A_n261(G-H)
DC_2A-5A_n261(G-I)
DC_2A-5A_n261(G-J)
DC_2A-5A_n261(2G)
DC_2A-5A_n261(2H)
DC_2A-5A_n261(H-I)
	DC_2A_n261A 
DC_5A_n261A

	DC_2A-5A_n261(A-G)
DC_2A-5A_n261(2A-G)
DC_2A-5A_n261(3A-G)
DC_2A-5A_n261(2G)
	DC_2A_n261G 
DC_5A_n261G

	DC_2A-5A_n261(2A-H)
DC_2A-5A_n261(G-H)
DC_2A-5A_n261(2H)
	DC_2A_n261H 
DC_5A_n261H

	DC_2A-5A_n261I
DC_2A-5A_n261J
DC_2A-5A_n261K
DC_2A-5A_n261L
DC_2A-5A_n261M
DC_2A-5A_n261(A-J)
DC_2A-5A_n261(A-K)
DC_2A-5A_n261(2A-I)
DC_2A-5A_n261(G-I)
DC_2A-5A_n261(G-J)
DC_2A-5A_n261(H-I)
	DC_2A_n261I 
DC_5A_n261I

	DC_2A-12A_n260A
DC_2A-12A_n260G
DC_2A-12A_n260H
DC_2A-12A_n260I
DC_2A-12A_n260J
DC_2A-12A_n260K
DC_2A-12A_n260L
DC_2A-12A_n260M
DC_2A-2A-12A_n260A
DC_2A-2A-12A_n260G
DC_2A-2A-12A_n260H
DC_2A-2A-12A_n260I
DC_2A-2A-12A_n260J
DC_2A-2A-12A_n260K
DC_2A-2A-12A_n260L
DC_2A-2A-12A_n260M
	DC_2A_n260A
DC_12A_n260A

	DC_2A-13A_n257A2
	DC_2A_n257A
DC_13A_n257A

	DC_2A-29A_n260A
DC_2A-29A_n260G
DC_2A-29A_n260H
DC_2A-29A_n260I
DC_2A-29A_n260J
DC_2A-29A_n260K
DC_2A-29A_n260L
DC_2A-29A_n260M
	DC_2A_n260A

	DC_2A-13A_n260A2
DC_2A-13A_n260G
DC_2A-13A_n260H
DC_2A-13A_n260I
DC_2A-13A_n260J
DC_2A-13A_n260K
DC_2A-13A_n260L
DC_2A-13A_n260M
	DC_2A_n260A
DC_13A_n260A

	DC_2A-13A_n260(2A)
DC_2A-13A_n260(3A)
DC_2A-13A_n260(4A)
DC_2A-13A_n260(5A)
DC_2A-13A_n260(6A)
DC_2A-13A_n260(2G)
DC_2A-13A_n260(2H)
DC_2A-13A_n260(A-G)
DC_2A-13A_n260(A-H)
DC_2A-13A_n260(A-2G)
DC_2A-13A_n260(2A-G)
DC_2A-13A_n260(2A-2G)
DC_2A-13A_n260(3A-G)
DC_2A-13A_n260(G-H)
	DC_2A_n260A 
DC_13A_n260A

	DC_2A-13A_n260I
DC_2A-13A_n260J
DC_2A-13A_n260K
DC_2A-13A_n260L
DC_2A-13A_n260M
	DC_2A_n260I 
DC_13A_n260I

	DC_2A-13A_n261A
DC_2A-13A_n261G
DC_2A-13A_n261H
DC_2A-13A_n261I
DC_2A-13A_n261J
DC_2A-13A_n261K
DC_2A-13A_n261L
DC_2A-13A_n261M
	DC_2A_n261A
DC_13A_n261A

	DC_2A-13A_n261(2A)
DC_2A-13A_n261(3A)
DC_2A-13A_n261(4A)
DC_2A-13A_n261(2G)
DC_2A-13A_n261(2H)
DC_2A-13A_n261(A-G)
DC_2A-13A_n261(A-H)
DC_2A-13A_n261(A-I)
DC_2A-13A_n261(A-J)
DC_2A-13A_n261(A-K)
DC_2A-13A_n261(A-2G)
DC_2A-13A_n261(A-G-H)
DC_2A-13A_n261(A-G-I)
DC_2A-13A_n261(2A-G)
DC_2A-13A_n261(2A-H)
DC_2A-13A_n261(2A-I)
DC_2A-13A_n261(3A-G)
DC_2A-13A_n261(G-H)
DC_2A-13A_n261(G-I)
DC_2A-13A_n261(G-J)
DC_2A-13A_n261(H-I)
	DC_2A_n261A
DC_13A_n261A

	DC_2A-13A_n261(A-G)
DC_2A-13A_n261(2A-G)
DC_2A-13A_n261(3A-G)
DC_2A-13A_n261(2G)
	DC_2A_n261G
DC_13A_n261G

	DC_2A-13A_n261(A-H)
DC_2A-13A_n261(2A-H)
DC_2A-13A_n261(G-H)
DC_2A-13A_n261(2H)
	DC_2A_n261H
DC_13A_n261H

	DC_2A-14A_n260A
DC_2A-14A_n260G
DC_2A-14A_n260H
DC_2A-14A_n260I
DC_2A-14A_n260J
DC_2A-14A_n260K
DC_2A-14A_n260L
DC_2A-14A_n260M
DC_2A-2A-14A_n260A
DC_2A-2A-14A_n260G
DC_2A-2A-14A_n260H
DC_2A-2A-14A_n260I
DC_2A-2A-14A_n260J
DC_2A-2A-14A_n260K
DC_2A-2A-14A_n260L
DC_2A-2A-14A_n260M
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260J
DC_2A_n260K
DC_2A_n260L
DC_2A_n260M
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_14A_n260J
DC_14A_n260K
DC_14A_n260L
DC_14A_n260M

	DC_2A-30A_n260A
DC_2A-30A_n260G
DC_2A-30A_n260H
DC_2A-30A_n260I
DC_2A-30A_n260J
DC_2A-30A_n260K
DC_2A-30A_n260L
DC_2A-30A_n260M
	DC_2A_n260A
DC_30A_n260A

	DC_2A-2A-30A_n260A
DC_2A-2A-30A_n260G
DC_2A-2A-30A_n260H
DC_2A-2A-30A_n260I
DC_2A-2A-30A_n260J
DC_2A-2A-30A_n260K
DC_2A-2A-30A_n260L
DC_2A-2A-30A_n260M
	DC_2A_n260A
DC_30A_n260A

	DC_2A-46A_n258A
DC_2A-46C_n258A
DC_2A-46D_n258A
	DC_2A_n258A

	DC_2A-46A_n258(2A)
DC_2A-46A_n258(3A)
DC_2A-46A_n258(4A)
DC_2A-46A_n258(5A)
DC_2A-46C_n258(2A)
DC_2A-46C_n258(3A)
DC_2A-46C_n258(4A)
DC_2A-46C_n258(5A)
DC_2A-46D_n258(2A)
DC_2A-46D_n258(3A)
DC_2A-46D_n258(4A)
DC_2A-46D_n258(5A)
	DC_2A_n258A

	DC_2A-46A_n260A
DC_2A-46C_n260A
DC_2A-46D_n260A
DC_2A-46E_n260A
DC_2A-46A_n260G
DC_2A-46C_n260G
DC_2A-46D_n260G
DC_2A-46E_n260G
DC_2A-46A_n260H
DC_2A-46C_n260H
DC_2A-46D_n260H
DC_2A-46E_n260H
DC_2A-46A_n260I
DC_2A-46C_n260I
DC_2A-46D_n260I
DC_2A-46E_n260I
DC_2A-46A_n260J
DC_2A-46C_n260J
DC_2A-46D_n260J
DC_2A-46E_n260J
DC_2A-46A_n260K
DC_2A-46C_n260K
DC_2A-46D_n260K
DC_2A-46E_n260K
DC_2A-46A_n260L
DC_2A-46C_n260L
DC_2A-46D_n260L
DC_2A-46E_n260L
DC_2A-46A_n260M
DC_2A-46C_n260M
DC_2A-46D_n260M
DC_2A-46E_n260M
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H DC_2A_n260I DC_2A_n260J DC_2A_n260K DC_2A_n260L DC_2A_n260M

	DC_2A-2A-46A_n260A
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DC_46C-48C_n260(4A)
DC_46C-48D_n260(4A)
DC_46D-48C_n260(4A)
DC_46D-48D_n260(4A)
	DC_48A_n260A
DC_48C_n260A

	DC_46A-48A_n261A
DC_46C-48A_n261A
DC_46D-48A_n261A
DC_46A-48C_n261A
DC_46A-48D_n261A
DC_46C-48C_n261A
DC_46C-48D_n261A
DC_46D-48C_n261A
DC_46D-48D_n261A
DC_46A-48A_n261(2A)
DC_46C-48A_n261(2A)
DC_46D-48A_n261(2A)
DC_46A-48C_n261(2A)
DC_46A-48D_n261(2A)
DC_46C-48C_n261(2A)
DC_46C-48D_n261(2A)
DC_46D-48C_n261(2A)
DC_46D-48D_n261(2A)
	DC_48A_n261A
DC_48C_n261A

	DC_46A-66A_n258A
DC_46C-66A_n258A
DC_46D-66A_n258A
	DC_66A_n258A

	DC_46A-66A_n258(2A)
DC_46A-66A_n258(3A)
DC_46A-66A_n258(4A)
DC_46A-66A_n258(5A)
DC_46C-66A_n258(2A)
DC_46C-66A_n258(3A)
DC_46C-66A_n258(4A)
DC_46C-66A_n258(5A)
DC_46D-66A_n258(2A)
DC_46D-66A_n258(3A)
DC_46D-66A_n258(4A)
DC_46D-66A_n258(5A)
	DC_66A_n258A

	DC_46A-66A_n260A
DC_46C-66A_n260A
DC_46D-66A_n260A
DC_46E-66A_n260A
DC_46A-66A_n260G
DC_46C-66A_n260G
DC_46D-66A_n260G
DC_46E-66A_n260G
DC_46A-66A_n260H
DC_46C-66A_n260H
DC_46D-66A_n260H
DC_46E-66A_n260H
DC_46A-66A_n260I
DC_46C-66A_n260I
DC_46D-66A_n260I
DC_46E-66A_n260I
DC_46A-66A_n260J
DC_46C-66A_n260J
DC_46D-66A_n260J
DC_46E-66A_n260J
DC_46A-66A_n260K
DC_46C-66A_n260K
DC_46D-66A_n260K
DC_46E-66A_n260K
DC_46A-66A_n260L
DC_46C-66A_n260L
DC_46D-66A_n260L
DC_46E-66A_n260L
DC_46A-66A_n260M
DC_46C-66A_n260M
DC_46D-66A_n260M
DC_46E-66A_n260M
	DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
 DC_66A_n260I
 DC_66A_n260J
 DC_66A_n260K
 DC_66A_n260L
 DC_66A_n260M

	DC_46A-66A_n260(2A)
DC_46C-66A_n260(2A)
DC_46D-66A_n260(2A)
	DC_66A_n260A

	DC_46A-66A_n261A
DC_46C-66A_n261A
DC_46D-66A_n261A
DC_46A-66A_n261(2A)
DC_46C-66A_n261(2A)
DC_46D-66A_n261(2A)
	DC_66A_n261A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability




[Unaffected parts omitted]

