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[bookmark: _Toc21344236][bookmark: _Toc29801720][bookmark: _Toc29802144][bookmark: _Toc29802769][bookmark: _Toc36107511][bookmark: _Toc37251270][bookmark: _Toc45888072][bookmark: _Toc45888671]6.2.3.1	General
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [7].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. Outer and inner allocation notation used in clause 6.2.3 is defined in clause 6.2.2 In absense of modulation and waveform types the A-MPR applies to all modulation and waveform types.
Table 6.2.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. In case of a power class 3 UE, when IE powerBoostPi2BPSK  is set to 1, power class 2 A-MPR values apply. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.1-1A. 
For almost contiguous allocations in CP-OFDM waveforms in power class 3, the allowed A-MPR defined in clause 6.2.3 is increased by CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB, where NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs, and the parameter LCRB is replaced by NRB_alloc + NRB_gap in specifying the RB allocation regions.

[bookmark: _Hlk516051685]Table 6.2.3.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (dB)

	NS_01
	
	Table 5.2-1
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	Table 5.3.2-1
	N/A

	NS_03
	6.5.2.3.3
	n2, n25, n66,
n70, n86
	
	
	Clause 6.2.3.7

	NS_03U
	6.5.2.3.3, 6.5.2.4.2
	n2, n25, n66, n86
	
	
	Clause 6.2.3.7

	NS_04
	6.5.2.3.2, 6.5.3.3.1
	n41
	10, 15, 20, 30, 40, 50, 60 80, 90, 100
	
	Clause 6.2.3.2

	NS_05
	6.5.3.3.4
	n1, n65, n84
	5, 10, 15, 20 (NOTE 2)
	
	Clause 6.2.3.4

	NS_05U
	6.5.3.3.4, 6.5.2.4.2
	n1, n65, n84
	5, 10, 15, 20
	
	Clause 6.2.3.4

	NS_06
	6.5.2.3.4
	n12
	5, 10, 15
	
	N/A

	
	
	n14
	5,10
	
	

	NS_10
	
	n20
	15, 20
	Table 6.2.3.3-1
	Table
6.2.3.3-1

	NS_12
	6.5.3.3.17
	n26
	
	
	

	NS_13
	6.5.3.3.18
	n26
	
	
	

	NS_14
	6.5.3.3.19
	n26
	
	
	

	NS_15
	6.5.3.3.20
	n26
	
	
	

	NS_17
	6.5.3.3.2
	n28, n83
	5,10
	Table 5.3.2-1
	N/A

	NS_18
	6.5.3.3.3
	n28, n83
	5
	
	Table 6.2.3.13-1, A1

	
	
	
	10, 15, 20
	
	Table 6.2.3.13-1, A2

	
	
	
	30
	
	Table 6.2.3.13-1, A3, A4, A5

	NS_21
	6.5.3.3.12
	n30
	5, 10
	
	Clause 6.2.3.14

	NS_24
	6.5.3.3.13
	n65 (NOTE 4)
	5, 10, 15, 20
	Table 6.2.3.15-1
	Clause 6.2.3.15

	NS_27
	6.5.2.3.8
6.5.3.3.14
	n48
	5, 10, 15, 20, 40
	Table 6.2.3.16-1
	Table 6.2.3.16-2

	NS_35
	6.5.2.3.1
	n71
	5, 10, 15, 20
	Table 5.3.2-1
	N/A

	NS_37
	6.5.3.3.6
	n74
(NOTE 3)
	10, 15
	Table 6.2.3.8-1
	Table
6.2.3.8-1

	NS_38
	6.5.3.3.7
	n74
	5, 10, 15, 20
	Table 6.2.3.9-1
	Table
6.2.3.9-1

	NS_39
	6.5.3.3.8
	n74
	10, 15, 20
	Table 6.2.3.10-1
	Table 6.2.3.10-1

	NS_40
	6.5.3.3.9
	n51
	5
	
	Table
6.2.3.5-1

	NS_41
	6.5.3.3.10
	n50
	5, 10, 15, 20, 30, 40, 50, 60
	
	Table 6.2.3.11-1

	NS_42
	6.5.3.3.11
	n50
	5, 10, 15, 20, 30, 40, 50, 60
	
	Table 6.2.3.12-1

	NS_43
	6.5.3.3.5
	n8, n81
	5, 10, 15
	
	Clause 6.2.3.6

	NS_43U
	6.5.3.3.5, 6.5.2.4.2
	n8, n81
	5, 10, 15
	
	Clause 6.2.3.6

	NS_44
	6.5.3.3.24
	n38
	25, 30, 40
	Table 6.2.3.20-1
	Table 6.2.3.20-1

	NS_45
	6.5.3.3.21
	n53
	5, 10
	
	Clause 6.2.3.25

	NS_46
	6.5.3.2
	n7
	25, 30, 40, 50
	Table 6.2.3.17-1
	Table 6.2.3.17-2

	NS_47
	6.5.3.3.15
	n41 (Note 5)
	30
	Table 6.2.3.18-1
	Table 6.2.3.18-2

	NS_48
	6.5.3.3.22
	n1
	25, 30, 40, 50
	Table 6.2.3.26-1
	Table 6.2.3.26-1

	NS_49
	6.5.3.3.23
	n1
	25, 30, 40, 50
	Table 6.2.3.27-1
	Table 6.2.3.27-1

	NS_50
	6.5.3.3.16
	n39
	25, 30, 40
	
	Clause 6.2.3.19

	NS_51
	6.5.3.3.22
	n65
	50
	Table 6.2.3.28-1
	Table 6.2.3.28-2

	NS_XY
	6.5.2.3.8
6.5.3.3.14
	n48
	5, 10, 15, 20, 40
	Table 6.2.3.x-1
	Table 6.2.3.x-2

	NS_100
	6.5.2.4.2
	n1, n2, n3, n5, n8, n18, n25, n26, n65, n66, n80, n81, n84, n86, n89
(NOTE 1)
	
	
	Table
6.2.3.1-2

	NOTE 1:	This NS can be signalled for NR bands that have UTRA services deployed
NOTE 2:	No A-MPR is applied for 5 MHz BWChannel where the lower channel edge is ≥ 1930 MHz,10 MHz BWChannel where the lower channel edge is ≥ 1950 MHz and 15 MHz BWChannel where the lower channel edge is ≥ 1955 MHz.NOTE 3:	Applicable when the NR carrier is within 1447.9 – 1462.9 MHz
NOTE 4:	Applicable when the upper edge of the channel bandwidth frequency is greater than 1980 MHz.
NOTE 5:	Applicable when the NR carrier is within 2545 – 2575 MHz


[The NS_01 label with the field additionalPmax [7] absent is default for all NR bands.]

Table 6.2.3.1-1A: Mapping of network signaling label
	NR band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n1
	NS_01
	NS_100
	NS_05
	NS_05U
	NS_48
	NS_49
	
	

	n2
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n3
	NS_01
	NS_100
	
	
	
	
	
	

	n5
	NS_01
	NS_100
	
	
	
	
	
	

	n7
	NS_01
	NS_46
	
	
	
	
	
	

	n8
	NS_01
	NS_100
	NS_43
	NS_43U
	
	
	
	

	n12
	NS_01
	NS_06
	
	
	
	
	
	

	n14
	NS_01
	NS_06
	
	
	
	
	
	

	n18
	NS_01
	NS_100
	
	
	
	
	
	

	n20
	NS_01
	Void
	NS_10
	
	
	
	
	

	n25
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n26
	NS_01
	NS_100
	NS_12
	NS_13
	NS_14
	NS_15
	
	

	n28
	NS_01
	NS_17
	NS_18
	
	
	
	
	

	n30
	NS_01
	NS_21
	
	
	
	
	
	

	n34
	NS_01
	
	
	
	
	
	
	

	n38
	NS_01
	NS_44
	
	
	
	
	
	

	n39
	NS_01
	NS_50
	
	
	
	
	
	

	n40
	NS_01
	
	
	
	
	
	
	

	n41
	NS_01
	NS_04
	NS_47
	
	
	
	
	

	n48
	NS_01
	NS_27
	NS_XY
	
	
	
	
	

	n50
	NS_01
	NS_41
	NS_42
	
	
	
	
	

	n51
	NS_01
	NS_40
	
	
	
	
	
	

	n53
	NS_01
	NS_45
	
	
	
	
	
	

	n65
	NS_01
	NS_24
	NS_100
	NS_05
	NS_05U
	NS_51
	
	

	n66
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n70
	NS_01
	NS_03
	
	
	
	
	
	

	n71
	NS_01
	NS_35
	
	
	
	
	
	

	n74
	NS_01
	NS_37
	NS_38
	NS_39
	
	
	
	

	n77
	NS_01
	
	
	
	
	
	
	

	n78
	NS_01
	
	
	
	
	
	
	

	n79
	NS_01
	
	
	
	
	
	
	

	n80
	NS_01
	NS_100
	
	
	
	
	
	

	n81
	NS_01
	NS_100
	NS_43
	NS_43U
	
	
	
	

	n82
	NS_01
	Void
	
	
	
	
	
	

	n83
	NS_01
	NS_17
	NS_18
	
	
	
	
	

	n84
	NS_01
	NS_100
	NS_05
	NS_05U
	
	
	
	

	n86
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n89
	NS_01
	NS_100
	
	
	
	
	
	

	n91
	NS_01
	
	
	
	
	
	
	

	n92
	NS_01
	
	
	
	
	
	
	

	n93
	NS_01
	
	
	
	
	
	
	

	n94
	NS_01
	
	
	
	
	
	
	

	n95
	NS_01
	
	
	
	
	
	
	

	NOTE:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of TS 38.331 [7].





****************************** NEXT CHANGED SECTION ******************************

[bookmark: _Toc21344251][bookmark: _Toc29801735][bookmark: _Toc29802159][bookmark: _Toc29802784][bookmark: _Toc36107526][bookmark: _Toc37251285][bookmark: _Toc45888087][bookmark: _Toc45888686]6.2.3.x	A-MPR for NS_XY

Table 6.2.3.x-1: A-MPR for NS_XY
	Channel bandwidth, MHz
	Modulation
	A-MPR (dB)

	
	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	5MHz
	DFT-s-OFDM
	QPSK
	≤ [3.5]
	≤ 1
	0

	
	
	16 QAM
	≤ [3.5]
	≤ 2
	≤ 1

	
	
	64 QAM
	≤ [3.5]
	≤ 2.5

	
	
	256 QAM
	≤ 4.5

	
	CP-OFDM 

	QPSK
	≤ [3.5]
	≤ 3
	≤ 1.5

	
	
	16 QAM
	≤ [3.5]
	≤ 3
	≤ 2

	
	
	64 QAM
	≤ 3.5

	
	
	256 QAM
	≤ 6.5

	10MHz
	DFT-s-OFDM
	QPSK
	≤ [2]
	≤ 1
	0

	
	
	16 QAM
	≤ 2
	≤ 1

	
	
	64 QAM
	≤ 2.5

	
	
	256 QAM
	≤ 4.5

	
	CP-OFDM
	QPSK
	≤ 3
	≤ 1.5

	
	
	16 QAM
	≤ 3
	≤ 2

	
	
	64 QAM
	≤ 3.5

	
	
	256 QAM
	≤ 6.5




NOTE:	The following tables are taken from sub-clause 6.2.3.16 (NS_27), and thus can be just referred to from this sub-clause instead of copy/pasting them. 
Table 6.2.3.x-2: A-MPR for NS_XY
	Channel Bandwidth, MHz
	Carrier Centre Frequency, Fc, MHz
	Region A
	Region B

	
	
	RBstart*12*SCS
	RBend*12*SCS
	LCRB*12*SCS
	A-MPR
	LCRB*12*SCS
	A-MPR

	15 MHz
	3557.5 ≤ FC < 3562.5
	<1.8 MHz
	
	
	A3
	≥10.8 MHz
	A3

	
	3687.5 < FC ≤ 3692.5
	>11.52 MHz
	
	
	
	
	

	15 MHz
	3562.5 ≤ FC < 3567.5
	≤1.08 MHz
	
	<1.44 MHz
	A4
	≥11.52 MHz
	[2]

	
	3682.5 < FC ≤ 3687.5
	
	≥13.22 MHz
	
	
	
	

	20 MHz
	3560 ≤ FC < 3570
	<3.6 MHz
	
	
	A5
	≥10.8 MHz
	A5

	
	3680 < FC ≤ 3690
	>12.96 MHz
	
	
	
	
	

	20 MHz
	3570 ≤ FC < 3580
	≤2.16 MHz
	
	<1.44 MHz
	A6
	≥14.4 MHz
	[2]

	
	3670 < FC ≤ 3680
	
	≥16.92
	
	
	
	

	40 MHz
	3570 ≤ FC < 3600
	<11.34 MHz
	
	
	A7
	
	

	
	
	≥11.34 MHz, 
≤31.0 MHz
	
	≥18 MHz
	A2
	
	

	
	
	
	
	<18 MHz
	A1
	
	

	
	
	>31.0 MHz
	
	<1.8 MHz
	A7
	
	

	
	3650 < FC ≤ 3680
	
	>24.48 MHz
	
	A7
	
	

	
	
	
	≤24.48 MHz, ≥6.48 MHz
	≥18 MHz
	A2
	
	

	
	
	
	
	<18 MHz
	A1
	
	

	
	
	
	<6.48 MHz
	<1.8 MHz
	A7
	
	

	40 MHz
	3600 ≤ FC ≤ 3650
	≤6.12 MHz
	
	<1.44 MHz
	A8
	 >[20] MHz
	[4.5]

	
	
	
	≥ 32.76
	
	
	
	

	NOTE 1:	Void
NOTE 2:	Void



Table 6.2.3.x-3: A-MPR for modulation and waveform type
	Modulation/Waveform
	A1
	A2
	A3
	A4
	A5
	A6
	A7
	A8

	
	Outer
	Outer
	Outer/Inner
	Outer/Inner
	Outer/Inner
	Outer/Inner
	Outer/Inner
	Outer/Inner

	DFT-s-OFDM 
	PI/2 BPSK
	[4.5]
	[6]
	4
	4
	4
	4
	10.5
	4

	
	QPSK
	[4.5]
	[6]
	4
	4
	4
	4
	10.5
	4

	
	16 QAM
	[4.5]
	[6]
	5
	4
	5
	4
	11
	4

	
	64 QAM
	[4.5]
	[6]
	5
	4
	5
	4
	11
	4

	
	256 QAM
	
	[6]
	
	
	
	
	11
	

	CP-OFDM 
	QPSK
	[5.5]
	[7]
	6
	4
	6
	4
	11.5
	4

	
	16 QAM
	[5.5]
	[7]
	6
	4
	6
	4
	11.5
	4

	
	64 QAM
	[5.5]
	[7]
	6
	4
	6
	4
	11.5
	4

	
	256 QAM
	
	[7]
	
	
	
	
	11.5
	

	NOTE 1:	The backoff applied is max (MPR, A-MPR) where MPR is defined in Table 6.2.2-1
NOTE 2:	Outer and inner allocations are defined in clause 6.2.2





****************************** NEXT CHANGED SECTION ******************************


[bookmark: _Toc21344361][bookmark: _Toc29801847][bookmark: _Toc29802271][bookmark: _Toc29802896][bookmark: _Toc36107638][bookmark: _Toc37251404][bookmark: _Toc45888284][bookmark: _Toc45888883]6.5.2.3.x	Requirements for network signalled value "NS_XY"
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_XY" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in sub-clause 6.5.2.3.8 with an assumption that minimum guardband is smaller by 100kHz.

