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	Reason for change:
	NS_202 contains two emission requirements, one is for additional spurious emission requirement at -10 dBm/100 MHz, the other at 1 dBm/200 MHz is meant for protection of satellite passive services. Since the former requirement is tighter and also covers the frequency range of the latter requirement, without clarification on the purpose of the latter requirement, it would look to be redudant for the latter requirement in NS_202.   

	
	

	Summary of change:
	Add NOTE 1 to Table 6.5.3.2.3-1 (NS_202) for the emission requirement at 1 dBm/200 MHz for protection frequency range 23600 MHz – 24000 MHz to clarifiy that “This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3-1 from the edge of the channel bandwidth. The protection of frequency range 23600 – 24000 MHz is meant for protection of satellite passive services.”

	
	

	Consequences if not approved:
	The 1 dBm/200 MHz requirement in NS_202 would look to be redudant without the clarification.
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When "NS_202" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.2.3-1.
Table 6.5.3.2.3-1: Additional requirements (NS_202)
	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	7.25 GHz ≤ f ≤ 2nd harmonic of the upper frequency edge of the UL operating band 
	-10 dBm
	100 MHz
	

	23.6 GHz  f  24.0 GHz
	+1 dBm
	200 MHz
	1

	NOTE 1:	This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3-1 from the edge of the channel bandwidth. The protection of frequency range 23600 - 24000 MHz is meant for protection of satellite passive services.
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